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Introduction

These release notes provide clarifications and explanations for the XFS MIB parts of the CWA 15748. When a XFS MIB part is updated for functional changes then all clarifications contained in this clarification document at the current revision level for that XFS MIB part will be incorporated into the new revision.

The clarification will be incorporated into the appropriate section and be printed as bold and underlined.  In any case where the clarification affects the MIB itself, the updated MIB has been embedded in this document.
Generic Clarifications

No clarifications available.

Architectural and Implementation Issues

No clarifications available.

XFS MIB Architecture and SNMP Extensions – Programmer’s Reference

No clarifications available.

XFS MIB Device Specific Definitions
Cash Dispensers
Class Name

CDM
Clarifications for CDM Detailed Device Status Change Trap
CDM Detailed Device Status Change Trap: an example
…

	
	

	xfsMIBRoot.3.1.3.5
	(xfsMIBRoot.xfsTrap.xfsTrapV1.xfsCommonTrapVars.xfsCommonTrapManagedServiceType)

	
	31 (WFS_CDM_SELFSERVICEBILL)

	
	


Personal Identification Number Keypads (PIN Pads)
Class Name

PIN
Clarifications for xfsPINStatusTable: States
…

xfsPINStatusDevicePosition (8)

It contains the device position. It is a numeric type field. Allowed values are:

Value



Meaning

xfsPINDevicePosNotSupported (4)      
The physical device does not have the capability of detecting the  position.
Cash In Module
Class Name

CIM

Clarifications for Appendix A – CIM MIB sub-tree

[image: image2.emf]SMIv1_xfsCIM.mib



 EMBED Package  [image: image3.emf]SMIv2_xfsCIM.mib


…

-- ********************************************************************

--   CIM Status #defines 

-- ********************************************************************                 

…

    IxfsCIMIntermediateStackerStatus ::= INTEGER

      {

      xfsCIMIsEmpty(1),

      xfsCIMIsNotEmpty(2),

      xfsCIMIsFull(3),

      xfsCIMIsUnknown(45),

      xfsCIMIsNotSupported(56)

      }

…
-- ***********************************************************************  

-- CIM Device Status Table 

-- ***********************************************************************

…

    -- 1.3.6.1.4.1.16213.2.13.1.2.1.6

    xfsCIMStatusIntermediateStacker OBJECT-TYPE

      SYNTAX IxfsCIMIntermediateStackerStatus

      MAX-ACCESS read-only

      STATUS current

      DESCRIPTION

        "Intermediate Stacker Status.

        xfsCIMISEmpty(1),

        xfsCIMISNotEmpty(2),

        xfsCIMISFull(3),

        xfsCIMISUnknown(45),

        xfsCIMISNotSupported(56)."

      ::= { xfsCIMStatusEntry 6 }

Item Processing Module

Class Name

IPM

Clarifications for xfsIPMStatusTable: States
…

xfsIPMStatusRebBuncher (12)

It contains the state of the rebuncher (return stacker). The rebuncher is where media items are re-bunched ready for return to the customer. Allowed values are:
Value









Meaning

…

Clarifications for IPM Detailed Device Status Change Trap
…

xfsMIBRoot.xfsManagedService.xfsIPM.xfsIPMV1.xfsIPMStatusTable.xfsIPMStatusEntry.xfsIPMStatusReBbuncher.xfsIPMStatusManagedServiceName (23)

It contains the state of the rebuncher (return stacker). The rebuncher is where media items are re-bunched ready for return to the customer. It is a numeric type field. 

…

	
	

	xfsMIBRoot.2.16.1.2.1.12.Index
	(xfsMIBRoot.xfsManagedService.xfsIPM.xfsIPMV1.xfsIPMStatusTable.xfsIPMStatusEntry.xfsIPMStatusReBbuncher.xfsIPMStatusManagedServiceName)

	
	1 (xfsIPMReBbuncherEmpty)

	
	


…
Clarifications for IPM Reset Device Complete Trap
…

	
	

	xfsMIBRoot.2.16.1.2.1.12.Index
	(xfsMIBRoot.xfsManagedService.xfsIPM.xfsIPMV1.xfsIPMStatusTable.xfsIPMStatusEntry.xfsIPMStatusReBbuncher.xfsIPMStatusManagedServiceName)

	
	1 (xfsIPMReBbuncherEmpty)

	
	


…
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_1380710929/SMIv1_xfsCIM.mib
				XFS-CIM-MIB DEFINITIONS ::= BEGIN

		 

						IMPORTS

								OBJECT-TYPE						

										FROM RFC-1212						

								TRAP-TYPE						

										FROM RFC-1215						

								DisplayString						

										FROM RFC1213-MIB						

								xfsCIM, xfsTrap, IxfsMIBDeviceStatus						

										FROM XFSMIB;

				

				

		--

		-- Type definitions

		--

				

		--  Type definitions

		-- 

		-- ********************************************************************

		--   CIM Status #defines 

		-- ********************************************************************                 

						IxfsCIMSafeDoorStatus ::= INTEGER

								{

								xfsCIMDoorNotSupported(2),

								xfsCIMDoorOpen(3),

								xfsCIMDoorClosed(4),

								xfsCIMDoorUnknown(5)

								}

		

						IxfsCIMAcceptorStatus ::= INTEGER

								{

								xfsCIMAccOK(1),

								xfsCIMAccState(2),

								xfsCIMAccStop(3),

								xfsCIMAccUnknown(4)

								}

		

						IxfsCIMIntermediateStackerStatus ::= INTEGER

								{

								xfsCIMIsEmpty(1),

								xfsCIMIsNotEmpty(2),

								xfsCIMIsFull(3),

								xfsCIMIsUnknown(5),

								xfsCIMIsNotSupported(6)

								}

		

						IxfsCIMStackerItemsStatus ::= INTEGER

								{

								xfsCIMCustomerAccess(1),

								xfsCIMNoCustomerAccess(2),

								xfsCIMAccessUnknown(3),

								xfsCIMNoItems(5)

								}

		

						IxfsCIMBankNoteReaderStatus ::= INTEGER

								{

								xfsCIMBNROK(1),

								xfsCIMBNRINOP(2),

								xfsCIMBNRUnknown(3),

								xfsCIMBNRNotSupported(4)

								}

		

						IxfsCIMShutterStatus ::= INTEGER

								{

								xfsCIMShtClosed(1),

								xfsCIMShtOpen(2),

								xfsCIMShtJammed(3),

								xfsCIMShtUnknown(4),

								xfsCIMShtNotSupported(5)

								}

		

						IxfsCIMPositionStatus ::= INTEGER

								{

								xfsCIMPSEmpty(1),

								xfsCIMPSNotEmpty(2),

								xfsCIMPSUnknown(3),

								xfsCIMPSNotSupported(4),

								xfsCIMPSForeignItems(5)

								}

		

						IxfsCIMTransportStatus ::= INTEGER

								{

								xfsCIMTPOK(1),

								xfsCIMTPInop(2),

								xfsCIMTPUnknown(3),

								xfsCIMTPNotSupported(4)

								}

		

						IxfsCIMTransportItemsStatus ::= INTEGER

								{

								xfsCIMTPStatEmpty(1),

								xfsCIMTPStatNotEmpty(2),

								xfsCIMTPStatNotEmptyCust(3),

								xfsCIMTPStatNotEmptyUnk(4),

								xfsCIMTPStatNotSupported(5)

								}

		

						IxfsCIMDevicePositionStatus ::= INTEGER

								{

								xfsCIMDeviceInPosition(1),

								xfsCIMDeviceNotInPosition(2),

								xfsCIMDevicePosUnknown(3),

								xfsCIMDevicePosNotSupported(4)

								}

		

		-- ********************************************************************

		-- CIM SubDevice #defines 

		-- ********************************************************************

						IxfsCIMCUType ::= INTEGER

								{

								xfsCIMTypeRecycling(2),

								xfsCIMTypeCashIn(3),

								xfsCIMTypeRepContainer(4),

								xfsCIMTypeRetractCassette(5),

								xfsCIMTypeReject(6),

								xfsCIMTypeCDMSpecific(7)

								}

		

						IxfsCIMCUStatus ::= INTEGER

								{

								xfsCIMStatCUOK(1),

								xfsCIMStatCUFull(2),

								xfsCIMStatCUHigh(3),

								xfsCIMStatCULow(4),

								xfsCIMStatCUEmpty(5),

								xfsCIMStatCUInop(6),

								xfsCIMStatCUMissing(7),

								xfsCIMStatCUNoval(8),

								xfsCIMStatCUNoref(9),

								xfsCIMStatCUManip(10)

								}

		

						IxfsCIMCapabilitiesDeviceType ::= INTEGER

								{

								xfsCIMTellerBill(1),

								xfsCIMSelfServiceBill(2),

								xfsCIMTellerCoin(3),

								fsCIMSelfServiceCoin(4)

								}

		

						TruthValue ::= INTEGER

								{

								true(1),

								false(2)

								}

		

				

		--

		-- Node definitions

		--

				

		-- ********************************************************************

		-- Version 1 of CIM MIB

		-- 

		-- The ASN.1 prefix to, and including the Version 1 of CIM is: 1.3.6.1.4.1.16213.2.13.1

		-- 

		-- ******************************************************************** 

						-- 1.3.6.1.4.1.16213.2.13.1

						xfsCIMV1 OBJECT IDENTIFIER ::= { xfsCIM 1 }

		

						

						-- 1.3.6.1.4.1.16213.2.13.1.1

						xfsCIMInstances OBJECT-TYPE

								SYNTAX INTEGER

								ACCESS read-only

								STATUS mandatory

								DESCRIPTION

										Number that represents the number of CIM managed services.

								::= { xfsCIMV1 1 }

		

						

		-- ***********************************************************************		

		-- CIM Device Status Table 

		-- ***********************************************************************

						-- 1.3.6.1.4.1.16213.2.13.1.2

						xfsCIMStatusTable OBJECT-TYPE

								SYNTAX SEQUENCE OF XfsCIMStatusEntry

								ACCESS not-accessible

								STATUS mandatory

								DESCRIPTION

										Define the set of MIB Variables for the CIM status table.

								::= { xfsCIMV1 2 }

		

						

						-- 1.3.6.1.4.1.16213.2.13.1.2.1

						xfsCIMStatusEntry OBJECT-TYPE

								SYNTAX XfsCIMStatusEntry

								ACCESS not-accessible

								STATUS mandatory

								DESCRIPTION

										CIM Device Status Table Entry.

								INDEX { xfsCIMStatusManagedServiceName }

								::= { xfsCIMStatusTable 1 }

		

						

						XfsCIMStatusEntry ::=

								SEQUENCE { 

										xfsCIMStatusManagedServiceName

												DisplayString,

										xfsCIMStatusNumberSubDevices

												INTEGER,

										xfsCIMStatusDevice

												IxfsMIBDeviceStatus,

										xfsCIMStatusSafeDoor

												IxfsCIMSafeDoorStatus,

										xfsCIMStatusAcceptor

												IxfsCIMAcceptorStatus,

										xfsCIMStatusIntermediateStacker

												IxfsCIMIntermediateStackerStatus,

										xfsCIMStatusStackerItems

												IxfsCIMStackerItemsStatus,

										xfsCIMStatusBankNoteReader

												IxfsCIMBankNoteReaderStatus,

										xfsCIMStatusDropBox

												TruthValue,

										xfsCIMStatusShutterInputCenter

												IxfsCIMShutterStatus,

										xfsCIMStatusPositionInputCenter

												IxfsCIMPositionStatus,

										xfsCIMStatusTransportInputCenter

												IxfsCIMTransportStatus,

										xfsCIMStatusTransportItemsInputCenter

												IxfsCIMTransportItemsStatus,

										xfsCIMStatusShutterInputLeft

												IxfsCIMShutterStatus,

										xfsCIMStatusPositionInputLeft

												IxfsCIMPositionStatus,

										xfsCIMStatusTransportInputLeft

												IxfsCIMTransportStatus,

										xfsCIMStatusTransportItemsInputLeft

												IxfsCIMTransportItemsStatus,

										xfsCIMStatusShutterInputRight

												IxfsCIMShutterStatus,

										xfsCIMStatusPositionInputRight

												IxfsCIMPositionStatus,

										xfsCIMStatusTransportInputRight

												IxfsCIMTransportStatus,

										xfsCIMStatusTransportItemsInputRight

												IxfsCIMTransportItemsStatus,

										xfsCIMStatusShutterInputTop

												IxfsCIMShutterStatus,

										xfsCIMStatusPositionInputTop

												IxfsCIMPositionStatus,

										xfsCIMStatusTransportInputTop

												IxfsCIMTransportStatus,

										xfsCIMStatusTransportItemsInputTop

												IxfsCIMTransportItemsStatus,

										xfsCIMStatusShutterInputBottom

												IxfsCIMShutterStatus,

										xfsCIMStatusPositionInputBottom

												IxfsCIMPositionStatus,

										xfsCIMStatusTransportInputBottom

												IxfsCIMTransportStatus,

										xfsCIMStatusTransportItemsInputBottom

												IxfsCIMTransportItemsStatus,

										xfsCIMStatusShutterInputFront

												IxfsCIMShutterStatus,

										xfsCIMStatusPositionInputFront

												IxfsCIMPositionStatus,

										xfsCIMStatusTransportInputFront

												IxfsCIMTransportStatus,

										xfsCIMStatusTransportItemsInputFront

												IxfsCIMTransportItemsStatus,

										xfsCIMStatusShutterInputRear

												IxfsCIMShutterStatus,

										xfsCIMStatusPositionInputRear

												IxfsCIMPositionStatus,

										xfsCIMStatusTransportInputRear

												IxfsCIMTransportStatus,

										xfsCIMStatusTransportItemsInputRear

												IxfsCIMTransportItemsStatus,

										xfsCIMStatusShutterOutputCenter

												IxfsCIMShutterStatus,

										xfsCIMStatusPositionOutputCenter

												IxfsCIMPositionStatus,

										xfsCIMStatusTransportOutputCenter

												IxfsCIMTransportStatus,

										xfsCIMStatusTransportItemsOutputCenter

												IxfsCIMTransportItemsStatus,

										xfsCIMStatusShutterOutputLeft

												IxfsCIMShutterStatus,

										xfsCIMStatusPositionOutputLeft

												IxfsCIMPositionStatus,

										xfsCIMStatusTransportOutputLeft

												IxfsCIMTransportStatus,

										xfsCIMStatusTransportItemsOutputLeft

												IxfsCIMTransportItemsStatus,

										xfsCIMStatusShutterOutputRight

												IxfsCIMShutterStatus,

										xfsCIMStatusPositionOutputRight

												IxfsCIMPositionStatus,

										xfsCIMStatusTransportOutputRight

												IxfsCIMTransportStatus,

										xfsCIMStatusTransportItemsOutputRight

												IxfsCIMTransportItemsStatus,

										xfsCIMStatusShutterOutputTop

												IxfsCIMShutterStatus,

										xfsCIMStatusPositionOutputTop

												IxfsCIMPositionStatus,

										xfsCIMStatusTransportOutputTop

												IxfsCIMTransportStatus,

										xfsCIMStatusTransportItemsOutputTop

												IxfsCIMTransportItemsStatus,

										xfsCIMStatusShutterOutputBottom

												IxfsCIMShutterStatus,

										xfsCIMStatusPositionOutputBottom

												IxfsCIMPositionStatus,

										xfsCIMStatusTransportOutputBottom

												IxfsCIMTransportStatus,

										xfsCIMStatusTransportItemsOutputBottom

												IxfsCIMTransportItemsStatus,

										xfsCIMStatusShutterOutputFront

												IxfsCIMShutterStatus,

										xfsCIMStatusPositionOutputFront

												IxfsCIMPositionStatus,

										xfsCIMStatusTransportOutputFront

												IxfsCIMTransportStatus,

										xfsCIMStatusTransportItemsOutputFront

												IxfsCIMTransportItemsStatus,

										xfsCIMStatusShutterOutputRear

												IxfsCIMShutterStatus,

										xfsCIMStatusPositionOutputRear

												IxfsCIMPositionStatus,

										xfsCIMStatusTransportOutputRear

												IxfsCIMTransportStatus,

										xfsCIMStatusTransportItemsOutputRear

												IxfsCIMTransportItemsStatus,

										xfsCIMStatusGuidancePosInputLeft

												INTEGER,

										xfsCIMStatusGuidancePosInputRight

												INTEGER,

										xfsCIMStatusGuidancePosInputCenter

												INTEGER,

										xfsCIMStatusGuidancePosInputTop

												INTEGER,

										xfsCIMStatusGuidancePosInputBottom

												INTEGER,

										xfsCIMStatusGuidancePosInputFront

												INTEGER,

										xfsCIMStatusGuidancePosInputRear

												INTEGER,

										xfsCIMStatusGuidancePosOutputLeft

												INTEGER,

										xfsCIMStatusGuidancePosOutputRight

												INTEGER,

										xfsCIMStatusGuidancePosOutputCenter

												INTEGER,

										xfsCIMStatusGuidancePosOutputTop

												INTEGER,

										xfsCIMStatusGuidancePosOutputBottom

												INTEGER,

										xfsCIMStatusGuidancePosOutputFront

												INTEGER,

										xfsCIMStatusGuidancePosOutputRear

												INTEGER,

										xfsCIMStatusDevicePosition

												IxfsCIMDevicePositionStatus,

										xfsCIMStatusPowerSaveRecoveryTime

												INTEGER,

										xfsCIMStatusExtraStatus

												OCTET STRING

								 }

		

						-- 1.3.6.1.4.1.16213.2.13.1.2.1.1

						xfsCIMStatusManagedServiceName OBJECT-TYPE

								SYNTAX DisplayString

								ACCESS read-only

								STATUS mandatory

								DESCRIPTION

										Instance identifier of the managed service.

								::= { xfsCIMStatusEntry 1 }

		

						

						-- 1.3.6.1.4.1.16213.2.13.1.2.1.2

						xfsCIMStatusNumberSubDevices OBJECT-TYPE

								SYNTAX INTEGER

								ACCESS read-only

								STATUS mandatory

								DESCRIPTION

										Number of sub devices supported by the CIM device.

								::= { xfsCIMStatusEntry 2 }

		

						

						-- 1.3.6.1.4.1.16213.2.13.1.2.1.3

						xfsCIMStatusDevice OBJECT-TYPE

								SYNTAX IxfsMIBDeviceStatus

								ACCESS read-only

								STATUS mandatory

								DESCRIPTION

										Device status.

								::= { xfsCIMStatusEntry 3 }

		

						

						-- 1.3.6.1.4.1.16213.2.13.1.2.1.4

						xfsCIMStatusSafeDoor OBJECT-TYPE

								SYNTAX IxfsCIMSafeDoorStatus

								ACCESS read-only

								STATUS mandatory

								DESCRIPTION

										Safedoor Status.

				xfsCIMSafeDoorNotSupported(2),

				xfsCIMSafeDoorOpen(3),

				xfsCIMSafeDoorClosed(4),

				xfsCIMSafeDoorUnknown(5).

								::= { xfsCIMStatusEntry 4 }

		

						

						-- 1.3.6.1.4.1.16213.2.13.1.2.1.5

						xfsCIMStatusAcceptor OBJECT-TYPE

								SYNTAX IxfsCIMAcceptorStatus

								ACCESS read-only

								STATUS mandatory

								DESCRIPTION

										Acceptor Status.

				xfsCIMAcceptor OK(1),

				xfsCIMAcceptor CUState(2),

				xfsCIMAcceptor CUStop(3),

				xfsCIMAcceptor CUUnknown(4).

								::= { xfsCIMStatusEntry 5 }

		

						

						-- 1.3.6.1.4.1.16213.2.13.1.2.1.6

						xfsCIMStatusIntermediateStacker OBJECT-TYPE

								SYNTAX IxfsCIMIntermediateStackerStatus

								ACCESS read-only

								STATUS mandatory

								DESCRIPTION

										Intermediate Stacker Status.

				xfsCIMISEmpty(1),

				xfsCIMISNotEmpty(2),

				xfsCIMISFull(3),

				xfsCIMISUnknown(5),

				xfsCIMISNotSupported(6).

								::= { xfsCIMStatusEntry 6 }

		

						

						-- 1.3.6.1.4.1.16213.2.13.1.2.1.7

						xfsCIMStatusStackerItems OBJECT-TYPE

								SYNTAX IxfsCIMStackerItemsStatus

								ACCESS read-only

								STATUS mandatory

								DESCRIPTION

										Status of items on the intermediate stacker.

				xfsCIMCustomerAccess(1),

				xfsCIMNoCustomerAccess (2),

				xfsCIMAccessUnknown(3),

				xfsCIMNoItems(5).

								::= { xfsCIMStatusEntry 7 }

		

						

						-- 1.3.6.1.4.1.16213.2.13.1.2.1.8

						xfsCIMStatusBankNoteReader OBJECT-TYPE

								SYNTAX IxfsCIMBankNoteReaderStatus

								ACCESS read-only

								STATUS mandatory

								DESCRIPTION

										Status of  the Bank Note Reader.

				xfsCIMBNROK(1),

				xfsCIMBNRINOP (2),

				xfsCIMBNRUnknown(3),

				xfsCIMBNRNotSupported(4).

								::= { xfsCIMStatusEntry 8 }

		

						

						-- 1.3.6.1.4.1.16213.2.13.1.2.1.9

						xfsCIMStatusDropBox OBJECT-TYPE

								SYNTAX TruthValue

								ACCESS read-only

								STATUS mandatory

								DESCRIPTION

										Status of  the Drop Box. 

								::= { xfsCIMStatusEntry 9 }

		

						

						-- 1.3.6.1.4.1.16213.2.13.1.2.1.10

						xfsCIMStatusShutterInputCenter OBJECT-TYPE

								SYNTAX IxfsCIMShutterStatus

								ACCESS read-only

								STATUS mandatory

								DESCRIPTION

										Status of the shutter of center input position.

				xfsCIMShtClosed(1),

				xfsCIMShtOpen(2),

				xfsCIMShtJammed(3), 

				xfsCIMShtUnknown(4),

				xfsCIMShtNotSupported(5).

								::= { xfsCIMStatusEntry 10 }

		

						

						-- 1.3.6.1.4.1.16213.2.13.1.2.1.11

						xfsCIMStatusPositionInputCenter OBJECT-TYPE

								SYNTAX IxfsCIMPositionStatus

								ACCESS read-only

								STATUS mandatory

								DESCRIPTION

										Status of the cash tray of the center input position.

				xfsCIMPSEmpty(1),

				xfsCIMPSNotEmpty(2),

				xfsCIMPSUnknown(3),

				xfsCIMPSNotSupported(4),

				xfsCIMPSForeignItems(5).

								::= { xfsCIMStatusEntry 11 }

		

						

						-- 1.3.6.1.4.1.16213.2.13.1.2.1.12

						xfsCIMStatusTransportInputCenter OBJECT-TYPE

								SYNTAX IxfsCIMTransportStatus

								ACCESS read-only

								STATUS mandatory

								DESCRIPTION

										Status of the transport of the center input position.

				xfsCIMTPOK(1),

				xfsCIMTPInop(2),

				xfsCIMTPUnknown(3),

				xfsCIMTPNotSupported(4).

								::= { xfsCIMStatusEntry 12 }

		

						

						-- 1.3.6.1.4.1.16213.2.13.1.2.1.13

						xfsCIMStatusTransportItemsInputCenter OBJECT-TYPE

								SYNTAX IxfsCIMTransportItemsStatus

								ACCESS read-only

								STATUS mandatory

								DESCRIPTION

										Status of the items on the transport of the center input position.

				xfsCIMTPStatEmpty(1),

				xfsCIMTPStatNotEmpty(2),

				xfsCIMTPStatNotEmptyCust(3),

				xfsCIMTPStatNotEmptyUnk(4),

				xfsCIMTPStatNotSupported(5).

								::= { xfsCIMStatusEntry 13 }

		

						

						-- 1.3.6.1.4.1.16213.2.13.1.2.1.14

						xfsCIMStatusShutterInputLeft OBJECT-TYPE

								SYNTAX IxfsCIMShutterStatus

								ACCESS read-only

								STATUS mandatory

								DESCRIPTION

										Status of the shutter of left input position.

				xfsCIMShtClosed(1),

				xfsCIMShtOpen(2),

				xfsCIMShtJammed(3), 

				xfsCIMShtUnknown(4),

				xfsCIMShtNotSupported(5).

								::= { xfsCIMStatusEntry 14 }

		

						

						-- 1.3.6.1.4.1.16213.2.13.1.2.1.15

						xfsCIMStatusPositionInputLeft OBJECT-TYPE

								SYNTAX IxfsCIMPositionStatus

								ACCESS read-only

								STATUS mandatory

								DESCRIPTION

										Status of the cash tray of the Left input position.

				xfsCIMPSEmpty(1),

				xfsCIMPSNotEmpty(2),

				xfsCIMPSUnknown(3),

				xfsCIMPSNotSupported(4),

				xfsCIMPSForeignItems(5).

								::= { xfsCIMStatusEntry 15 }

		

						

						-- 1.3.6.1.4.1.16213.2.13.1.2.1.16

						xfsCIMStatusTransportInputLeft OBJECT-TYPE

								SYNTAX IxfsCIMTransportStatus

								ACCESS read-only

								STATUS mandatory

								DESCRIPTION

										Status of the transport of the Left input position.

				xfsCIMTPOK(1),

				xfsCIMTPInop(2),

				xfsCIMTPUnknown(3),

				xfsCIMTPNotSupported(4).

								::= { xfsCIMStatusEntry 16 }

		

						

						-- 1.3.6.1.4.1.16213.2.13.1.2.1.17

						xfsCIMStatusTransportItemsInputLeft OBJECT-TYPE

								SYNTAX IxfsCIMTransportItemsStatus

								ACCESS read-only

								STATUS mandatory

								DESCRIPTION

										Status of the items on the transport of the Left input position.

				xfsCIMTPStatEmpty(1),

				xfsCIMTPStatNotEmpty(2),

				xfsCIMTPStatNotEmptyCust(3),

				xfsCIMTPStatNotEmptyUnk(4),

				xfsCIMTPStatNotSupported(5).

								::= { xfsCIMStatusEntry 17 }

		

						

						-- 1.3.6.1.4.1.16213.2.13.1.2.1.18

						xfsCIMStatusShutterInputRight OBJECT-TYPE

								SYNTAX IxfsCIMShutterStatus

								ACCESS read-only

								STATUS mandatory

								DESCRIPTION

										Status of the shutter of Right input position.

				xfsCIMShtClosed(1),

				xfsCIMShtOpen(2),

				xfsCIMShtJammed(3), 

				xfsCIMShtUnknown(4),

				xfsCIMShtNotSupported(5).

								::= { xfsCIMStatusEntry 18 }

		

						

						-- 1.3.6.1.4.1.16213.2.13.1.2.1.19

						xfsCIMStatusPositionInputRight OBJECT-TYPE

								SYNTAX IxfsCIMPositionStatus

								ACCESS read-only

								STATUS mandatory

								DESCRIPTION

										Status of the cash tray of the Right input position.

				xfsCIMPSEmpty(1),

				xfsCIMPSNotEmpty(2),

				xfsCIMPSUnknown(3) ,

				xfsCIMPSNotSupported(4),

				xfsCIMPSForeignItems(5).

								::= { xfsCIMStatusEntry 19 }

		

						

						-- 1.3.6.1.4.1.16213.2.13.1.2.1.20

						xfsCIMStatusTransportInputRight OBJECT-TYPE

								SYNTAX IxfsCIMTransportStatus

								ACCESS read-only

								STATUS mandatory

								DESCRIPTION

										Status of the transport of the Right input position.

				xfsCIMTPOK(1),

				xfsCIMTPInop(2),

				xfsCIMTPUnknown(3),

				xfsCIMTPNotSupported(4).

								::= { xfsCIMStatusEntry 20 }

		

						

						-- 1.3.6.1.4.1.16213.2.13.1.2.1.21

						xfsCIMStatusTransportItemsInputRight OBJECT-TYPE

								SYNTAX IxfsCIMTransportItemsStatus

								ACCESS read-only

								STATUS mandatory

								DESCRIPTION

										Status of the items on the transport of the Right input position.

				xfsCIMTPStatEmpty(1),

				xfsCIMTPStatNotEmpty(2),

				xfsCIMTPStatNotEmptyCust(3),

				xfsCIMTPStatNotEmptyUnk(4),

				xfsCIMTPStatNotSupported(5).

								::= { xfsCIMStatusEntry 21 }

		

						

						-- 1.3.6.1.4.1.16213.2.13.1.2.1.22

						xfsCIMStatusShutterInputTop OBJECT-TYPE

								SYNTAX IxfsCIMShutterStatus

								ACCESS read-only

								STATUS mandatory

								DESCRIPTION

										Status of the shutter of top input position.

				xfsCIMShtClosed(1),

				xfsCIMShtOpen(2),

				xfsCIMShtJammed(3), 

				xfsCIMShtUnknown(4),

				xfsCIMShtNotSupported(5).

								::= { xfsCIMStatusEntry 22 }

		

						

						-- 1.3.6.1.4.1.16213.2.13.1.2.1.23

						xfsCIMStatusPositionInputTop OBJECT-TYPE

								SYNTAX IxfsCIMPositionStatus

								ACCESS read-only

								STATUS mandatory

								DESCRIPTION

										Status of the cash tray of the top input position.

				xfsCIMPSEmpty(1),

				xfsCIMPSNotEmpty(2),

				xfsCIMPSUnknown(3) ,

				xfsCIMPSNotSupported(4),

				xfsCIMPSForeignItems(5).

								::= { xfsCIMStatusEntry 23 }

		

						

						-- 1.3.6.1.4.1.16213.2.13.1.2.1.24

						xfsCIMStatusTransportInputTop OBJECT-TYPE

								SYNTAX IxfsCIMTransportStatus

								ACCESS read-only

								STATUS mandatory

								DESCRIPTION

										Status of the transport of the top input position.

				xfsCIMTPOK(1),

				xfsCIMTPInop(2),

				xfsCIMTPUnknown(3),

				xfsCIMTPNotSupported(4).

								::= { xfsCIMStatusEntry 24 }

		

						

						-- 1.3.6.1.4.1.16213.2.13.1.2.1.25

						xfsCIMStatusTransportItemsInputTop OBJECT-TYPE

								SYNTAX IxfsCIMTransportItemsStatus

								ACCESS read-only

								STATUS mandatory

								DESCRIPTION

										Status of the items on the transport of the top input position.

				xfsCIMTPStatEmpty(1),

				xfsCIMTPStatNotEmpty(2),

				xfsCIMTPStatNotEmptyCust(3),

				xfsCIMTPStatNotEmptyUnk(4),

				xfsCIMTPStatNotSupported(5).

								::= { xfsCIMStatusEntry 25 }

		

						

						-- 1.3.6.1.4.1.16213.2.13.1.2.1.26

						xfsCIMStatusShutterInputBottom OBJECT-TYPE

								SYNTAX IxfsCIMShutterStatus

								ACCESS read-only

								STATUS mandatory

								DESCRIPTION

										Status of the shutter of Bottom input position.

				xfsCIMShtClosed(1),

				xfsCIMShtOpen(2),

				xfsCIMShtJammed(3), 

				xfsCIMShtUnknown(4),

				xfsCIMShtNotSupported(5).

								::= { xfsCIMStatusEntry 26 }

		

						

						-- 1.3.6.1.4.1.16213.2.13.1.2.1.27

						xfsCIMStatusPositionInputBottom OBJECT-TYPE

								SYNTAX IxfsCIMPositionStatus

								ACCESS read-only

								STATUS mandatory

								DESCRIPTION

										Status of the cash tray of the Bottom input position.

				xfsCIMPSEmpty(1),

				xfsCIMPSNotEmpty(2),

				xfsCIMPSUnknown(3) ,

				xfsCIMPSNotSupported(4),

				xfsCIMPSForeignItems(5).

								::= { xfsCIMStatusEntry 27 }

		

						

						-- 1.3.6.1.4.1.16213.2.13.1.2.1.28

						xfsCIMStatusTransportInputBottom OBJECT-TYPE

								SYNTAX IxfsCIMTransportStatus

								ACCESS read-only

								STATUS mandatory

								DESCRIPTION

										Status of the transport of the Bottom input position.

				xfsCIMTPOK(1),

				xfsCIMTPInop(2),

				xfsCIMTPUnknown(3),

				xfsCIMTPNotSupported(4).

								::= { xfsCIMStatusEntry 28 }

		

						

						-- 1.3.6.1.4.1.16213.2.13.1.2.1.29

						xfsCIMStatusTransportItemsInputBottom OBJECT-TYPE

								SYNTAX IxfsCIMTransportItemsStatus

								ACCESS read-only

								STATUS mandatory

								DESCRIPTION

										Status of the items on the transport of the Bottom input position.

				xfsCIMTPStatEmpty(1),

				xfsCIMTPStatNotEmpty(2),

				xfsCIMTPStatNotEmptyCust(3),

				xfsCIMTPStatNotEmptyUnk(4),

				xfsCIMTPStatNotSupported(5).

								::= { xfsCIMStatusEntry 29 }

		

						

						-- 1.3.6.1.4.1.16213.2.13.1.2.1.30

						xfsCIMStatusShutterInputFront OBJECT-TYPE

								SYNTAX IxfsCIMShutterStatus

								ACCESS read-only

								STATUS mandatory

								DESCRIPTION

										Status of the shutter of Front input position.

				xfsCIMShtClosed(1),

				xfsCIMShtOpen(2),

				xfsCIMShtJammed(3), 

				xfsCIMShtUnknown(4),

				xfsCIMShtNotSupported(5).

								::= { xfsCIMStatusEntry 30 }

		

						

						-- 1.3.6.1.4.1.16213.2.13.1.2.1.31

						xfsCIMStatusPositionInputFront OBJECT-TYPE

								SYNTAX IxfsCIMPositionStatus

								ACCESS read-only

								STATUS mandatory

								DESCRIPTION

										Status of the cash tray of the Front input position.

				xfsCIMPSEmpty(1),

				xfsCIMPSNotEmpty(2),

				xfsCIMPSUnknown(3) ,

				xfsCIMPSNotSupported(4),

				xfsCIMPSForeignItems(5).

								::= { xfsCIMStatusEntry 31 }

		

						

						-- 1.3.6.1.4.1.16213.2.13.1.2.1.32

						xfsCIMStatusTransportInputFront OBJECT-TYPE

								SYNTAX IxfsCIMTransportStatus

								ACCESS read-only

								STATUS mandatory

								DESCRIPTION

										Status of the transport of the Front input position.

				xfsCIMTPOK(1),

				xfsCIMTPInop(2),

				xfsCIMTPUnknown(3),

				xfsCIMTPNotSupported(4).

								::= { xfsCIMStatusEntry 32 }

		

						

						-- 1.3.6.1.4.1.16213.2.13.1.2.1.33

						xfsCIMStatusTransportItemsInputFront OBJECT-TYPE

								SYNTAX IxfsCIMTransportItemsStatus

								ACCESS read-only

								STATUS mandatory

								DESCRIPTION

										Status of the items on the transport of the front input position.

				xfsCIMTPStatEmpty(1),

				xfsCIMTPStatNotEmpty(2),

				xfsCIMTPStatNotEmptyCust(3),

				xfsCIMTPStatNotEmptyUnk(4),

				xfsCIMTPStatNotSupported(5).

								::= { xfsCIMStatusEntry 33 }

		

						

						-- 1.3.6.1.4.1.16213.2.13.1.2.1.34

						xfsCIMStatusShutterInputRear OBJECT-TYPE

								SYNTAX IxfsCIMShutterStatus

								ACCESS read-only

								STATUS mandatory

								DESCRIPTION

										Status of the shutter of Rear input position.

				xfsCIMShtClosed(1),

				xfsCIMShtOpen(2),

				xfsCIMShtJammed(3), 

				xfsCIMShtUnknown(4),

				xfsCIMShtNotSupported(5).

								::= { xfsCIMStatusEntry 34 }

		

						

						-- 1.3.6.1.4.1.16213.2.13.1.2.1.35

						xfsCIMStatusPositionInputRear OBJECT-TYPE

								SYNTAX IxfsCIMPositionStatus

								ACCESS read-only

								STATUS mandatory

								DESCRIPTION

										Status of the cash tray of the Rear input position.

				xfsCIMPSEmpty(1),

				xfsCIMPSNotEmpty(2),

				xfsCIMPSUnknown(3), ,

				xfsCIMPSNotSupported(4),

				xfsCIMPSForeignItems(5).

								::= { xfsCIMStatusEntry 35 }

		

						

						-- 1.3.6.1.4.1.16213.2.13.1.2.1.36

						xfsCIMStatusTransportInputRear OBJECT-TYPE

								SYNTAX IxfsCIMTransportStatus

								ACCESS read-only

								STATUS mandatory

								DESCRIPTION

										Status of the transport of the Rear input position.

				xfsCIMTPOK(1),

				xfsCIMTPInop(2),

				xfsCIMTPUnknown(3),

				xfsCIMTPNotSupported(4).

								::= { xfsCIMStatusEntry 36 }

		

						

						-- 1.3.6.1.4.1.16213.2.13.1.2.1.37

						xfsCIMStatusTransportItemsInputRear OBJECT-TYPE

								SYNTAX IxfsCIMTransportItemsStatus

								ACCESS read-only

								STATUS mandatory

								DESCRIPTION

										Status of the items on the transport of the rear input position.

				xfsCIMTPStatEmpty(1),

				xfsCIMTPStatNotEmpty(2),

				xfsCIMTPStatNotEmptyCust(3),

				xfsCIMTPStatNotEmptyUnk(4),

				xfsCIMTPStatNotSupported(5).

								::= { xfsCIMStatusEntry 37 }

		

						

						-- 1.3.6.1.4.1.16213.2.13.1.2.1.38

						xfsCIMStatusShutterOutputCenter OBJECT-TYPE

								SYNTAX IxfsCIMShutterStatus

								ACCESS read-only

								STATUS mandatory

								DESCRIPTION

										Status of the shutter of center Output position.

				xfsCIMShtClosed(1),

				xfsCIMShtOpen(2),

				xfsCIMShtJammed(3), 

				xfsCIMShtUnknown(4),

				xfsCIMShtNotSupported(5).

								::= { xfsCIMStatusEntry 38 }

		

						

						-- 1.3.6.1.4.1.16213.2.13.1.2.1.39

						xfsCIMStatusPositionOutputCenter OBJECT-TYPE

								SYNTAX IxfsCIMPositionStatus

								ACCESS read-only

								STATUS mandatory

								DESCRIPTION

										Status of the cash tray of the center Output position.

				xfsCIMPSEmpty(1),

				xfsCIMPSNotEmpty(2),

				xfsCIMPSUnknown(3) ,

				xfsCIMPSNotSupported(4),

				xfsCIMPSForeignItems(5).

								::= { xfsCIMStatusEntry 39 }

		

						

						-- 1.3.6.1.4.1.16213.2.13.1.2.1.40

						xfsCIMStatusTransportOutputCenter OBJECT-TYPE

								SYNTAX IxfsCIMTransportStatus

								ACCESS read-only

								STATUS mandatory

								DESCRIPTION

										Status of the transport of the center Output position.

				xfsCIMTPOK(1),

				xfsCIMTPInop(2),

				xfsCIMTPUnknown(3),

				xfsCIMTPNotSupported(4).

								::= { xfsCIMStatusEntry 40 }

		

						

						-- 1.3.6.1.4.1.16213.2.13.1.2.1.41

						xfsCIMStatusTransportItemsOutputCenter OBJECT-TYPE

								SYNTAX IxfsCIMTransportItemsStatus

								ACCESS read-only

								STATUS mandatory

								DESCRIPTION

										Status of the items on the transport of the center Output position.

				xfsCIMTPStatEmpty(1),

				xfsCIMTPStatNotEmpty(2),

				xfsCIMTPStatNotEmptyCust(3),

				xfsCIMTPStatNotEmptyUnk(4),

				xfsCIMTPStatNotSupported(5).

								::= { xfsCIMStatusEntry 41 }

		

						

						-- 1.3.6.1.4.1.16213.2.13.1.2.1.42

						xfsCIMStatusShutterOutputLeft OBJECT-TYPE

								SYNTAX IxfsCIMShutterStatus

								ACCESS read-only

								STATUS mandatory

								DESCRIPTION

										Status of the shutter of left Output position.

				xfsCIMShtClosed(1),

				xfsCIMShtOpen(2),

				xfsCIMShtJammed(3), 

				xfsCIMShtUnknown(4),

				xfsCIMShtNotSupported(5).

								::= { xfsCIMStatusEntry 42 }

		

						

						-- 1.3.6.1.4.1.16213.2.13.1.2.1.43

						xfsCIMStatusPositionOutputLeft OBJECT-TYPE

								SYNTAX IxfsCIMPositionStatus

								ACCESS read-only

								STATUS mandatory

								DESCRIPTION

										Status of the cash tray of the Left Output position.

				xfsCIMPSEmpty(1),

				xfsCIMPSNotEmpty(2),

				xfsCIMPSUnknown(3) ,

				xfsCIMPSNotSupported(4),

				xfsCIMPSForeignItems(5).

								::= { xfsCIMStatusEntry 43 }

		

						

						-- 1.3.6.1.4.1.16213.2.13.1.2.1.44

						xfsCIMStatusTransportOutputLeft OBJECT-TYPE

								SYNTAX IxfsCIMTransportStatus

								ACCESS read-only

								STATUS mandatory

								DESCRIPTION

										Status of the transport of the Left Output position.

				xfsCIMTPOK(1),

				xfsCIMTPInop(2),

				xfsCIMTPUnknown(3),

				xfsCIMTPNotSupported(4).

								::= { xfsCIMStatusEntry 44 }

		

						

						-- 1.3.6.1.4.1.16213.2.13.1.2.1.45

						xfsCIMStatusTransportItemsOutputLeft OBJECT-TYPE

								SYNTAX IxfsCIMTransportItemsStatus

								ACCESS read-only

								STATUS mandatory

								DESCRIPTION

										Status of the items on the transport of the Left Output position.

				xfsCIMTPStatEmpty(1),

				xfsCIMTPStatNotEmpty(2),

				xfsCIMTPStatNotEmptyCust(3),

				xfsCIMTPStatNotEmptyUnk(4),

				xfsCIMTPStatNotSupported(5).

								::= { xfsCIMStatusEntry 45 }

		

						

						-- 1.3.6.1.4.1.16213.2.13.1.2.1.46

						xfsCIMStatusShutterOutputRight OBJECT-TYPE

								SYNTAX IxfsCIMShutterStatus

								ACCESS read-only

								STATUS mandatory

								DESCRIPTION

										Status of the shutter of Right Output position.

				xfsCIMShtClosed(1),

				xfsCIMShtOpen(2),

				xfsCIMShtJammed(3), 

				xfsCIMShtUnknown(4),

				xfsCIMShtNotSupported(5).

								::= { xfsCIMStatusEntry 46 }

		

						

						-- 1.3.6.1.4.1.16213.2.13.1.2.1.47

						xfsCIMStatusPositionOutputRight OBJECT-TYPE

								SYNTAX IxfsCIMPositionStatus

								ACCESS read-only

								STATUS mandatory

								DESCRIPTION

										Status of the cash tray of the Right Output position.

				xfsCIMPSEmpty(1),

				xfsCIMPSNotEmpty(2),

				xfsCIMPSUnknown(3) ,

				xfsCIMPSNotSupported(4),

				xfsCIMPSForeignItems(5).

								::= { xfsCIMStatusEntry 47 }

		

						

						-- 1.3.6.1.4.1.16213.2.13.1.2.1.48

						xfsCIMStatusTransportOutputRight OBJECT-TYPE

								SYNTAX IxfsCIMTransportStatus

								ACCESS read-only

								STATUS mandatory

								DESCRIPTION

										Status of the transport of the Right Output position.

				xfsCIMTPOK(1),

				xfsCIMTPInop(2),

				xfsCIMTPUnknown(3),

				xfsCIMTPNotSupported(4).

								::= { xfsCIMStatusEntry 48 }

		

						

						-- 1.3.6.1.4.1.16213.2.13.1.2.1.49

						xfsCIMStatusTransportItemsOutputRight OBJECT-TYPE

								SYNTAX IxfsCIMTransportItemsStatus

								ACCESS read-only

								STATUS mandatory

								DESCRIPTION

										Status of the items on the transport of the Right Output position.

				xfsCIMTPStatEmpty(1),

				xfsCIMTPStatNotEmpty(2),

				xfsCIMTPStatNotEmptyCust(3),

				xfsCIMTPStatNotEmptyUnk(4),

				xfsCIMTPStatNotSupported(5).

								::= { xfsCIMStatusEntry 49 }

		

						

						-- 1.3.6.1.4.1.16213.2.13.1.2.1.50

						xfsCIMStatusShutterOutputTop OBJECT-TYPE

								SYNTAX IxfsCIMShutterStatus

								ACCESS read-only

								STATUS mandatory

								DESCRIPTION

										Status of the shutter of top Output position.

				xfsCIMShtClosed(1),

				xfsCIMShtOpen(2),

				xfsCIMShtJammed(3), 

				xfsCIMShtUnknown(4),

				xfsCIMShtNotSupported(5).

								::= { xfsCIMStatusEntry 50 }

		

						

						-- 1.3.6.1.4.1.16213.2.13.1.2.1.51

						xfsCIMStatusPositionOutputTop OBJECT-TYPE

								SYNTAX IxfsCIMPositionStatus

								ACCESS read-only

								STATUS mandatory

								DESCRIPTION

										Status of the cash tray of the top Output position.

				xfsCIMPSEmpty(1),

				xfsCIMPSNotEmpty(2),

				xfsCIMPSUnknown(3) ,

				xfsCIMPSNotSupported(4),

				xfsCIMPSForeignItems(5).

								::= { xfsCIMStatusEntry 51 }

		

						

						-- 1.3.6.1.4.1.16213.2.13.1.2.1.52

						xfsCIMStatusTransportOutputTop OBJECT-TYPE

								SYNTAX IxfsCIMTransportStatus

								ACCESS read-only

								STATUS mandatory

								DESCRIPTION

										Status of the transport of the top Output position.

				xfsCIMTPOK(1),

				xfsCIMTPInop(2),

				xfsCIMTPUnknown(3),

				xfsCIMTPNotSupported(4).

								::= { xfsCIMStatusEntry 52 }

		

						

						-- 1.3.6.1.4.1.16213.2.13.1.2.1.53

						xfsCIMStatusTransportItemsOutputTop OBJECT-TYPE

								SYNTAX IxfsCIMTransportItemsStatus

								ACCESS read-only

								STATUS mandatory

								DESCRIPTION

										Status of the items on the transport of the top Output position.

				xfsCIMTPStatEmpty(1),

				xfsCIMTPStatNotEmpty(2),

				xfsCIMTPStatNotEmptyCust(3),

				xfsCIMTPStatNotEmptyUnk(4),

				xfsCIMTPStatNotSupported(5).

								::= { xfsCIMStatusEntry 53 }

		

						

						-- 1.3.6.1.4.1.16213.2.13.1.2.1.54

						xfsCIMStatusShutterOutputBottom OBJECT-TYPE

								SYNTAX IxfsCIMShutterStatus

								ACCESS read-only

								STATUS mandatory

								DESCRIPTION

										Status of the shutter of Bottom Output position.

				xfsCIMShtClosed(1),

				xfsCIMShtOpen(2),

				xfsCIMShtJammed(3), 

				xfsCIMShtUnknown(4),

				xfsCIMShtNotSupported(5).

								::= { xfsCIMStatusEntry 54 }

		

						

						-- 1.3.6.1.4.1.16213.2.13.1.2.1.55

						xfsCIMStatusPositionOutputBottom OBJECT-TYPE

								SYNTAX IxfsCIMPositionStatus

								ACCESS read-only

								STATUS mandatory

								DESCRIPTION

										Status of the cash tray of the Bottom Output position.

				xfsCIMPSEmpty(1),

				xfsCIMPSNotEmpty(2),

				xfsCIMPSUnknown(3),

				xfsCIMPSNotSupported(4),

				xfsCIMPSForeignItems(5).

								::= { xfsCIMStatusEntry 55 }

		

						

						-- 1.3.6.1.4.1.16213.2.13.1.2.1.56

						xfsCIMStatusTransportOutputBottom OBJECT-TYPE

								SYNTAX IxfsCIMTransportStatus

								ACCESS read-only

								STATUS mandatory

								DESCRIPTION

										Status of the transport of the Bottom Output position.

				xfsCIMTPOK(1),

				xfsCIMTPInop(2),

				xfsCIMTPUnknown(3),

				xfsCIMTPNotSupported(4).

								::= { xfsCIMStatusEntry 56 }

		

						

						-- 1.3.6.1.4.1.16213.2.13.1.2.1.57

						xfsCIMStatusTransportItemsOutputBottom OBJECT-TYPE

								SYNTAX IxfsCIMTransportItemsStatus

								ACCESS read-only

								STATUS mandatory

								DESCRIPTION

										Status of the items on the transport of the Bottom Output position.

				xfsCIMTPStatEmpty(1),

				xfsCIMTPStatNotEmpty(2),

				xfsCIMTPStatNotEmptyCust(3),

				xfsCIMTPStatNotEmptyUnk(4),

				xfsCIMTPStatNotSupported(5).

								::= { xfsCIMStatusEntry 57 }

		

						

						-- 1.3.6.1.4.1.16213.2.13.1.2.1.58

						xfsCIMStatusShutterOutputFront OBJECT-TYPE

								SYNTAX IxfsCIMShutterStatus

								ACCESS read-only

								STATUS mandatory

								DESCRIPTION

										Status of the shutter of Front Output position.

				xfsCIMShtClosed(1),

				xfsCIMShtOpen(2),

				xfsCIMShtJammed(3), 

				xfsCIMShtUnknown(4),

				xfsCIMShtNotSupported(5).

								::= { xfsCIMStatusEntry 58 }

		

						

						-- 1.3.6.1.4.1.16213.2.13.1.2.1.59

						xfsCIMStatusPositionOutputFront OBJECT-TYPE

								SYNTAX IxfsCIMPositionStatus

								ACCESS read-only

								STATUS mandatory

								DESCRIPTION

										Status of the cash tray of the Front Output position.

				xfsCIMPSEmpty(1),

				xfsCIMPSNotEmpty(2),

				xfsCIMPSUnknown(3) ,

				xfsCIMPSNotSupported(4),

				xfsCIMPSForeignItems(5).

								::= { xfsCIMStatusEntry 59 }

		

						

						-- 1.3.6.1.4.1.16213.2.13.1.2.1.60

						xfsCIMStatusTransportOutputFront OBJECT-TYPE

								SYNTAX IxfsCIMTransportStatus

								ACCESS read-only

								STATUS mandatory

								DESCRIPTION

										Status of the transport of the Front Output position.

				xfsCIMTPOK(1),

				xfsCIMTPInop(2),

				xfsCIMTPUnknown(3),

				xfsCIMTPNotSupported(4).

								::= { xfsCIMStatusEntry 60 }

		

						

						-- 1.3.6.1.4.1.16213.2.13.1.2.1.61

						xfsCIMStatusTransportItemsOutputFront OBJECT-TYPE

								SYNTAX IxfsCIMTransportItemsStatus

								ACCESS read-only

								STATUS mandatory

								DESCRIPTION

										Status of the items on the transport of the front Output position.

				xfsCIMTPStatEmpty(1),

				xfsCIMTPStatNotEmpty(2),

				xfsCIMTPStatNotEmptyCust(3),

				xfsCIMTPStatNotEmptyUnk(4),

				xfsCIMTPStatNotSupported(5).

								::= { xfsCIMStatusEntry 61 }

		

						

						-- 1.3.6.1.4.1.16213.2.13.1.2.1.62

						xfsCIMStatusShutterOutputRear OBJECT-TYPE

								SYNTAX IxfsCIMShutterStatus

								ACCESS read-only

								STATUS mandatory

								DESCRIPTION

										Status of the shutter of Rear Output position.

				xfsCIMShtClosed(1),

				xfsCIMShtOpen(2),

				xfsCIMShtJammed(3), 

				xfsCIMShtUnknown(4),

				xfsCIMShtNotSupported(5).

								::= { xfsCIMStatusEntry 62 }

		

						

						-- 1.3.6.1.4.1.16213.2.13.1.2.1.63

						xfsCIMStatusPositionOutputRear OBJECT-TYPE

								SYNTAX IxfsCIMPositionStatus

								ACCESS read-only

								STATUS mandatory

								DESCRIPTION

										Status of the cash tray of the Rear Output position.

				xfsCIMPSEmpty(1),

				xfsCIMPSNotEmpty(2),

				xfsCIMPSUnknown(3) ,

				xfsCIMPSNotSupported(4),

				xfsCIMPSForeignItems(5).

								::= { xfsCIMStatusEntry 63 }

		

						

						-- 1.3.6.1.4.1.16213.2.13.1.2.1.64

						xfsCIMStatusTransportOutputRear OBJECT-TYPE

								SYNTAX IxfsCIMTransportStatus

								ACCESS read-only

								STATUS mandatory

								DESCRIPTION

										Status of the transport of the Rear Output position.

				xfsCIMTPOK(1),

				xfsCIMTPInop(2),

				xfsCIMTPUnknown(3),

				xfsCIMTPNotSupported(4).

								::= { xfsCIMStatusEntry 64 }

		

						

						-- 1.3.6.1.4.1.16213.2.13.1.2.1.65

						xfsCIMStatusTransportItemsOutputRear OBJECT-TYPE

								SYNTAX IxfsCIMTransportItemsStatus

								ACCESS read-only

								STATUS mandatory

								DESCRIPTION

										Status of the items on the transport of the rear Output position.

				xfsCIMTPStatEmpty(1),

				xfsCIMTPStatNotEmpty(2),

				xfsCIMTPStatNotEmptyCust(3),

				xfsCIMTPStatNotEmptyUnk(4),

				xfsCIMTPStatNotSupported(5).

								::= { xfsCIMStatusEntry 65 }

		

						

						-- 1.3.6.1.4.1.16213.2.13.1.2.1.66

						xfsCIMStatusGuidancePosInputLeft OBJECT-TYPE

								SYNTAX INTEGER

								ACCESS read-only

								STATUS mandatory

								DESCRIPTION

										Contains the state of the guidance at left input position.

								::= { xfsCIMStatusEntry 66 }

		

						

						-- 1.3.6.1.4.1.16213.2.13.1.2.1.67

						xfsCIMStatusGuidancePosInputRight OBJECT-TYPE

								SYNTAX INTEGER

								ACCESS read-only

								STATUS mandatory

								DESCRIPTION

										Contains the state of the guidance at right input position.

								::= { xfsCIMStatusEntry 67 }

		

						

						-- 1.3.6.1.4.1.16213.2.13.1.2.1.68

						xfsCIMStatusGuidancePosInputCenter OBJECT-TYPE

								SYNTAX INTEGER

								ACCESS read-only

								STATUS mandatory

								DESCRIPTION

										Contains the state of the guidance at center input position.

								::= { xfsCIMStatusEntry 68 }

		

						

						-- 1.3.6.1.4.1.16213.2.13.1.2.1.69

						xfsCIMStatusGuidancePosInputTop OBJECT-TYPE

								SYNTAX INTEGER

								ACCESS read-only

								STATUS mandatory

								DESCRIPTION

										Contains the state of the guidance at top input position.

								::= { xfsCIMStatusEntry 69 }

		

						

						-- 1.3.6.1.4.1.16213.2.13.1.2.1.70

						xfsCIMStatusGuidancePosInputBottom OBJECT-TYPE

								SYNTAX INTEGER

								ACCESS read-only

								STATUS mandatory

								DESCRIPTION

										Contains the state of the guidance at bottom input position.

								::= { xfsCIMStatusEntry 70 }

		

						

						-- 1.3.6.1.4.1.16213.2.13.1.2.1.71

						xfsCIMStatusGuidancePosInputFront OBJECT-TYPE

								SYNTAX INTEGER

								ACCESS read-only

								STATUS mandatory

								DESCRIPTION

										Contains the state of the guidance at front input position.

								::= { xfsCIMStatusEntry 71 }

		

						

						-- 1.3.6.1.4.1.16213.2.13.1.2.1.72

						xfsCIMStatusGuidancePosInputRear OBJECT-TYPE

								SYNTAX INTEGER

								ACCESS read-only

								STATUS mandatory

								DESCRIPTION

										Contains the state of the guidance at front input position.

								::= { xfsCIMStatusEntry 72 }

		

						

						-- 1.3.6.1.4.1.16213.2.13.1.2.1.73

						xfsCIMStatusGuidancePosOutputLeft OBJECT-TYPE

								SYNTAX INTEGER

								ACCESS read-only

								STATUS mandatory

								DESCRIPTION

										Contains the state of the guidance at left output position.

								::= { xfsCIMStatusEntry 73 }

		

						

						-- 1.3.6.1.4.1.16213.2.13.1.2.1.74

						xfsCIMStatusGuidancePosOutputRight OBJECT-TYPE

								SYNTAX INTEGER

								ACCESS read-only

								STATUS mandatory

								DESCRIPTION

										Contains the state of the guidance at right output position.

								::= { xfsCIMStatusEntry 74 }

		

						

						-- 1.3.6.1.4.1.16213.2.13.1.2.1.75

						xfsCIMStatusGuidancePosOutputCenter OBJECT-TYPE

								SYNTAX INTEGER

								ACCESS read-only

								STATUS mandatory

								DESCRIPTION

										Contains the state of the guidance at center output position.

								::= { xfsCIMStatusEntry 75 }

		

						

						-- 1.3.6.1.4.1.16213.2.13.1.2.1.76

						xfsCIMStatusGuidancePosOutputTop OBJECT-TYPE

								SYNTAX INTEGER

								ACCESS read-only

								STATUS mandatory

								DESCRIPTION

										Contains the state of the guidance at top output position.

								::= { xfsCIMStatusEntry 76 }

		

						

						-- 1.3.6.1.4.1.16213.2.13.1.2.1.77

						xfsCIMStatusGuidancePosOutputBottom OBJECT-TYPE

								SYNTAX INTEGER

								ACCESS read-only

								STATUS mandatory

								DESCRIPTION

										Contains the state of the guidance at bottom output position.

								::= { xfsCIMStatusEntry 77 }

		

						

						-- 1.3.6.1.4.1.16213.2.13.1.2.1.78

						xfsCIMStatusGuidancePosOutputFront OBJECT-TYPE

								SYNTAX INTEGER

								ACCESS read-only

								STATUS mandatory

								DESCRIPTION

										Contains the state of the guidance at front output position.

								::= { xfsCIMStatusEntry 78 }

		

						

						-- 1.3.6.1.4.1.16213.2.13.1.2.1.79

						xfsCIMStatusGuidancePosOutputRear OBJECT-TYPE

								SYNTAX INTEGER

								ACCESS read-only

								STATUS mandatory

								DESCRIPTION

										Contains the state of the guidance at rear output position.

								::= { xfsCIMStatusEntry 79 }

		

						

						-- 1.3.6.1.4.1.16213.2.13.1.2.1.80

						xfsCIMStatusDevicePosition OBJECT-TYPE

								SYNTAX IxfsCIMDevicePositionStatus

								ACCESS read-only

								STATUS mandatory

								DESCRIPTION

										Specifies the device position.

				xfsCIMDeviceInPosition(1),

				xfsCIMDeviceNotInPosition(2),

				xfsCIMDevicePosUnknown(3),

				xfsCIMDevicePosNotSupported(4).

								::= { xfsCIMStatusEntry 80 }

		

						

		-- IxfsCIMStatusPowerSaveRecoveryTime

						-- 1.3.6.1.4.1.16213.2.13.1.2.1.81

						xfsCIMStatusPowerSaveRecoveryTime OBJECT-TYPE

								SYNTAX INTEGER

								ACCESS read-only

								STATUS mandatory

								DESCRIPTION

										Specifies the actual number of seconds required by the device to resume its normal operational state from the current power saving mode. This value is zero if either the power saving mode has not been activated or no power save control is supported.

								::= { xfsCIMStatusEntry 81 }

		

						

						-- 1.3.6.1.4.1.16213.2.13.1.2.1.100

						xfsCIMStatusExtraStatus OBJECT-TYPE

								SYNTAX OCTET STRING

								ACCESS read-only

								STATUS mandatory

								DESCRIPTION

										Vendor dependent additional device status information.

								::= { xfsCIMStatusEntry 100 }

		

						

		-- ***********************************************************************		

		-- CIM Sub Device Status Table                    

		--             

		-- The ASN.1 prefix for Version 1 of CIM is: 1.3.6.1.4.1.16213.2.13.1.3

		-- ***********************************************************************

						-- 1.3.6.1.4.1.16213.2.13.1.3

						xfsCIMSubDeviceTable OBJECT-TYPE

								SYNTAX SEQUENCE OF XfsCIMSubDeviceEntry

								ACCESS not-accessible

								STATUS mandatory

								DESCRIPTION

										Define the set of MIB Variables for the CIM status table.

								::= { xfsCIMV1 3 }

		

						

						-- 1.3.6.1.4.1.16213.2.13.1.3.1

						xfsCIMSubDeviceEntry OBJECT-TYPE

								SYNTAX XfsCIMSubDeviceEntry

								ACCESS not-accessible

								STATUS mandatory

								DESCRIPTION

										CIM Sub-Device Status Table Entry.

								INDEX { xfsCIMSubDeviceManagedServiceName, xfsCIMSubDeviceIndex }

								::= { xfsCIMSubDeviceTable 1 }

		

						

						XfsCIMSubDeviceEntry ::=

								SEQUENCE { 

										xfsCIMSubDeviceManagedServiceName

												DisplayString,

										xfsCIMSubDeviceIndex

												INTEGER,

										xfsCIMSubDeviceCUType

												IxfsCIMCUType,

										xfsCIMSubDeviceCUItemType

												INTEGER,

										xfsCIMSubDeviceCULUnitID

												OCTET STRING,

										xfsCIMSubDeviceCUCurrencyID

												OCTET STRING,

										xfsCIMSubDeviceCUValues

												INTEGER,

										xfsCIMSubDeviceCUCashInCount

												INTEGER,

										xfsCIMSubDeviceCULCount

												INTEGER,

										xfsCIMSubDeviceCULMaximum

												INTEGER,

										xfsCIMSubDeviceCULogicalStatus

												IxfsCIMCUStatus,

										xfsCIMSubDeviceCUAppLock

												TruthValue,

										xfsCIMSubDeviceCUPhysicalPositionName

												DisplayString,

										xfsCIMSubDeviceCUPUnitID

												OCTET STRING,

										xfsCIMSubDeviceCUPCashInCount

												INTEGER,

										xfsCIMSubDeviceCUPCount

												INTEGER,

										xfsCIMSubDeviceCUPMaximum

												INTEGER,

										xfsCIMSubDeviceCUPhysicalStatus

												IxfsCIMCUStatus,

										xfsCIMSubDeviceCUPHardwareSensors

												TruthValue,

										xfsCIMSubDeviceCUExponent

												INTEGER,

										xfsCIMSubDeviceCUPInitialCount

												INTEGER,

										xfsCIMSubDeviceCUPDispensedCount

												INTEGER,

										xfsCIMSubDeviceCUPPresentedCount

												INTEGER,

										xfsCIMSubDeviceCUPRetractedCount

												INTEGER,

										xfsCIMSubDeviceCUPRejectCount

												INTEGER,

										xfsCIMSubDeviceCUNoteIDs

												INTEGER,

										xfsCIMSubDeviceCUCDMType

												INTEGER,

										xfsCIMSubDeviceCUName

												INTEGER,

										xfsCIMSubDeviceCULInitialCount

												INTEGER,

										xfsCIMSubDeviceCULDispensedCount

												INTEGER,

										xfsCIMSubDeviceCULPresentedCount

												INTEGER,

										xfsCIMSubDeviceCULRetractedCount

												INTEGER,

										xfsCIMSubDeviceCULRejectCount

												INTEGER,

										xfsCIMSubDeviceCULMinimum

												INTEGER,

										xfsCIMSubDeviceExtraStatus

												OCTET STRING,

										xfsCIMSubDeviceCUPExtra

												OCTET STRING

								 }

		

						-- 1.3.6.1.4.1.16213.2.13.1.3.1.1

						xfsCIMSubDeviceManagedServiceName OBJECT-TYPE

								SYNTAX DisplayString

								ACCESS read-only

								STATUS mandatory

								DESCRIPTION

										Instance identifier of the managed service.

								::= { xfsCIMSubDeviceEntry 1 }

		

						

						-- 1.3.6.1.4.1.16213.2.13.1.3.1.2

						xfsCIMSubDeviceIndex OBJECT-TYPE

								SYNTAX INTEGER (1..65535)

								ACCESS read-only

								STATUS mandatory

								DESCRIPTION

										Index into the array of sub devices supported.

								::= { xfsCIMSubDeviceEntry 2 }

		

						

						-- 1.3.6.1.4.1.16213.2.13.1.3.1.3

						xfsCIMSubDeviceCUType OBJECT-TYPE

								SYNTAX IxfsCIMCUType

								ACCESS read-only

								STATUS mandatory

								DESCRIPTION

										Type of cash unit.

				xfsCIMTypeRecycling (2),

				xfsCIMTypeCashIn(3),

				xfsCIMTypeRepContainer (4),

				xfsCIMTypeRetractCassette (5),

				xfsCIMTypeReject(6),

				xfsCIMTypeCDMSpecific(7).

								::= { xfsCIMSubDeviceEntry 3 }

		

						

						-- 1.3.6.1.4.1.16213.2.13.1.3.1.4

						xfsCIMSubDeviceCUItemType OBJECT-TYPE

								SYNTAX INTEGER

								ACCESS read-only

								STATUS mandatory

								DESCRIPTION

										Type of items the cash unit takes.

				These can be a combination of bits as follows:

				Bit 0 set = All(1),

				Bit 1 set = Unfit(2),

				Bit 2 set = Individual(4),

				Bit 3 set = Level3 notes(8),

				Bit 4 set = Level 2 notes(10).

								::= { xfsCIMSubDeviceEntry 4 }

		

						

						-- 1.3.6.1.4.1.16213.2.13.1.3.1.5

						xfsCIMSubDeviceCULUnitID OBJECT-TYPE

								SYNTAX OCTET STRING

								ACCESS read-only

								STATUS mandatory

								DESCRIPTION

										 The Cash Unit Identifier.

								::= { xfsCIMSubDeviceEntry 5 }

		

						

						-- 1.3.6.1.4.1.16213.2.13.1.3.1.6

						xfsCIMSubDeviceCUCurrencyID OBJECT-TYPE

								SYNTAX OCTET STRING

								ACCESS read-only

								STATUS mandatory

								DESCRIPTION

										 The ISO format Currency ID.

								::= { xfsCIMSubDeviceEntry 6 }

		

						

						-- 1.3.6.1.4.1.16213.2.13.1.3.1.7

						xfsCIMSubDeviceCUValues OBJECT-TYPE

								SYNTAX INTEGER

								ACCESS read-only

								STATUS mandatory

								DESCRIPTION

										 The value of a single item in the cash unit.

								::= { xfsCIMSubDeviceEntry 7 }

		

						

						-- 1.3.6.1.4.1.16213.2.13.1.3.1.8

						xfsCIMSubDeviceCUCashInCount OBJECT-TYPE

								SYNTAX INTEGER

								ACCESS read-only

								STATUS mandatory

								DESCRIPTION

										Count of items which have entered the cash unit.

								::= { xfsCIMSubDeviceEntry 8 }

		

						

						-- 1.3.6.1.4.1.16213.2.13.1.3.1.9

						xfsCIMSubDeviceCULCount OBJECT-TYPE

								SYNTAX INTEGER

								ACCESS read-only

								STATUS mandatory

								DESCRIPTION

										Total number of notes of all types in the cash unit.

								::= { xfsCIMSubDeviceEntry 9 }

		

						

						-- 1.3.6.1.4.1.16213.2.13.1.3.1.10

						xfsCIMSubDeviceCULMaximum OBJECT-TYPE

								SYNTAX INTEGER

								ACCESS read-only

								STATUS mandatory

								DESCRIPTION

										 Maximum number of notes the Cash Unit can contain before generating an XFS threshold event.

								::= { xfsCIMSubDeviceEntry 10 }

		

						

						-- 1.3.6.1.4.1.16213.2.13.1.3.1.11

						xfsCIMSubDeviceCULogicalStatus OBJECT-TYPE

								SYNTAX IxfsCIMCUStatus

								ACCESS read-only

								STATUS mandatory

								DESCRIPTION

										Status of the cash unit.

				xfsCIMStatCUOK(1),

				xfsCIMStatCUFull(2),

				xfsCIMStatCUHigh(3),

				xfsCIMStatCULow(4),

				xfsCIMStatCUEmpty(5),

				xfsCIMStatCUInop(6), 

				xfsCIMStatCUMissing(7),

				xfsCIMStatCUNoval(8),

				xfsCIMStatCUNoref(9),

				xfsCIMStatCUManip(10).

								::= { xfsCIMSubDeviceEntry 11 }

		

						

						-- 1.3.6.1.4.1.16213.2.13.1.3.1.12

						xfsCIMSubDeviceCUAppLock OBJECT-TYPE

								SYNTAX TruthValue

								ACCESS read-only

								STATUS mandatory

								DESCRIPTION

										Specifies if the application has locked the Cash Unit.

								::= { xfsCIMSubDeviceEntry 12 }

		

						

						-- 1.3.6.1.4.1.16213.2.13.1.3.1.13

						xfsCIMSubDeviceCUPhysicalPositionName OBJECT-TYPE

								SYNTAX DisplayString

								ACCESS read-only

								STATUS mandatory

								DESCRIPTION

										 A name identifiying the physical location of the cash unit within the CIM.

								::= { xfsCIMSubDeviceEntry 13 }

		

						

						-- 1.3.6.1.4.1.16213.2.13.1.3.1.14

						xfsCIMSubDeviceCUPUnitID OBJECT-TYPE

								SYNTAX OCTET STRING

								ACCESS read-only

								STATUS mandatory

								DESCRIPTION

										 A string uniquely identifying the physical cash unit.

								::= { xfsCIMSubDeviceEntry 14 }

		

						

						-- 1.3.6.1.4.1.16213.2.13.1.3.1.15

						xfsCIMSubDeviceCUPCashInCount OBJECT-TYPE

								SYNTAX INTEGER

								ACCESS read-only

								STATUS mandatory

								DESCRIPTION

										 Count of items that have entered the cash in unit.

								::= { xfsCIMSubDeviceEntry 15 }

		

						

						-- 1.3.6.1.4.1.16213.2.13.1.3.1.16

						xfsCIMSubDeviceCUPCount OBJECT-TYPE

								SYNTAX INTEGER

								ACCESS read-only

								STATUS mandatory

								DESCRIPTION

										 Actual count of items in the physical cash unit.

								::= { xfsCIMSubDeviceEntry 16 }

		

						

						-- 1.3.6.1.4.1.16213.2.13.1.3.1.17

						xfsCIMSubDeviceCUPMaximum OBJECT-TYPE

								SYNTAX INTEGER

								ACCESS read-only

								STATUS mandatory

								DESCRIPTION

										 Maximum count of items in the physical cash unit.

								::= { xfsCIMSubDeviceEntry 17 }

		

						

						-- 1.3.6.1.4.1.16213.2.13.1.3.1.18

						xfsCIMSubDeviceCUPhysicalStatus OBJECT-TYPE

								SYNTAX IxfsCIMCUStatus

								ACCESS read-only

								STATUS mandatory

								DESCRIPTION

										 Supplies the status of the physical cash unit.

								::= { xfsCIMSubDeviceEntry 18 }

		

						

						-- 1.3.6.1.4.1.16213.2.13.1.3.1.19

						xfsCIMSubDeviceCUPHardwareSensors OBJECT-TYPE

								SYNTAX TruthValue

								ACCESS read-only

								STATUS mandatory

								DESCRIPTION

										 Specifies whether or not threshold events can be generated based on hardware sensors in the device.

								::= { xfsCIMSubDeviceEntry 19 }

		

						

						-- 1.3.6.1.4.1.16213.2.13.1.3.1.20

						xfsCIMSubDeviceCUExponent OBJECT-TYPE

								SYNTAX INTEGER

								ACCESS read-only

								STATUS mandatory

								DESCRIPTION

										The XFS currency exponent.

								::= { xfsCIMSubDeviceEntry 20 }

		

						

						-- 1.3.6.1.4.1.16213.2.13.1.3.1.21

						xfsCIMSubDeviceCUPInitialCount OBJECT-TYPE

								SYNTAX INTEGER

								ACCESS read-only

								STATUS mandatory

								DESCRIPTION

										Initial number of items contained in the physical cash unit.

								::= { xfsCIMSubDeviceEntry 21 }

		

						

						-- 1.3.6.1.4.1.16213.2.13.1.3.1.22

						xfsCIMSubDeviceCUPDispensedCount OBJECT-TYPE

								SYNTAX INTEGER

								ACCESS read-only

								STATUS mandatory

								DESCRIPTION

										The number of items dispensed from this physical cash unit.

								::= { xfsCIMSubDeviceEntry 22 }

		

						

						-- 1.3.6.1.4.1.16213.2.13.1.3.1.23

						xfsCIMSubDeviceCUPPresentedCount OBJECT-TYPE

								SYNTAX INTEGER

								ACCESS read-only

								STATUS mandatory

								DESCRIPTION

										The number of items from this physical cash unit that have been presented to the customer.

								::= { xfsCIMSubDeviceEntry 23 }

		

						

						-- 1.3.6.1.4.1.16213.2.13.1.3.1.24

						xfsCIMSubDeviceCUPRetractedCount OBJECT-TYPE

								SYNTAX INTEGER

								ACCESS read-only

								STATUS mandatory

								DESCRIPTION

										The number of items that have been retracted into this physical cash unit.

								::= { xfsCIMSubDeviceEntry 24 }

		

						

						-- 1.3.6.1.4.1.16213.2.13.1.3.1.25

						xfsCIMSubDeviceCUPRejectCount OBJECT-TYPE

								SYNTAX INTEGER

								ACCESS read-only

								STATUS mandatory

								DESCRIPTION

										The number of items from this physical cash unit which are in the reject bin.

								::= { xfsCIMSubDeviceEntry 25 }

		

						

						-- 1.3.6.1.4.1.16213.2.13.1.3.1.26

						xfsCIMSubDeviceCUNoteIDs OBJECT-TYPE

								SYNTAX INTEGER

								ACCESS read-only

								STATUS mandatory

								DESCRIPTION

										This holds the list of note IDs of the banknotes the cash-in cash unit or recycle unit can take. It is an OCTET STRING with each note ID separated by a NULL terminator, while the field itself is terminated by a double NULL terminator. For example, for a cash unit which can take n number of note IDs, this value will be as follows where <null> is null terminator:

				NoteID1<null>NoteID2<null>……NoteIDn<null><null>

				This field only applies to WFS_CIM_CITYPINDIVIDUAL cassette types. If there are no note IDs defined for the cassette or the cassette is not defined as WFS_CIM_CITYPINDIVIDUAL then the value is as follows where <null> is null terminator:

				<null><null>

								::= { xfsCIMSubDeviceEntry 26 }

		

						

						-- 1.3.6.1.4.1.16213.2.13.1.3.1.27

						xfsCIMSubDeviceCUCDMType OBJECT-TYPE

								SYNTAX INTEGER

								ACCESS read-only

								STATUS mandatory

								DESCRIPTION

										The type of cash unit reported for the corresponding cash unit on the CDM interface. It is a numeric type field. See the CDM MIB specification for details.  For CIM only cash units this value is zero.

								::= { xfsCIMSubDeviceEntry 27 }

		

						

						-- 1.3.6.1.4.1.16213.2.13.1.3.1.28

						xfsCIMSubDeviceCUName OBJECT-TYPE

								SYNTAX INTEGER

								ACCESS read-only

								STATUS mandatory

								DESCRIPTION

										An application defined name to help identify the content of the cash unit.

								::= { xfsCIMSubDeviceEntry 28 }

		

						

						-- 1.3.6.1.4.1.16213.2.13.1.3.1.29

						xfsCIMSubDeviceCULInitialCount OBJECT-TYPE

								SYNTAX INTEGER

								ACCESS read-only

								STATUS mandatory

								DESCRIPTION

										Initial number of items contained in the logical cash unit. It is a numeric type field.

								::= { xfsCIMSubDeviceEntry 29 }

		

						

						-- 1.3.6.1.4.1.16213.2.13.1.3.1.30

						xfsCIMSubDeviceCULDispensedCount OBJECT-TYPE

								SYNTAX INTEGER

								ACCESS read-only

								STATUS mandatory

								DESCRIPTION

										The number of items dispensed from all the physical cash units associated with this logical cash unit.

								::= { xfsCIMSubDeviceEntry 30 }

		

						

						-- 1.3.6.1.4.1.16213.2.13.1.3.1.31

						xfsCIMSubDeviceCULPresentedCount OBJECT-TYPE

								SYNTAX INTEGER

								ACCESS read-only

								STATUS mandatory

								DESCRIPTION

										The number of items from all the physical cash units associated with this logical cash unit that have been presented to the customer.

								::= { xfsCIMSubDeviceEntry 31 }

		

						

						-- 1.3.6.1.4.1.16213.2.13.1.3.1.32

						xfsCIMSubDeviceCULRetractedCount OBJECT-TYPE

								SYNTAX INTEGER

								ACCESS read-only

								STATUS mandatory

								DESCRIPTION

										The number of items that have been retracted into all physical cash units associated with this logical cash unit.

								::= { xfsCIMSubDeviceEntry 32 }

		

						

						-- 1.3.6.1.4.1.16213.2.13.1.3.1.33

						xfsCIMSubDeviceCULRejectCount OBJECT-TYPE

								SYNTAX INTEGER

								ACCESS read-only

								STATUS mandatory

								DESCRIPTION

										The number of items from this logical cash unit which are in the reject bin.

								::= { xfsCIMSubDeviceEntry 33 }

		

						

						-- 1.3.6.1.4.1.16213.2.13.1.3.1.34

						xfsCIMSubDeviceCULMinimum OBJECT-TYPE

								SYNTAX INTEGER

								ACCESS read-only

								STATUS mandatory

								DESCRIPTION

										This field is only applicable to CDM cash units which can dispense media items. It is a numeric type field. See the CDM MIB specification for details.

								::= { xfsCIMSubDeviceEntry 34 }

		

						

						-- 1.3.6.1.4.1.16213.2.13.1.3.1.100

						xfsCIMSubDeviceExtraStatus OBJECT-TYPE

								SYNTAX OCTET STRING

								ACCESS read-only

								STATUS mandatory

								DESCRIPTION

										Vendor dependent additional device status information.

								::= { xfsCIMSubDeviceEntry 100 }

		

						

						-- 1.3.6.1.4.1.16213.2.13.1.3.1.101

						xfsCIMSubDeviceCUPExtra OBJECT-TYPE

								SYNTAX OCTET STRING

								MAX-ACCESS read-only

								STATUS current

								DESCRIPTION

										Vendor dependent additional physical cash unit status information.

								::= { xfsCIMSubDeviceEntry 101 }

		

						

		-- **********************************************************************

		-- CIM Error Table

		-- **********************************************************************

						-- 1.3.6.1.4.1.16213.2.13.1.4

						xfsCIMErrorTable OBJECT-TYPE

								SYNTAX SEQUENCE OF XfsCIMErrorEntry

								ACCESS not-accessible

								STATUS mandatory

								DESCRIPTION

										Define the set of MIB Variables for the CIM Error Table.

								::= { xfsCIMV1 4 }

		

						

						-- 1.3.6.1.4.1.16213.2.13.1.4.1

						xfsCIMErrorEntry OBJECT-TYPE

								SYNTAX XfsCIMErrorEntry

								ACCESS not-accessible

								STATUS mandatory

								DESCRIPTION

										CIM Error Table Entry.

								INDEX { xfsCIMErrorManagedServiceName, xfsCIMErrorCommandCode, xfsCIMErrorResponseCode }

								::= { xfsCIMErrorTable 1 }

		

						

						XfsCIMErrorEntry ::=

								SEQUENCE { 

										xfsCIMErrorManagedServiceName

												DisplayString,

										xfsCIMErrorCommandCode

												INTEGER,

										xfsCIMErrorResponseCode

												INTEGER,

										xfsCIMErrorCount

												INTEGER

								 }

		

						-- 1.3.6.1.4.1.16213.2.13.1.4.1.1

						xfsCIMErrorManagedServiceName OBJECT-TYPE

								SYNTAX DisplayString

								ACCESS read-only

								STATUS mandatory

								DESCRIPTION

										Instance identifier of the managed service.

								::= { xfsCIMErrorEntry 1 }

		

						

						-- 1.3.6.1.4.1.16213.2.13.1.4.1.2

						xfsCIMErrorCommandCode OBJECT-TYPE

								SYNTAX INTEGER (1301..1400)

								ACCESS read-only

								STATUS mandatory

								DESCRIPTION

										The executable command code supported by the Service 

				Provider associated with the error count of interest.

								::= { xfsCIMErrorEntry 2 }

		

						

						-- 1.3.6.1.4.1.16213.2.13.1.4.1.3

						xfsCIMErrorResponseCode OBJECT-TYPE

								SYNTAX INTEGER (0..99 | 1300..1399)

								ACCESS read-only

								STATUS mandatory

								DESCRIPTION

										The response code supported by Service Provider for the 

				corresponding command code associated with the error count 

				of interest.

								::= { xfsCIMErrorEntry 3 }

		

						

						-- 1.3.6.1.4.1.16213.2.13.1.4.1.4

						xfsCIMErrorCount OBJECT-TYPE

								SYNTAX INTEGER

								ACCESS read-write

								STATUS mandatory

								DESCRIPTION

										The counter value corresponding to the managed service, 

				command code and response code.

								::= { xfsCIMErrorEntry 4 }

		

						

		-- **********************************************************************

		-- CIM Reset Table

		-- **********************************************************************

						-- 1.3.6.1.4.1.16213.2.13.1.5

						xfsCIMResetTable OBJECT-TYPE

								SYNTAX SEQUENCE OF XfsCIMResetEntry

								ACCESS not-accessible

								STATUS mandatory

								DESCRIPTION

										Defines the set of MIB Variables for the CIM Reset Table.

								::= { xfsCIMV1 5 }

		

						

						-- 1.3.6.1.4.1.16213.2.13.1.5.1

						xfsCIMResetEntry OBJECT-TYPE

								SYNTAX XfsCIMResetEntry

								ACCESS not-accessible

								STATUS mandatory

								DESCRIPTION

										CIM Reset Table Entry.

								INDEX { xfsCIMResetManagedServiceName }

								::= { xfsCIMResetTable 1 }

		

						

						XfsCIMResetEntry ::=

								SEQUENCE { 

										xfsCIMResetManagedServiceName

												DisplayString,

										xfsCIMResetAll

												INTEGER,

										xfsCIMResetTimestamp

												DisplayString

								 }

		

						-- 1.3.6.1.4.1.16213.2.13.1.5.1.1

						xfsCIMResetManagedServiceName OBJECT-TYPE

								SYNTAX DisplayString

								ACCESS read-only

								STATUS mandatory

								DESCRIPTION

										Instance identifier of the managed service.

								::= { xfsCIMResetEntry 1 }

		

						

						-- 1.3.6.1.4.1.16213.2.13.1.5.1.2

						xfsCIMResetAll OBJECT-TYPE

								SYNTAX INTEGER

								ACCESS read-write

								STATUS mandatory

								DESCRIPTION

										Returns all counter values for this managed service to 

				zero when set to zero and returns zero when read.

								::= { xfsCIMResetEntry 2 }

		

						

						-- 1.3.6.1.4.1.16213.2.13.1.5.1.3

						xfsCIMResetTimestamp OBJECT-TYPE

								SYNTAX DisplayString

								ACCESS read-only

								STATUS mandatory

								DESCRIPTION

										Date and time the last reset of the counters was 

				performed.

								::= { xfsCIMResetEntry 3 }

		

						

		--    **********************************************************************

		-- CIM Reset Device Table

		-- **********************************************************************

						-- 1.3.6.1.4.1.16213.2.13.1.6

						xfsCIMResetDeviceTable OBJECT-TYPE

								SYNTAX SEQUENCE OF XfsCIMResetDeviceEntry

								ACCESS not-accessible

								STATUS mandatory

								DESCRIPTION

										Define the set of MIB Variables for the CIM Reset Device Table.

								::= { xfsCIMV1 6 }

		

						

						-- 1.3.6.1.4.1.16213.2.13.1.6.1

						xfsCIMResetDeviceEntry OBJECT-TYPE

								SYNTAX XfsCIMResetDeviceEntry

								ACCESS not-accessible

								STATUS mandatory

								DESCRIPTION

										CIM Reset Device Table Entry.

								INDEX { xfsCIMResetDeviceManagedServiceName }

								::= { xfsCIMResetDeviceTable 1 }

		

						

						XfsCIMResetDeviceEntry ::=

								SEQUENCE { 

										xfsCIMResetDeviceManagedServiceName

												DisplayString,

										xfsCIMResetDeviceAction

												INTEGER,

										xfsCIMResetDeviceMediaControl

												INTEGER,

										xfsCIMResetDeviceStatus

												INTEGER

								 }

		

						-- 1.3.6.1.4.1.16213.2.13.1.6.1.1

						xfsCIMResetDeviceManagedServiceName OBJECT-TYPE

								SYNTAX DisplayString

								ACCESS read-only

								STATUS mandatory

								DESCRIPTION

										Instance identifier of the managed service.

								::= { xfsCIMResetDeviceEntry 1 }

		

						

						-- 1.3.6.1.4.1.16213.2.13.1.6.1.2

						xfsCIMResetDeviceAction OBJECT-TYPE

								SYNTAX INTEGER { executeReset(1) }

								ACCESS read-write

								STATUS mandatory

								DESCRIPTION

										Variable that initiates the device reset

								::= { xfsCIMResetDeviceEntry 2 }

		

						

						-- 1.3.6.1.4.1.16213.2.13.1.6.1.3

						xfsCIMResetDeviceMediaControl OBJECT-TYPE

								SYNTAX INTEGER

										{

										mediaDefault(1),

										mediaIn(2),

										mediaOut(3)

										}

								ACCESS read-only

								STATUS mandatory

								DESCRIPTION

										Variable that reports the media handling during the device reset

								::= { xfsCIMResetDeviceEntry 3 }

		

						

						-- 1.3.6.1.4.1.16213.2.13.1.6.1.4

						xfsCIMResetDeviceStatus OBJECT-TYPE

								SYNTAX INTEGER

										{

										resetIdle(1),

										resetInProgress(2)

										}

								ACCESS read-only

								STATUS mandatory

								DESCRIPTION

										Variable that reports the progress of the device reset

								::= { xfsCIMResetDeviceEntry 4 }

		

						

		--  ***********************************************************************		

		-- CIM Device Capabilities Table 

		-- ***********************************************************************

						-- 1.3.6.1.4.1.16213.2.13.1.7

						xfsCIMCapabilitiesTable OBJECT-TYPE

								SYNTAX SEQUENCE OF XfsCIMCapabilitiesEntry

								ACCESS not-accessible

								STATUS mandatory

								DESCRIPTION

										Define the set of MIB Variables for the CIM capabilities table.

								::= { xfsCIMV1 7 }

		

						

						-- 1.3.6.1.4.1.16213.2.13.1.7.1

						xfsCIMCapabilitiesEntry OBJECT-TYPE

								SYNTAX XfsCIMCapabilitiesEntry

								ACCESS not-accessible

								STATUS mandatory

								DESCRIPTION

										CIM Device Capabilities Table Entry.

								INDEX { xfsCIMCapabilitiesManagedServiceName }

								::= { xfsCIMCapabilitiesTable 1 }

		

						

						XfsCIMCapabilitiesEntry ::=

								SEQUENCE { 

										xfsCIMCapabilitiesManagedServiceName

												DisplayString,

										xfsCIMCapabilitiesDeviceType

												IxfsCIMCapabilitiesDeviceType,

										xfsCIMCapabilitiesMaxCashItems

												INTEGER,

										xfsCIMCapabilitiesCompoundDevice

												TruthValue,

										xfsCIMCapabilitiesShutter

												TruthValue,

										xfsCIMCapabilitiesShutterControl

												TruthValue,

										xfsCIMCapabilitiesSafedoor

												TruthValue,

										xfsCIMCapabilitiesCashbox

												TruthValue,

										xfsCIMCapabilitiesRefill

												TruthValue,

										xfsCIMCapabilitiesIntermediateStacker

												INTEGER,

										xfsCIMCapabilitiesItemsTakenSensor

												TruthValue,

										xfsCIMCapabilitiesItemsInsertedSensor

												TruthValue,

										xfsCIMCapabilitiesInputPositions

												INTEGER,

										xfsCIMCapabilitiesOutputPositions

												INTEGER,

										xfsCIMCapabilitiesExchangeTypes

												INTEGER,

										xfsCIMCapabilitiesRetractAreas

												INTEGER,

										xfsCIMCapabilitiesRetractTransportActions

												INTEGER,

										xfsCIMCapabilitiesRetractStackerActions

												INTEGER,

										xfsCIMCapabilitiesGuidancePosInputLeft

												INTEGER,

										xfsCIMCapabilitiesGuidancePosInputRight

												INTEGER,

										xfsCIMCapabilitiesGuidancePosInputCenter

												INTEGER,

										xfsCIMCapabilitiesGuidancePosInputTop

												INTEGER,

										xfsCIMCapabilitiesGuidancePosInputBottom

												INTEGER,

										xfsCIMCapabilitiesGuidancePosInputFront

												INTEGER,

										xfsCIMCapabilitiesGuidancePosInputRear

												INTEGER,

										xfsCIMCapabilitiesGuidancePosOutputLeft

												INTEGER,

										xfsCIMCapabilitiesGuidancePosOutputRight

												INTEGER,

										xfsCIMCapabilitiesGuidancePosOutputCenter

												INTEGER,

										xfsCIMCapabilitiesGuidancePosOutputTop

												INTEGER,

										xfsCIMCapabilitiesGuidancePosOutputBottom

												INTEGER,

										xfsCIMCapabilitiesGuidancePosOutputFront

												INTEGER,

										xfsCIMCapabilitiesGuidancePosOutputRear

												INTEGER,

										xfsCIMCapabilitiesItemInfoTypes

												INTEGER,

										xfsCIMCapabilitiesCompareSignatures

												TruthValue,

										xfsCIMCapabilitiesPowerSaveControl

												TruthValue,

										xfsCIMCapabilitiesExtraCapability

												OCTET STRING

								 }

		

						-- 1.3.6.1.4.1.16213.2.13.1.7.1.1

						xfsCIMCapabilitiesManagedServiceName OBJECT-TYPE

								SYNTAX DisplayString

								ACCESS read-only

								STATUS mandatory

								DESCRIPTION

										Instance identifier of the managed service.

								::= { xfsCIMCapabilitiesEntry 1 }

		

						

						-- 1.3.6.1.4.1.16213.2.13.1.7.1.2

						xfsCIMCapabilitiesDeviceType OBJECT-TYPE

								SYNTAX IxfsCIMCapabilitiesDeviceType

								ACCESS read-only

								STATUS mandatory

								DESCRIPTION

										Number of sub devices supported by the CIM device.

								::= { xfsCIMCapabilitiesEntry 2 }

		

						

						-- 1.3.6.1.4.1.16213.2.13.1.7.1.3

						xfsCIMCapabilitiesMaxCashItems OBJECT-TYPE

								SYNTAX INTEGER

								ACCESS read-only

								STATUS mandatory

								DESCRIPTION

										Supplies the maximum number of items that can be accepted in a single cash in operation. Normally reflects hardware limitations of the device. It is an integer variable.

								::= { xfsCIMCapabilitiesEntry 3 }

		

						

						-- 1.3.6.1.4.1.16213.2.13.1.7.1.4

						xfsCIMCapabilitiesCompoundDevice OBJECT-TYPE

								SYNTAX TruthValue

								ACCESS read-only

								STATUS mandatory

								DESCRIPTION

										Specifies if the logical device is part of a compound device in a TruthValue variable as follows.

								::= { xfsCIMCapabilitiesEntry 4 }

		

						

						-- 1.3.6.1.4.1.16213.2.13.1.7.1.5

						xfsCIMCapabilitiesShutter OBJECT-TYPE

								SYNTAX TruthValue

								ACCESS read-only

								STATUS mandatory

								DESCRIPTION

										Specifies if shutter control through the commands WFS_CMD_CIM_OPEN_SHUTTER and WFS_CMD_CIM_CLOSE_SHUTTER is supported in a TruthValue variable as follows.

								::= { xfsCIMCapabilitiesEntry 5 }

		

						

						-- 1.3.6.1.4.1.16213.2.13.1.7.1.6

						xfsCIMCapabilitiesShutterControl OBJECT-TYPE

								SYNTAX TruthValue

								ACCESS read-only

								STATUS mandatory

								DESCRIPTION

										If this TruthValue variable is TRUE the shutter is controlled implicitly by the Service Provider. If set to FALSE the shutter must be controlled explicitly by the application using the WFS_CMD_CIM_OPEN_SHUTTER and the WFS_CMD_CIM_CLOSE_SHUTTER commands. 

				This field is always set to TRUE if the device has no shutter. This field applies to all shutters and 

				all output positions.

								::= { xfsCIMCapabilitiesEntry 6 }

		

						

						-- 1.3.6.1.4.1.16213.2.13.1.7.1.7

						xfsCIMCapabilitiesSafedoor OBJECT-TYPE

								SYNTAX TruthValue

								ACCESS read-only

								STATUS mandatory

								DESCRIPTION

										Specifies whether the WFS_CMD_CIM_OPEN_SAFE_DOOR command is supported in TruthValue format.

								::= { xfsCIMCapabilitiesEntry 7 }

		

						

						-- 1.3.6.1.4.1.16213.2.13.1.7.1.8

						xfsCIMCapabilitiesCashbox OBJECT-TYPE

								SYNTAX TruthValue

								ACCESS read-only

								STATUS mandatory

								DESCRIPTION

										It specifies whether or not the Tellers have been assigned a Cash Box in TruthValue format.

								::= { xfsCIMCapabilitiesEntry 8 }

		

						

						-- 1.3.6.1.4.1.16213.2.13.1.7.1.9

						xfsCIMCapabilitiesRefill OBJECT-TYPE

								SYNTAX TruthValue

								ACCESS read-only

								STATUS mandatory

								DESCRIPTION

										It specifies whether or not the refill feature is supported in TruthValue format.

								::= { xfsCIMCapabilitiesEntry 9 }

		

						

						-- 1.3.6.1.4.1.16213.2.13.1.7.1.10

						xfsCIMCapabilitiesIntermediateStacker OBJECT-TYPE

								SYNTAX INTEGER

								ACCESS read-only

								STATUS mandatory

								DESCRIPTION

										Specifies the number of items the intermediate stacker for Cash­In can hold as an integer value. Zero means that there is no intermediate stacker for Cash­In available.

								::= { xfsCIMCapabilitiesEntry 10 }

		

						

						-- 1.3.6.1.4.1.16213.2.13.1.7.1.11

						xfsCIMCapabilitiesItemsTakenSensor OBJECT-TYPE

								SYNTAX TruthValue

								ACCESS read-only

								STATUS mandatory

								DESCRIPTION

										This TruthValue variable specifies whether or not the CIM can detect when items at the exit position are taken by the user. If set to TRUE the Service Provider generates an accompanying WFS_SRVE_CIM_ITEMS_TAKEN event. If set to FALSE this event is not generated. This field relates to all output positions.

								::= { xfsCIMCapabilitiesEntry 11 }

		

						

						-- 1.3.6.1.4.1.16213.2.13.1.7.1.12

						xfsCIMCapabilitiesItemsInsertedSensor OBJECT-TYPE

								SYNTAX TruthValue

								ACCESS read-only

								STATUS mandatory

								DESCRIPTION

										This TruthValue variable specifies whether the CIM has the ability to detect when items have been inserted by the user. If set to TRUE the Service Provider generates an accompanying WFS_SRVE_CIM_ITEMSINSERTED event. If set to FALSE this event is not generated. This field relates to all input positions.

								::= { xfsCIMCapabilitiesEntry 12 }

		

						

						-- 1.3.6.1.4.1.16213.2.13.1.7.1.13

						xfsCIMCapabilitiesInputPositions OBJECT-TYPE

								SYNTAX INTEGER

										{

										xfsCIMPositionNull(1),

										xfsCIMPositionLeft(2),

										xfsCIMPositionRight(3),

										xfsCIMPositionCenter(4),

										xfsCIMPositionTop(5),

										xfsCIMPositionBottom(6),

										xfsCIMPositionFront(7),

										xfsCIMPositionRear(8)

										}

								ACCESS read-only

								STATUS mandatory

								DESCRIPTION

										This integer variable specifies the CIM input positions which are available as a combination of the following flags.

								::= { xfsCIMCapabilitiesEntry 13 }

		

						

						-- 1.3.6.1.4.1.16213.2.13.1.7.1.14

						xfsCIMCapabilitiesOutputPositions OBJECT-TYPE

								SYNTAX INTEGER

										{

										xfsCIMPositionLeft(1),

										xfsCIMPositionRight(2),

										xfsCIMPositionCenter(3),

										xfsCIMPositionTop(4),

										xfsCIMPositionBottom(5),

										xfsCIMPositionFront(6),

										xfsCIMPositionRear(7)

										}

								ACCESS read-only

								STATUS mandatory

								DESCRIPTION

										This integer variable specifies the CIM output positions which are available as a combination of the following flags.

								::= { xfsCIMCapabilitiesEntry 14 }

		

						

						-- 1.3.6.1.4.1.16213.2.13.1.7.1.15

						xfsCIMCapabilitiesExchangeTypes OBJECT-TYPE

								SYNTAX INTEGER

										{

										xfsCIMExByHand(1),

										xfsCIMExToCassettes(2),

										xfsCIMClearRecycler(3),

										xfsCIMDepositInfo(4)

										}

								ACCESS read-only

								STATUS mandatory

								DESCRIPTION

										This integer variable specifies the type of cash unit exchange operations supported by the CIM. Values are a combination of the following flags.

								::= { xfsCIMCapabilitiesEntry 15 }

		

						

						-- 1.3.6.1.4.1.16213.2.13.1.7.1.16

						xfsCIMCapabilitiesRetractAreas OBJECT-TYPE

								SYNTAX INTEGER

										{

										xfsCIMRARetract(1),

										xfsCIMRATransport(2),

										xfsCIMRAStacker(3),

										xfsCIMRABillCassettes(4),

										xfsCIMRANotSupported(5),

										xfsCIMRAReject(6)

										}

								ACCESS read-only

								STATUS mandatory

								DESCRIPTION

										This integer variable specifies the areas to which items may be retracted. This field will be set to a combination of the following flags.

								::= { xfsCIMCapabilitiesEntry 16 }

		

						

						-- 1.3.6.1.4.1.16213.2.13.1.7.1.17

						xfsCIMCapabilitiesRetractTransportActions OBJECT-TYPE

								SYNTAX INTEGER

										{

										xfsCIMRetract(1),

										xfsCIMNotSupported(2)

										}

								ACCESS read-only

								STATUS mandatory

								DESCRIPTION

										This integer variable specifies the actions which may be performed on items which have been retracted to the transport. This field will be set to a combination of the following flags.

								::= { xfsCIMCapabilitiesEntry 17 }

		

						

						-- 1.3.6.1.4.1.16213.2.13.1.7.1.18

						xfsCIMCapabilitiesRetractStackerActions OBJECT-TYPE

								SYNTAX INTEGER

										{

										xfsCIMPresent(1),

										xfsCIMRetract(2),

										xfsCIMNotSupported(3)

										}

								ACCESS read-only

								STATUS mandatory

								DESCRIPTION

										This integer variable specifies the actions which may be performed on items which have been retracted to the stacker. This field will be set to a combination of the following flags.

								::= { xfsCIMCapabilitiesEntry 18 }

		

						

						-- 1.3.6.1.4.1.16213.2.13.1.7.1.19

						xfsCIMCapabilitiesGuidancePosInputLeft OBJECT-TYPE

								SYNTAX INTEGER

								ACCESS read-only

								STATUS mandatory

								DESCRIPTION

										It contains the capability of the left input position guidelight. Allowed values are as follows as a combination flag.

								::= { xfsCIMCapabilitiesEntry 19 }

		

						

						-- 1.3.6.1.4.1.16213.2.13.1.7.1.20

						xfsCIMCapabilitiesGuidancePosInputRight OBJECT-TYPE

								SYNTAX INTEGER

								ACCESS read-only

								STATUS mandatory

								DESCRIPTION

										Contains the capability of the right input position guidelight. Allowed values are the same as variable xfsCIMCapabilitiesGuidancePosInputLeft (19).

								::= { xfsCIMCapabilitiesEntry 20 }

		

						

						-- 1.3.6.1.4.1.16213.2.13.1.7.1.21

						xfsCIMCapabilitiesGuidancePosInputCenter OBJECT-TYPE

								SYNTAX INTEGER

								ACCESS read-only

								STATUS mandatory

								DESCRIPTION

										Contains the capability of the center input position guidelight. Allowed values are the same as variable xfsCIMCapabilitiesGuidancePosInputLeft (19).

								::= { xfsCIMCapabilitiesEntry 21 }

		

						

						-- 1.3.6.1.4.1.16213.2.13.1.7.1.22

						xfsCIMCapabilitiesGuidancePosInputTop OBJECT-TYPE

								SYNTAX INTEGER

								ACCESS read-only

								STATUS mandatory

								DESCRIPTION

										Contains the capability of the top input position guidelight. Allowed values are the same as variable xfsCIMCapabilitiesGuidancePosInputLeft (19).

								::= { xfsCIMCapabilitiesEntry 22 }

		

						

						-- 1.3.6.1.4.1.16213.2.13.1.7.1.23

						xfsCIMCapabilitiesGuidancePosInputBottom OBJECT-TYPE

								SYNTAX INTEGER

								ACCESS read-only

								STATUS mandatory

								DESCRIPTION

										Contains the capability of the bottom input position guidelight. Allowed values are the same as variable xfsCIMCapabilitiesGuidancePosInputLeft (19).

								::= { xfsCIMCapabilitiesEntry 23 }

		

						

						-- 1.3.6.1.4.1.16213.2.13.1.7.1.24

						xfsCIMCapabilitiesGuidancePosInputFront OBJECT-TYPE

								SYNTAX INTEGER

								ACCESS read-only

								STATUS mandatory

								DESCRIPTION

										Contains the capability of the front input position guidelight. Allowed values are the same as variable xfsCIMCapabilitiesGuidancePosInputLeft (19).

								::= { xfsCIMCapabilitiesEntry 24 }

		

						

						-- 1.3.6.1.4.1.16213.2.13.1.7.1.25

						xfsCIMCapabilitiesGuidancePosInputRear OBJECT-TYPE

								SYNTAX INTEGER

								ACCESS read-only

								STATUS mandatory

								DESCRIPTION

										Contains the capability of the rear input position guidelight. Allowed values are the same as variable xfsCIMCapabilitiesGuidancePosInputLeft (19).

								::= { xfsCIMCapabilitiesEntry 25 }

		

						

						-- 1.3.6.1.4.1.16213.2.13.1.7.1.26

						xfsCIMCapabilitiesGuidancePosOutputLeft OBJECT-TYPE

								SYNTAX INTEGER

								ACCESS read-only

								STATUS mandatory

								DESCRIPTION

										Contains the capability of the left output position guidelight. Allowed values are the same as variable xfsCIMCapabilitiesGuidancePosInputLeft (19).

								::= { xfsCIMCapabilitiesEntry 26 }

		

						

						-- 1.3.6.1.4.1.16213.2.13.1.7.1.27

						xfsCIMCapabilitiesGuidancePosOutputRight OBJECT-TYPE

								SYNTAX INTEGER

								ACCESS read-only

								STATUS mandatory

								DESCRIPTION

										Contains the capability of the right output position guidelight. Allowed values are the same as variable xfsCIMCapabilitiesGuidancePosInputLeft (19).

								::= { xfsCIMCapabilitiesEntry 27 }

		

						

						-- 1.3.6.1.4.1.16213.2.13.1.7.1.28

						xfsCIMCapabilitiesGuidancePosOutputCenter OBJECT-TYPE

								SYNTAX INTEGER

								ACCESS read-only

								STATUS mandatory

								DESCRIPTION

										Contains the capability of the center output position guidelight. Allowed values are the same as variable xfsCIMCapabilitiesGuidancePosInputLeft (19).

								::= { xfsCIMCapabilitiesEntry 28 }

		

						

						-- 1.3.6.1.4.1.16213.2.13.1.7.1.29

						xfsCIMCapabilitiesGuidancePosOutputTop OBJECT-TYPE

								SYNTAX INTEGER

								ACCESS read-only

								STATUS mandatory

								DESCRIPTION

										Contains the capability of the top output position guidelight. Allowed values are the same as variable xfsCIMCapabilitiesGuidancePosInputLeft (19).

								::= { xfsCIMCapabilitiesEntry 29 }

		

						

						-- 1.3.6.1.4.1.16213.2.13.1.7.1.30

						xfsCIMCapabilitiesGuidancePosOutputBottom OBJECT-TYPE

								SYNTAX INTEGER

								ACCESS read-only

								STATUS mandatory

								DESCRIPTION

										Contains the capability of the bottom output position guidelight. Allowed values are the same as variable xfsCIMCapabilitiesGuidancePosInputLeft (19).

								::= { xfsCIMCapabilitiesEntry 30 }

		

						

						-- 1.3.6.1.4.1.16213.2.13.1.7.1.31

						xfsCIMCapabilitiesGuidancePosOutputFront OBJECT-TYPE

								SYNTAX INTEGER

								ACCESS read-only

								STATUS mandatory

								DESCRIPTION

										Contains the capability of the front output position guidelight. Allowed values are the same as variable xfsCIMCapabilitiesGuidancePosInputLeft (19).

								::= { xfsCIMCapabilitiesEntry 31 }

		

						

						-- 1.3.6.1.4.1.16213.2.13.1.7.1.32

						xfsCIMCapabilitiesGuidancePosOutputRear OBJECT-TYPE

								SYNTAX INTEGER

								ACCESS read-only

								STATUS mandatory

								DESCRIPTION

										Contains the capability of the rear output position guidelight. Allowed values are the same as variable xfsCIMCapabilitiesGuidancePosInputLeft (19).

								::= { xfsCIMCapabilitiesEntry 32 }

		

						

						-- 1.3.6.1.4.1.16213.2.13.1.7.1.33

						xfsCIMCapabilitiesItemInfoTypes OBJECT-TYPE

								SYNTAX INTEGER

								ACCESS read-only

								STATUS mandatory

								DESCRIPTION

										This integer variable specifies the the types of information that can be retrieved as a combination of the following flags.

								::= { xfsCIMCapabilitiesEntry 33 }

		

						

						-- 1.3.6.1.4.1.16213.2.13.1.7.1.34

						xfsCIMCapabilitiesCompareSignatures OBJECT-TYPE

								SYNTAX TruthValue

								ACCESS read-only

								STATUS mandatory

								DESCRIPTION

										This TruthValue variable specifies whether or not the Service Provider has the ability to compare signatures through the WFS_CMD_CIM_COMPARE_P6_SIGNATURE command.

								::= { xfsCIMCapabilitiesEntry 34 }

		

						

						-- 1.3.6.1.4.1.16213.2.13.1.7.1.35

						xfsCIMCapabilitiesPowerSaveControl OBJECT-TYPE

								SYNTAX TruthValue

								ACCESS read-only

								STATUS mandatory

								DESCRIPTION

										This TruthValue variable specifies whether or not power saving control is available.

								::= { xfsCIMCapabilitiesEntry 35 }

		

						

						-- 1.3.6.1.4.1.16213.2.13.1.7.1.100

						xfsCIMCapabilitiesExtraCapability OBJECT-TYPE

								SYNTAX OCTET STRING

								ACCESS read-only

								STATUS mandatory

								DESCRIPTION

										Vendor dependant extra capabilities.

								::= { xfsCIMCapabilitiesEntry 100 }

		

						

						-- 1.3.6.1.4.1.16213.3.0

						xfsTrapV2 OBJECT IDENTIFIER ::= { xfsTrap 0 }

		

						

				

		--

		-- Trap definitions

		--

				

		--  **********************************************************************

		-- Trap definitions

		-- **********************************************************************    

						xfsCIMDetailedDSCTrap TRAP-TYPE 

								ENTERPRISE xfsTrap

								VARIABLES { xfsCommonTrapSysName, xfsCommonTrapManagedServiceName, xfsCommonTrapManagedServiceClass, xfsCommonTrapManagedServiceClassName, xfsCommonTrapManagedServiceType, 

										xfsCommonTrapManagedServiceOid, xfsCommonTrapPhysicalDeviceName, xfsCommonTrapDeviceVendor, xfsCommonTrapMIBVersion, xfsCommonTrapEvent, 

										xfsCommonTrapDate, xfsCommonTrapSPVersion, xfsCIMStatusDevice, xfsCIMStatusNumberSubDevices, xfsCIMStatusSafeDoor, 

										xfsCIMStatusAcceptor, xfsCIMStatusIntermediateStacker, xfsCIMStatusStackerItems, xfsCIMStatusBankNoteReader, xfsCIMStatusDropBox, 

										xfsCIMStatusShutterInputCenter, xfsCIMStatusPositionInputCenter, xfsCIMStatusTransportInputCenter, xfsCIMStatusTransportItemsInputCenter, xfsCIMStatusShutterInputLeft, 

										xfsCIMStatusPositionInputLeft, xfsCIMStatusTransportInputLeft, xfsCIMStatusTransportItemsInputLeft, xfsCIMStatusShutterInputRight, xfsCIMStatusPositionInputRight, 

										xfsCIMStatusTransportInputRight, xfsCIMStatusTransportItemsInputRight, xfsCIMStatusShutterInputTop, xfsCIMStatusPositionInputTop, xfsCIMStatusTransportInputTop, 

										xfsCIMStatusTransportItemsInputTop, xfsCIMStatusShutterInputBottom, xfsCIMStatusPositionInputBottom, xfsCIMStatusTransportInputBottom, xfsCIMStatusTransportItemsInputBottom, 

										xfsCIMStatusShutterInputFront, xfsCIMStatusPositionInputFront, xfsCIMStatusTransportInputFront, xfsCIMStatusTransportItemsInputFront, xfsCIMStatusShutterInputRear, 

										xfsCIMStatusPositionInputRear, xfsCIMStatusTransportInputRear, xfsCIMStatusTransportItemsInputRear, xfsCIMStatusShutterOutputCenter, xfsCIMStatusPositionOutputCenter, 

										xfsCIMStatusTransportOutputCenter, xfsCIMStatusTransportItemsOutputCenter, xfsCIMStatusShutterOutputLeft, xfsCIMStatusPositionOutputLeft, xfsCIMStatusTransportOutputLeft, 

										xfsCIMStatusTransportItemsOutputLeft, xfsCIMStatusShutterOutputRight, xfsCIMStatusPositionOutputRight, xfsCIMStatusTransportOutputRight, xfsCIMStatusTransportItemsOutputRight, 

										xfsCIMStatusShutterOutputTop, xfsCIMStatusPositionOutputTop, xfsCIMStatusTransportOutputTop, xfsCIMStatusTransportItemsOutputTop, xfsCIMStatusShutterOutputBottom, 

										xfsCIMStatusPositionOutputBottom, xfsCIMStatusTransportOutputBottom, xfsCIMStatusTransportItemsOutputBottom, xfsCIMStatusShutterOutputFront, xfsCIMStatusPositionOutputFront, 

										xfsCIMStatusTransportOutputFront, xfsCIMStatusTransportItemsOutputFront, xfsCIMStatusShutterOutputRear, xfsCIMStatusPositionOutputRear, xfsCIMStatusTransportOutputRear, 

										xfsCIMStatusTransportItemsOutputRear, xfsCIMStatusExtraStatus, xfsCIMStatusGuidancePosInputLeft, xfsCIMStatusGuidancePosInputRight, xfsCIMStatusGuidancePosInputCenter, xfsCIMStatusGuidancePosInputTop, 

										xfsCIMStatusGuidancePosInputBottom, xfsCIMStatusGuidancePosInputFront, xfsCIMStatusGuidancePosInputRear, xfsCIMStatusGuidancePosOutputLeft, xfsCIMStatusGuidancePosOutputRight, 

										xfsCIMStatusGuidancePosOutputCenter, xfsCIMStatusGuidancePosOutputTop, xfsCIMStatusGuidancePosOutputBottom, xfsCIMStatusGuidancePosOutputFront, xfsCIMStatusGuidancePosOutputRear, 

										xfsCIMStatusDevicePosition, xfsCIMStatusPowerSaveRecoveryTime, xfsCIMStatusExtraStatus }

								DESCRIPTION 

										This trap indicates a change in the status of a managed

				service.

								::=  113

		

						xfsCIMSubDeviceTrap TRAP-TYPE 

								ENTERPRISE xfsTrap

								VARIABLES { xfsCommonTrapManagedServiceName, xfsCommonTrapManagedServiceClass, xfsCommonTrapManagedServiceClassName, xfsCommonTrapManagedServiceType, xfsCommonTrapManagedServiceOid, 

										xfsCommonTrapPhysicalDeviceName, xfsCommonTrapDeviceVendor, xfsCommonTrapMIBVersion, xfsCommonTrapEvent, xfsCommonTrapDate, 

										xfsCommonTrapSPVersion, xfsCIMSubDeviceIndex, xfsCIMSubDeviceCUType, xfsCIMSubDeviceCUItemType, xfsCIMSubDeviceCULUnitID, 

										xfsCIMSubDeviceCUCurrencyID, xfsCIMSubDeviceCUValues, xfsCIMSubDeviceCUCashInCount, xfsCIMSubDeviceCULCount, xfsCIMSubDeviceCULMaximum, 

										xfsCIMSubDeviceCULogicalStatus, xfsCIMSubDeviceCUAppLock, xfsCIMSubDeviceCUPhysicalPositionName, xfsCIMSubDeviceCUPUnitID, xfsCIMSubDeviceCUPCashInCount, 

										xfsCIMSubDeviceCUPCount, xfsCIMSubDeviceCUPMaximum, xfsCIMSubDeviceCUPhysicalStatus, xfsCIMSubDeviceCUPHardwareSensors, xfsCIMSubDeviceCUExponent, xfsCIMSubDeviceExtraStatus,

										xfsCIMSubDeviceCUPInitialCount, xfsCIMSubDeviceCUPDispensedCount, xfsCIMSubDeviceCUPPresentedCount, xfsCIMSubDeviceCUPRetractedCount, xfsCIMSubDeviceCUPRejectCount, 

										xfsCIMSubDeviceCUNoteIDs, xfsCIMSubDeviceCUCDMType, xfsCIMSubDeviceCUName, xfsCIMSubDeviceCULInitialCount, xfsCIMSubDeviceCULDispensedCount, 

										xfsCIMSubDeviceCULPresentedCount, xfsCIMSubDeviceCULRetractedCount, xfsCIMSubDeviceCULRejectCount, xfsCIMSubDeviceCULMinimum, xfsCIMSubDeviceCUPExtra

										 }

								DESCRIPTION 

										This trap indicates a change in the status of sub-device within

				a managed service.

								::=  213

		

						xfsCIMResetDeviceCompleteTrap TRAP-TYPE 

								ENTERPRISE xfsTrap

								VARIABLES { xfsCommonTrapResetDeviceResult, xfsCommonTrapManagedServiceName, xfsCommonTrapManagedServiceClass, xfsCommonTrapManagedServiceClassName, xfsCommonTrapManagedServiceType, 

										xfsCommonTrapManagedServiceOid, xfsCommonTrapPhysicalDeviceName, xfsCommonTrapDeviceVendor, xfsCommonTrapMIBVersion, xfsCommonTrapDate, 

										xfsCommonTrapSPVersion, xfsCIMStatusDevice, xfsCIMStatusNumberSubDevices, xfsCIMStatusSafeDoor, xfsCIMStatusAcceptor, 

										xfsCIMStatusIntermediateStacker, xfsCIMStatusStackerItems, xfsCIMStatusBankNoteReader, xfsCIMStatusDropBox, xfsCIMStatusShutterInputCenter, 

										xfsCIMStatusPositionInputCenter, xfsCIMStatusTransportInputCenter, xfsCIMStatusTransportItemsInputCenter, xfsCIMStatusShutterInputLeft, xfsCIMStatusPositionInputLeft, 

										xfsCIMStatusTransportInputLeft, xfsCIMStatusTransportItemsInputLeft, xfsCIMStatusShutterInputRight, xfsCIMStatusPositionInputRight, xfsCIMStatusTransportInputRight, 

										xfsCIMStatusTransportItemsInputRight, xfsCIMStatusShutterInputTop, xfsCIMStatusPositionInputTop, xfsCIMStatusTransportInputTop, xfsCIMStatusTransportItemsInputTop, 

										xfsCIMStatusShutterInputBottom, xfsCIMStatusPositionInputBottom, xfsCIMStatusTransportInputBottom, xfsCIMStatusTransportItemsInputBottom, xfsCIMStatusShutterInputFront, 

										xfsCIMStatusPositionInputFront, xfsCIMStatusTransportInputFront, xfsCIMStatusTransportItemsInputFront, xfsCIMStatusShutterInputRear, xfsCIMStatusPositionInputRear, 

										xfsCIMStatusTransportInputRear, xfsCIMStatusTransportItemsInputRear, xfsCIMStatusShutterOutputCenter, xfsCIMStatusPositionOutputCenter, xfsCIMStatusTransportOutputCenter, 

										xfsCIMStatusTransportItemsOutputCenter, xfsCIMStatusShutterOutputLeft, xfsCIMStatusPositionOutputLeft, xfsCIMStatusTransportOutputLeft, xfsCIMStatusTransportItemsOutputLeft, 

										xfsCIMStatusShutterOutputRight, xfsCIMStatusPositionOutputRight, xfsCIMStatusTransportOutputRight, xfsCIMStatusTransportItemsOutputRight, xfsCIMStatusShutterOutputTop, 

										xfsCIMStatusPositionOutputTop, xfsCIMStatusTransportOutputTop, xfsCIMStatusTransportItemsOutputTop, xfsCIMStatusShutterOutputBottom, xfsCIMStatusPositionOutputBottom, 

										xfsCIMStatusTransportOutputBottom, xfsCIMStatusTransportItemsOutputBottom, xfsCIMStatusShutterOutputFront, xfsCIMStatusPositionOutputFront, xfsCIMStatusTransportOutputFront, 

										xfsCIMStatusTransportItemsOutputFront, xfsCIMStatusShutterOutputRear, xfsCIMStatusPositionOutputRear, xfsCIMStatusTransportOutputRear, xfsCIMStatusTransportItemsOutputRear, xfsCIMStatusExtraStatus, 

										xfsCIMStatusGuidancePosInputLeft, xfsCIMStatusGuidancePosInputRight, xfsCIMStatusGuidancePosInputCenter, xfsCIMStatusGuidancePosInputTop, xfsCIMStatusGuidancePosInputBottom, 

										xfsCIMStatusGuidancePosInputFront, xfsCIMStatusGuidancePosInputRear, xfsCIMStatusGuidancePosOutputLeft, xfsCIMStatusGuidancePosOutputRight, xfsCIMStatusGuidancePosOutputCenter, 

										xfsCIMStatusGuidancePosOutputTop, xfsCIMStatusGuidancePosOutputBottom, xfsCIMStatusGuidancePosOutputFront, xfsCIMStatusGuidancePosOutputRear, xfsCIMStatusDevicePosition, 

										xfsCIMStatusPowerSaveRecoveryTime }

								DESCRIPTION 

										This trap indicates the Reset action has complete and reports the

				state of the device after the reset.

								::=  313

		

				

				END

		

		--

		-- SMIv1_xfsCIM.mib

		--




_1380710939/SMIv2_xfsCIM.mib
-- ********************************************************************

-- XFS MIB for CIM

-- Management Information Base for XFS CIM Device

-- 

-- The CIM Number is 13

-- The ASN.1 prefix to, and including the CIM is: 1.3.6.1.4.1.16213.2.13

-- 

-- ******************************************************************** 



	XFS-CIM-MIB DEFINITIONS ::= BEGIN

 

		IMPORTS

			Integer32, OBJECT-TYPE, OBJECT-IDENTITY, NOTIFICATION-TYPE			

				FROM SNMPv2-SMI			

			DisplayString, TruthValue			

				FROM SNMPv2-TC			

			xfsCIM, xfsTrap, IxfsMIBDeviceStatus			

				FROM XFSMIB;

	

	

--

-- Type definitions

--

	

--  Type definitions

-- 

-- ********************************************************************

--   CIM Status #defines 

-- ********************************************************************                 

		IxfsCIMSafeDoorStatus ::= INTEGER

			{

			xfsCIMDoorNotSupported(2),

			xfsCIMDoorOpen(3),

			xfsCIMDoorClosed(4),

			xfsCIMDoorUnknown(5)

			}



		IxfsCIMAcceptorStatus ::= INTEGER

			{

			xfsCIMAccOK(1),

			xfsCIMAccState(2),

			xfsCIMAccStop(3),

			xfsCIMAccUnknown(4)

			}



		IxfsCIMIntermediateStackerStatus ::= INTEGER

			{

			xfsCIMIsEmpty(1),

			xfsCIMIsNotEmpty(2),

			xfsCIMIsFull(3),

			xfsCIMIsUnknown(5),

			xfsCIMIsNotSupported(6)

			}



		IxfsCIMStackerItemsStatus ::= INTEGER

			{

			xfsCIMCustomerAccess(1),

			xfsCIMNoCustomerAccess(2),

			xfsCIMAccessUnknown(3),

			xfsCIMNoItems(5)

			}



		IxfsCIMBankNoteReaderStatus ::= INTEGER

			{

			xfsCIMBNROK(1),

			xfsCIMBNRINOP(2),

			xfsCIMBNRUnknown(3),

			xfsCIMBNRNotSupported(4)

			}



		IxfsCIMShutterStatus ::= INTEGER

			{

			xfsCIMShtClosed(1),

			xfsCIMShtOpen(2),

			xfsCIMShtJammed(3),

			xfsCIMShtUnknown(4),

			xfsCIMShtNotSupported(5)

			}



		IxfsCIMPositionStatus ::= INTEGER

			{

			xfsCIMPSEmpty(1),

			xfsCIMPSNotEmpty(2),

			xfsCIMPSUnknown(3),

			xfsCIMPSNotSupported(4),

			xfsCIMPSForeignItems(5)

			}



		IxfsCIMTransportStatus ::= INTEGER

			{

			xfsCIMTPOK(1),

			xfsCIMTPInop(2),

			xfsCIMTPUnknown(3),

			xfsCIMTPNotSupported(4)

			}



		IxfsCIMTransportItemsStatus ::= INTEGER

			{

			xfsCIMTPStatEmpty(1),

			xfsCIMTPStatNotEmpty(2),

			xfsCIMTPStatNotEmptyCust(3),

			xfsCIMTPStatNotEmptyUnk(4),

			xfsCIMTPStatNotSupported(5)

			}



		IxfsCIMDevicePositionStatus ::= INTEGER

			{

			xfsCIMDeviceInPosition(1),

			xfsCIMDeviceNotInPosition(2),

			xfsCIMDevicePosUnknown(3),

			xfsCIMDevicePosNotSupported(4)

			}



-- ********************************************************************

-- CIM SubDevice #defines 

-- ********************************************************************

		IxfsCIMCUType ::= INTEGER

			{

			xfsCIMTypeRecycling(2),

			xfsCIMTypeCashIn(3),

			xfsCIMTypeRepContainer(4),

			xfsCIMTypeRetractCassette(5),

			xfsCIMTypeReject(6),

			xfsCIMTypeCDMSpecific(7)

			}



		IxfsCIMCUStatus ::= INTEGER

			{

			xfsCIMStatCUOK(1),

			xfsCIMStatCUFull(2),

			xfsCIMStatCUHigh(3),

			xfsCIMStatCULow(4),

			xfsCIMStatCUEmpty(5),

			xfsCIMStatCUInop(6),

			xfsCIMStatCUMissing(7),

			xfsCIMStatCUNoval(8),

			xfsCIMStatCUNoref(9),

			xfsCIMStatCUManip(10)

			}



		IxfsCIMCapabilitiesDeviceType ::= INTEGER

			{

			xfsCIMTellerBill(1),

			xfsCIMSelfServiceBill(2),

			xfsCIMTellerCoin(3),

			fsCIMSelfServiceCoin(4)

			}



	

	

--

-- Node definitions

--

	

-- ********************************************************************

-- Version 1 of CIM MIB

-- 

-- The ASN.1 prefix to, and including the Version 1 of CIM is: 1.3.6.1.4.1.16213.2.13.1

-- 

-- ******************************************************************** 

		-- 1.3.6.1.4.1.16213.2.13.1

		xfsCIMV1 OBJECT IDENTIFIER ::= { xfsCIM 1 }



		

		-- 1.3.6.1.4.1.16213.2.13.1.1

		xfsCIMInstances OBJECT-TYPE

			SYNTAX Integer32

			MAX-ACCESS read-only

			STATUS current

			DESCRIPTION

				"Number that represents the number of CIM managed services."

			::= { xfsCIMV1 1 }



		

-- ***********************************************************************	

-- CIM Device Status Table 

-- ***********************************************************************

		-- 1.3.6.1.4.1.16213.2.13.1.2

		xfsCIMStatusTable OBJECT-TYPE

			SYNTAX SEQUENCE OF XfsCIMStatusEntry

			MAX-ACCESS not-accessible

			STATUS current

			DESCRIPTION

				"Define the set of MIB Variables for the CIM status table."

			::= { xfsCIMV1 2 }



		

		-- 1.3.6.1.4.1.16213.2.13.1.2.1

		xfsCIMStatusEntry OBJECT-TYPE

			SYNTAX XfsCIMStatusEntry

			MAX-ACCESS not-accessible

			STATUS current

			DESCRIPTION

				"CIM Device Status Table Entry."

			INDEX { xfsCIMStatusManagedServiceName }

			::= { xfsCIMStatusTable 1 }



		

		XfsCIMStatusEntry ::=

			SEQUENCE { 

				xfsCIMStatusManagedServiceName

					DisplayString,

				xfsCIMStatusNumberSubDevices

					Integer32,

				xfsCIMStatusDevice

					IxfsMIBDeviceStatus,

				xfsCIMStatusSafeDoor

					IxfsCIMSafeDoorStatus,

				xfsCIMStatusAcceptor

					IxfsCIMAcceptorStatus,

				xfsCIMStatusIntermediateStacker

					IxfsCIMIntermediateStackerStatus,

				xfsCIMStatusStackerItems

					IxfsCIMStackerItemsStatus,

				xfsCIMStatusBankNoteReader

					IxfsCIMBankNoteReaderStatus,

				xfsCIMStatusDropBox

					TruthValue,

				xfsCIMStatusShutterInputCenter

					IxfsCIMShutterStatus,

				xfsCIMStatusPositionInputCenter

					IxfsCIMPositionStatus,

				xfsCIMStatusTransportInputCenter

					IxfsCIMTransportStatus,

				xfsCIMStatusTransportItemsInputCenter

					IxfsCIMTransportItemsStatus,

				xfsCIMStatusShutterInputLeft

					IxfsCIMShutterStatus,

				xfsCIMStatusPositionInputLeft

					IxfsCIMPositionStatus,

				xfsCIMStatusTransportInputLeft

					IxfsCIMTransportStatus,

				xfsCIMStatusTransportItemsInputLeft

					IxfsCIMTransportItemsStatus,

				xfsCIMStatusShutterInputRight

					IxfsCIMShutterStatus,

				xfsCIMStatusPositionInputRight

					IxfsCIMPositionStatus,

				xfsCIMStatusTransportInputRight

					IxfsCIMTransportStatus,

				xfsCIMStatusTransportItemsInputRight

					IxfsCIMTransportItemsStatus,

				xfsCIMStatusShutterInputTop

					IxfsCIMShutterStatus,

				xfsCIMStatusPositionInputTop

					IxfsCIMPositionStatus,

				xfsCIMStatusTransportInputTop

					IxfsCIMTransportStatus,

				xfsCIMStatusTransportItemsInputTop

					IxfsCIMTransportItemsStatus,

				xfsCIMStatusShutterInputBottom

					IxfsCIMShutterStatus,

				xfsCIMStatusPositionInputBottom

					IxfsCIMPositionStatus,

				xfsCIMStatusTransportInputBottom

					IxfsCIMTransportStatus,

				xfsCIMStatusTransportItemsInputBottom

					IxfsCIMTransportItemsStatus,

				xfsCIMStatusShutterInputFront

					IxfsCIMShutterStatus,

				xfsCIMStatusPositionInputFront

					IxfsCIMPositionStatus,

				xfsCIMStatusTransportInputFront

					IxfsCIMTransportStatus,

				xfsCIMStatusTransportItemsInputFront

					IxfsCIMTransportItemsStatus,

				xfsCIMStatusShutterInputRear

					IxfsCIMShutterStatus,

				xfsCIMStatusPositionInputRear

					IxfsCIMPositionStatus,

				xfsCIMStatusTransportInputRear

					IxfsCIMTransportStatus,

				xfsCIMStatusTransportItemsInputRear

					IxfsCIMTransportItemsStatus,

				xfsCIMStatusShutterOutputCenter

					IxfsCIMShutterStatus,

				xfsCIMStatusPositionOutputCenter

					IxfsCIMPositionStatus,

				xfsCIMStatusTransportOutputCenter

					IxfsCIMTransportStatus,

				xfsCIMStatusTransportItemsOutputCenter

					IxfsCIMTransportItemsStatus,

				xfsCIMStatusShutterOutputLeft

					IxfsCIMShutterStatus,

				xfsCIMStatusPositionOutputLeft

					IxfsCIMPositionStatus,

				xfsCIMStatusTransportOutputLeft

					IxfsCIMTransportStatus,

				xfsCIMStatusTransportItemsOutputLeft

					IxfsCIMTransportItemsStatus,

				xfsCIMStatusShutterOutputRight

					IxfsCIMShutterStatus,

				xfsCIMStatusPositionOutputRight

					IxfsCIMPositionStatus,

				xfsCIMStatusTransportOutputRight

					IxfsCIMTransportStatus,

				xfsCIMStatusTransportItemsOutputRight

					IxfsCIMTransportItemsStatus,

				xfsCIMStatusShutterOutputTop

					IxfsCIMShutterStatus,

				xfsCIMStatusPositionOutputTop

					IxfsCIMPositionStatus,

				xfsCIMStatusTransportOutputTop

					IxfsCIMTransportStatus,

				xfsCIMStatusTransportItemsOutputTop

					IxfsCIMTransportItemsStatus,

				xfsCIMStatusShutterOutputBottom

					IxfsCIMShutterStatus,

				xfsCIMStatusPositionOutputBottom

					IxfsCIMPositionStatus,

				xfsCIMStatusTransportOutputBottom

					IxfsCIMTransportStatus,

				xfsCIMStatusTransportItemsOutputBottom

					IxfsCIMTransportItemsStatus,

				xfsCIMStatusShutterOutputFront

					IxfsCIMShutterStatus,

				xfsCIMStatusPositionOutputFront

					IxfsCIMPositionStatus,

				xfsCIMStatusTransportOutputFront

					IxfsCIMTransportStatus,

				xfsCIMStatusTransportItemsOutputFront

					IxfsCIMTransportItemsStatus,

				xfsCIMStatusShutterOutputRear

					IxfsCIMShutterStatus,

				xfsCIMStatusPositionOutputRear

					IxfsCIMPositionStatus,

				xfsCIMStatusTransportOutputRear

					IxfsCIMTransportStatus,

				xfsCIMStatusTransportItemsOutputRear

					IxfsCIMTransportItemsStatus,

				xfsCIMStatusGuidancePosInputLeft

					Integer32,

				xfsCIMStatusGuidancePosInputRight

					Integer32,

				xfsCIMStatusGuidancePosInputCenter

					Integer32,

				xfsCIMStatusGuidancePosInputTop

					Integer32,

				xfsCIMStatusGuidancePosInputBottom

					Integer32,

				xfsCIMStatusGuidancePosInputFront

					Integer32,

				xfsCIMStatusGuidancePosInputRear

					Integer32,

				xfsCIMStatusGuidancePosOutputLeft

					Integer32,

				xfsCIMStatusGuidancePosOutputRight

					Integer32,

				xfsCIMStatusGuidancePosOutputCenter

					Integer32,

				xfsCIMStatusGuidancePosOutputTop

					Integer32,

				xfsCIMStatusGuidancePosOutputBottom

					Integer32,

				xfsCIMStatusGuidancePosOutputFront

					Integer32,

				xfsCIMStatusGuidancePosOutputRear

					Integer32,

				xfsCIMStatusDevicePosition

					IxfsCIMDevicePositionStatus,

				xfsCIMStatusPowerSaveRecoveryTime

					Integer32,

				xfsCIMStatusExtraStatus

					OCTET STRING

			 }



		-- 1.3.6.1.4.1.16213.2.13.1.2.1.1

		xfsCIMStatusManagedServiceName OBJECT-TYPE

			SYNTAX DisplayString

			MAX-ACCESS read-only

			STATUS current

			DESCRIPTION

				"Instance identifier of the managed service."

			::= { xfsCIMStatusEntry 1 }



		

		-- 1.3.6.1.4.1.16213.2.13.1.2.1.2

		xfsCIMStatusNumberSubDevices OBJECT-TYPE

			SYNTAX Integer32

			MAX-ACCESS read-only

			STATUS current

			DESCRIPTION

				"Number of sub devices supported by the CIM device."

			::= { xfsCIMStatusEntry 2 }



		

		-- 1.3.6.1.4.1.16213.2.13.1.2.1.3

		xfsCIMStatusDevice OBJECT-TYPE

			SYNTAX IxfsMIBDeviceStatus

			MAX-ACCESS read-only

			STATUS current

			DESCRIPTION

				"Device status."

			::= { xfsCIMStatusEntry 3 }



		

		-- 1.3.6.1.4.1.16213.2.13.1.2.1.4

		xfsCIMStatusSafeDoor OBJECT-TYPE

			SYNTAX IxfsCIMSafeDoorStatus

			MAX-ACCESS read-only

			STATUS current

			DESCRIPTION

				"Safedoor Status.

				xfsCIMSafeDoorNotSupported(2),

				xfsCIMSafeDoorOpen(3),

				xfsCIMSafeDoorClosed(4),

				xfsCIMSafeDoorUnknown(5)."

			::= { xfsCIMStatusEntry 4 }



		

		-- 1.3.6.1.4.1.16213.2.13.1.2.1.5

		xfsCIMStatusAcceptor OBJECT-TYPE

			SYNTAX IxfsCIMAcceptorStatus

			MAX-ACCESS read-only

			STATUS current

			DESCRIPTION

				"Acceptor Status.

				xfsCIMAcceptor OK(1),

				xfsCIMAcceptor CUState(2),

				xfsCIMAcceptor CUStop(3),

				xfsCIMAcceptor CUUnknown(4)."

			::= { xfsCIMStatusEntry 5 }



		

		-- 1.3.6.1.4.1.16213.2.13.1.2.1.6

		xfsCIMStatusIntermediateStacker OBJECT-TYPE

			SYNTAX IxfsCIMIntermediateStackerStatus

			MAX-ACCESS read-only

			STATUS current

			DESCRIPTION

				"Intermediate Stacker Status.

				xfsCIMISEmpty(1),

				xfsCIMISNotEmpty(2),

				xfsCIMISFull(3),

				xfsCIMISUnknown(5),

				xfsCIMISNotSupported(6)."

			::= { xfsCIMStatusEntry 6 }



		

		-- 1.3.6.1.4.1.16213.2.13.1.2.1.7

		xfsCIMStatusStackerItems OBJECT-TYPE

			SYNTAX IxfsCIMStackerItemsStatus

			MAX-ACCESS read-only

			STATUS current

			DESCRIPTION

				"Status of items on the intermediate stacker.

				xfsCIMCustomerAccess(1),

				xfsCIMNoCustomerAccess (2),

				xfsCIMAccessUnknown(3),

				xfsCIMNoItems(5)."

			::= { xfsCIMStatusEntry 7 }



		

		-- 1.3.6.1.4.1.16213.2.13.1.2.1.8

		xfsCIMStatusBankNoteReader OBJECT-TYPE

			SYNTAX IxfsCIMBankNoteReaderStatus

			MAX-ACCESS read-only

			STATUS current

			DESCRIPTION

				"Status of  the Bank Note Reader.

				xfsCIMBNROK(1),

				xfsCIMBNRINOP (2),

				xfsCIMBNRUnknown(3),

				xfsCIMBNRNotSupported(4)."

			::= { xfsCIMStatusEntry 8 }



		

		-- 1.3.6.1.4.1.16213.2.13.1.2.1.9

		xfsCIMStatusDropBox OBJECT-TYPE

			SYNTAX TruthValue

			MAX-ACCESS read-only

			STATUS current

			DESCRIPTION

				"Status of  the Drop Box. "

			::= { xfsCIMStatusEntry 9 }



		

		-- 1.3.6.1.4.1.16213.2.13.1.2.1.10

		xfsCIMStatusShutterInputCenter OBJECT-TYPE

			SYNTAX IxfsCIMShutterStatus

			MAX-ACCESS read-only

			STATUS current

			DESCRIPTION

				"Status of the shutter of center input position.

				xfsCIMShtClosed(1),

				xfsCIMShtOpen(2),

				xfsCIMShtJammed(3), 

				xfsCIMShtUnknown(4),

				xfsCIMShtNotSupported(5)."

			::= { xfsCIMStatusEntry 10 }



		

		-- 1.3.6.1.4.1.16213.2.13.1.2.1.11

		xfsCIMStatusPositionInputCenter OBJECT-TYPE

			SYNTAX IxfsCIMPositionStatus

			MAX-ACCESS read-only

			STATUS current

			DESCRIPTION

				"Status of the cash tray of the center input position.

				xfsCIMPSEmpty(1),

				xfsCIMPSNotEmpty(2),

				xfsCIMPSUnknown(3),

				xfsCIMPSNotSupported(4),

				xfsCIMPSForeignItems(5)."

			::= { xfsCIMStatusEntry 11 }



		

		-- 1.3.6.1.4.1.16213.2.13.1.2.1.12

		xfsCIMStatusTransportInputCenter OBJECT-TYPE

			SYNTAX IxfsCIMTransportStatus

			MAX-ACCESS read-only

			STATUS current

			DESCRIPTION

				"Status of the transport of the center input position.

				xfsCIMTPOK(1),

				xfsCIMTPInop(2),

				xfsCIMTPUnknown(3),

				xfsCIMTPNotSupported(4)."

			::= { xfsCIMStatusEntry 12 }



		

		-- 1.3.6.1.4.1.16213.2.13.1.2.1.13

		xfsCIMStatusTransportItemsInputCenter OBJECT-TYPE

			SYNTAX IxfsCIMTransportItemsStatus

			MAX-ACCESS read-only

			STATUS current

			DESCRIPTION

				"Status of the items on the transport of the center input position.

				xfsCIMTPStatEmpty(1),

				xfsCIMTPStatNotEmpty(2),

				xfsCIMTPStatNotEmptyCust(3),

				xfsCIMTPStatNotEmptyUnk(4),

				xfsCIMTPStatNotSupported(5)."

			::= { xfsCIMStatusEntry 13 }



		

		-- 1.3.6.1.4.1.16213.2.13.1.2.1.14

		xfsCIMStatusShutterInputLeft OBJECT-TYPE

			SYNTAX IxfsCIMShutterStatus

			MAX-ACCESS read-only

			STATUS current

			DESCRIPTION

				"Status of the shutter of left input position.

				xfsCIMShtClosed(1),

				xfsCIMShtOpen(2),

				xfsCIMShtJammed(3), 

				xfsCIMShtUnknown(4),

				xfsCIMShtNotSupported(5)."

			::= { xfsCIMStatusEntry 14 }



		

		-- 1.3.6.1.4.1.16213.2.13.1.2.1.15

		xfsCIMStatusPositionInputLeft OBJECT-TYPE

			SYNTAX IxfsCIMPositionStatus

			MAX-ACCESS read-only

			STATUS current

			DESCRIPTION

				"Status of the cash tray of the Left input position.

				xfsCIMPSEmpty(1),

				xfsCIMPSNotEmpty(2),

				xfsCIMPSUnknown(3),

				xfsCIMPSNotSupported(4),

				xfsCIMPSForeignItems(5)."

			::= { xfsCIMStatusEntry 15 }



		

		-- 1.3.6.1.4.1.16213.2.13.1.2.1.16

		xfsCIMStatusTransportInputLeft OBJECT-TYPE

			SYNTAX IxfsCIMTransportStatus

			MAX-ACCESS read-only

			STATUS current

			DESCRIPTION

				"Status of the transport of the Left input position.

				xfsCIMTPOK(1),

				xfsCIMTPInop(2),

				xfsCIMTPUnknown(3),

				xfsCIMTPNotSupported(4)."

			::= { xfsCIMStatusEntry 16 }



		

		-- 1.3.6.1.4.1.16213.2.13.1.2.1.17

		xfsCIMStatusTransportItemsInputLeft OBJECT-TYPE

			SYNTAX IxfsCIMTransportItemsStatus

			MAX-ACCESS read-only

			STATUS current

			DESCRIPTION

				"Status of the items on the transport of the Left input position.

				xfsCIMTPStatEmpty(1),

				xfsCIMTPStatNotEmpty(2),

				xfsCIMTPStatNotEmptyCust(3),

				xfsCIMTPStatNotEmptyUnk(4),

				xfsCIMTPStatNotSupported(5)."

			::= { xfsCIMStatusEntry 17 }



		

		-- 1.3.6.1.4.1.16213.2.13.1.2.1.18

		xfsCIMStatusShutterInputRight OBJECT-TYPE

			SYNTAX IxfsCIMShutterStatus

			MAX-ACCESS read-only

			STATUS current

			DESCRIPTION

				"Status of the shutter of Right input position.

				xfsCIMShtClosed(1),

				xfsCIMShtOpen(2),

				xfsCIMShtJammed(3), 

				xfsCIMShtUnknown(4),

				xfsCIMShtNotSupported(5)."

			::= { xfsCIMStatusEntry 18 }



		

		-- 1.3.6.1.4.1.16213.2.13.1.2.1.19

		xfsCIMStatusPositionInputRight OBJECT-TYPE

			SYNTAX IxfsCIMPositionStatus

			MAX-ACCESS read-only

			STATUS current

			DESCRIPTION

				"Status of the cash tray of the Right input position.

				xfsCIMPSEmpty(1),

				xfsCIMPSNotEmpty(2),

				xfsCIMPSUnknown(3) ,

				xfsCIMPSNotSupported(4),

				xfsCIMPSForeignItems(5)."

			::= { xfsCIMStatusEntry 19 }



		

		-- 1.3.6.1.4.1.16213.2.13.1.2.1.20

		xfsCIMStatusTransportInputRight OBJECT-TYPE

			SYNTAX IxfsCIMTransportStatus

			MAX-ACCESS read-only

			STATUS current

			DESCRIPTION

				"Status of the transport of the Right input position.

				xfsCIMTPOK(1),

				xfsCIMTPInop(2),

				xfsCIMTPUnknown(3),

				xfsCIMTPNotSupported(4)."

			::= { xfsCIMStatusEntry 20 }



		

		-- 1.3.6.1.4.1.16213.2.13.1.2.1.21

		xfsCIMStatusTransportItemsInputRight OBJECT-TYPE

			SYNTAX IxfsCIMTransportItemsStatus

			MAX-ACCESS read-only

			STATUS current

			DESCRIPTION

				"Status of the items on the transport of the Right input position.

				xfsCIMTPStatEmpty(1),

				xfsCIMTPStatNotEmpty(2),

				xfsCIMTPStatNotEmptyCust(3),

				xfsCIMTPStatNotEmptyUnk(4),

				xfsCIMTPStatNotSupported(5)."

			::= { xfsCIMStatusEntry 21 }



		

		-- 1.3.6.1.4.1.16213.2.13.1.2.1.22

		xfsCIMStatusShutterInputTop OBJECT-TYPE

			SYNTAX IxfsCIMShutterStatus

			MAX-ACCESS read-only

			STATUS current

			DESCRIPTION

				"Status of the shutter of top input position.

				xfsCIMShtClosed(1),

				xfsCIMShtOpen(2),

				xfsCIMShtJammed(3), 

				xfsCIMShtUnknown(4),

				xfsCIMShtNotSupported(5)."

			::= { xfsCIMStatusEntry 22 }



		

		-- 1.3.6.1.4.1.16213.2.13.1.2.1.23

		xfsCIMStatusPositionInputTop OBJECT-TYPE

			SYNTAX IxfsCIMPositionStatus

			MAX-ACCESS read-only

			STATUS current

			DESCRIPTION

				"Status of the cash tray of the top input position.

				xfsCIMPSEmpty(1),

				xfsCIMPSNotEmpty(2),

				xfsCIMPSUnknown(3) ,

				xfsCIMPSNotSupported(4),

				xfsCIMPSForeignItems(5)."

			::= { xfsCIMStatusEntry 23 }



		

		-- 1.3.6.1.4.1.16213.2.13.1.2.1.24

		xfsCIMStatusTransportInputTop OBJECT-TYPE

			SYNTAX IxfsCIMTransportStatus

			MAX-ACCESS read-only

			STATUS current

			DESCRIPTION

				"Status of the transport of the top input position.

				xfsCIMTPOK(1),

				xfsCIMTPInop(2),

				xfsCIMTPUnknown(3),

				xfsCIMTPNotSupported(4)."

			::= { xfsCIMStatusEntry 24 }



		

		-- 1.3.6.1.4.1.16213.2.13.1.2.1.25

		xfsCIMStatusTransportItemsInputTop OBJECT-TYPE

			SYNTAX IxfsCIMTransportItemsStatus

			MAX-ACCESS read-only

			STATUS current

			DESCRIPTION

				"Status of the items on the transport of the top input position.

				xfsCIMTPStatEmpty(1),

				xfsCIMTPStatNotEmpty(2),

				xfsCIMTPStatNotEmptyCust(3),

				xfsCIMTPStatNotEmptyUnk(4),

				xfsCIMTPStatNotSupported(5)."

			::= { xfsCIMStatusEntry 25 }



		

		-- 1.3.6.1.4.1.16213.2.13.1.2.1.26

		xfsCIMStatusShutterInputBottom OBJECT-TYPE

			SYNTAX IxfsCIMShutterStatus

			MAX-ACCESS read-only

			STATUS current

			DESCRIPTION

				"Status of the shutter of Bottom input position.

				xfsCIMShtClosed(1),

				xfsCIMShtOpen(2),

				xfsCIMShtJammed(3), 

				xfsCIMShtUnknown(4),

				xfsCIMShtNotSupported(5)."

			::= { xfsCIMStatusEntry 26 }



		

		-- 1.3.6.1.4.1.16213.2.13.1.2.1.27

		xfsCIMStatusPositionInputBottom OBJECT-TYPE

			SYNTAX IxfsCIMPositionStatus

			MAX-ACCESS read-only

			STATUS current

			DESCRIPTION

				"Status of the cash tray of the Bottom input position.

				xfsCIMPSEmpty(1),

				xfsCIMPSNotEmpty(2),

				xfsCIMPSUnknown(3) ,

				xfsCIMPSNotSupported(4),

				xfsCIMPSForeignItems(5)."

			::= { xfsCIMStatusEntry 27 }



		

		-- 1.3.6.1.4.1.16213.2.13.1.2.1.28

		xfsCIMStatusTransportInputBottom OBJECT-TYPE

			SYNTAX IxfsCIMTransportStatus

			MAX-ACCESS read-only

			STATUS current

			DESCRIPTION

				"Status of the transport of the Bottom input position.

				xfsCIMTPOK(1),

				xfsCIMTPInop(2),

				xfsCIMTPUnknown(3),

				xfsCIMTPNotSupported(4)."

			::= { xfsCIMStatusEntry 28 }



		

		-- 1.3.6.1.4.1.16213.2.13.1.2.1.29

		xfsCIMStatusTransportItemsInputBottom OBJECT-TYPE

			SYNTAX IxfsCIMTransportItemsStatus

			MAX-ACCESS read-only

			STATUS current

			DESCRIPTION

				"Status of the items on the transport of the Bottom input position.

				xfsCIMTPStatEmpty(1),

				xfsCIMTPStatNotEmpty(2),

				xfsCIMTPStatNotEmptyCust(3),

				xfsCIMTPStatNotEmptyUnk(4),

				xfsCIMTPStatNotSupported(5)."

			::= { xfsCIMStatusEntry 29 }



		

		-- 1.3.6.1.4.1.16213.2.13.1.2.1.30

		xfsCIMStatusShutterInputFront OBJECT-TYPE

			SYNTAX IxfsCIMShutterStatus

			MAX-ACCESS read-only

			STATUS current

			DESCRIPTION

				"Status of the shutter of Front input position.

				xfsCIMShtClosed(1),

				xfsCIMShtOpen(2),

				xfsCIMShtJammed(3), 

				xfsCIMShtUnknown(4),

				xfsCIMShtNotSupported(5)."

			::= { xfsCIMStatusEntry 30 }



		

		-- 1.3.6.1.4.1.16213.2.13.1.2.1.31

		xfsCIMStatusPositionInputFront OBJECT-TYPE

			SYNTAX IxfsCIMPositionStatus

			MAX-ACCESS read-only

			STATUS current

			DESCRIPTION

				"Status of the cash tray of the Front input position.

				xfsCIMPSEmpty(1),

				xfsCIMPSNotEmpty(2),

				xfsCIMPSUnknown(3) ,

				xfsCIMPSNotSupported(4),

				xfsCIMPSForeignItems(5)."

			::= { xfsCIMStatusEntry 31 }



		

		-- 1.3.6.1.4.1.16213.2.13.1.2.1.32

		xfsCIMStatusTransportInputFront OBJECT-TYPE

			SYNTAX IxfsCIMTransportStatus

			MAX-ACCESS read-only

			STATUS current

			DESCRIPTION

				"Status of the transport of the Front input position.

				xfsCIMTPOK(1),

				xfsCIMTPInop(2),

				xfsCIMTPUnknown(3),

				xfsCIMTPNotSupported(4)."

			::= { xfsCIMStatusEntry 32 }



		

		-- 1.3.6.1.4.1.16213.2.13.1.2.1.33

		xfsCIMStatusTransportItemsInputFront OBJECT-TYPE

			SYNTAX IxfsCIMTransportItemsStatus

			MAX-ACCESS read-only

			STATUS current

			DESCRIPTION

				"Status of the items on the transport of the front input position.

				xfsCIMTPStatEmpty(1),

				xfsCIMTPStatNotEmpty(2),

				xfsCIMTPStatNotEmptyCust(3),

				xfsCIMTPStatNotEmptyUnk(4),

				xfsCIMTPStatNotSupported(5)."

			::= { xfsCIMStatusEntry 33 }



		

		-- 1.3.6.1.4.1.16213.2.13.1.2.1.34

		xfsCIMStatusShutterInputRear OBJECT-TYPE

			SYNTAX IxfsCIMShutterStatus

			MAX-ACCESS read-only

			STATUS current

			DESCRIPTION

				"Status of the shutter of Rear input position.

				xfsCIMShtClosed(1),

				xfsCIMShtOpen(2),

				xfsCIMShtJammed(3), 

				xfsCIMShtUnknown(4),

				xfsCIMShtNotSupported(5)."

			::= { xfsCIMStatusEntry 34 }



		

		-- 1.3.6.1.4.1.16213.2.13.1.2.1.35

		xfsCIMStatusPositionInputRear OBJECT-TYPE

			SYNTAX IxfsCIMPositionStatus

			MAX-ACCESS read-only

			STATUS current

			DESCRIPTION

				"Status of the cash tray of the Rear input position.

				xfsCIMPSEmpty(1),

				xfsCIMPSNotEmpty(2),

				xfsCIMPSUnknown(3), ,

				xfsCIMPSNotSupported(4),

				xfsCIMPSForeignItems(5)."

			::= { xfsCIMStatusEntry 35 }



		

		-- 1.3.6.1.4.1.16213.2.13.1.2.1.36

		xfsCIMStatusTransportInputRear OBJECT-TYPE

			SYNTAX IxfsCIMTransportStatus

			MAX-ACCESS read-only

			STATUS current

			DESCRIPTION

				"Status of the transport of the Rear input position.

				xfsCIMTPOK(1),

				xfsCIMTPInop(2),

				xfsCIMTPUnknown(3),

				xfsCIMTPNotSupported(4)."

			::= { xfsCIMStatusEntry 36 }



		

		-- 1.3.6.1.4.1.16213.2.13.1.2.1.37

		xfsCIMStatusTransportItemsInputRear OBJECT-TYPE

			SYNTAX IxfsCIMTransportItemsStatus

			MAX-ACCESS read-only

			STATUS current

			DESCRIPTION

				"Status of the items on the transport of the rear input position.

				xfsCIMTPStatEmpty(1),

				xfsCIMTPStatNotEmpty(2),

				xfsCIMTPStatNotEmptyCust(3),

				xfsCIMTPStatNotEmptyUnk(4),

				xfsCIMTPStatNotSupported(5)."

			::= { xfsCIMStatusEntry 37 }



		

		-- 1.3.6.1.4.1.16213.2.13.1.2.1.38

		xfsCIMStatusShutterOutputCenter OBJECT-TYPE

			SYNTAX IxfsCIMShutterStatus

			MAX-ACCESS read-only

			STATUS current

			DESCRIPTION

				"Status of the shutter of center Output position.

				xfsCIMShtClosed(1),

				xfsCIMShtOpen(2),

				xfsCIMShtJammed(3), 

				xfsCIMShtUnknown(4),

				xfsCIMShtNotSupported(5)."

			::= { xfsCIMStatusEntry 38 }



		

		-- 1.3.6.1.4.1.16213.2.13.1.2.1.39

		xfsCIMStatusPositionOutputCenter OBJECT-TYPE

			SYNTAX IxfsCIMPositionStatus

			MAX-ACCESS read-only

			STATUS current

			DESCRIPTION

				"Status of the cash tray of the center Output position.

				xfsCIMPSEmpty(1),

				xfsCIMPSNotEmpty(2),

				xfsCIMPSUnknown(3) ,

				xfsCIMPSNotSupported(4),

				xfsCIMPSForeignItems(5)."

			::= { xfsCIMStatusEntry 39 }



		

		-- 1.3.6.1.4.1.16213.2.13.1.2.1.40

		xfsCIMStatusTransportOutputCenter OBJECT-TYPE

			SYNTAX IxfsCIMTransportStatus

			MAX-ACCESS read-only

			STATUS current

			DESCRIPTION

				"Status of the transport of the center Output position.

				xfsCIMTPOK(1),

				xfsCIMTPInop(2),

				xfsCIMTPUnknown(3),

				xfsCIMTPNotSupported(4)."

			::= { xfsCIMStatusEntry 40 }



		

		-- 1.3.6.1.4.1.16213.2.13.1.2.1.41

		xfsCIMStatusTransportItemsOutputCenter OBJECT-TYPE

			SYNTAX IxfsCIMTransportItemsStatus

			MAX-ACCESS read-only

			STATUS current

			DESCRIPTION

				"Status of the items on the transport of the center Output position.

				xfsCIMTPStatEmpty(1),

				xfsCIMTPStatNotEmpty(2),

				xfsCIMTPStatNotEmptyCust(3),

				xfsCIMTPStatNotEmptyUnk(4),

				xfsCIMTPStatNotSupported(5)."

			::= { xfsCIMStatusEntry 41 }



		

		-- 1.3.6.1.4.1.16213.2.13.1.2.1.42

		xfsCIMStatusShutterOutputLeft OBJECT-TYPE

			SYNTAX IxfsCIMShutterStatus

			MAX-ACCESS read-only

			STATUS current

			DESCRIPTION

				"Status of the shutter of left Output position.

				xfsCIMShtClosed(1),

				xfsCIMShtOpen(2),

				xfsCIMShtJammed(3), 

				xfsCIMShtUnknown(4),

				xfsCIMShtNotSupported(5)."

			::= { xfsCIMStatusEntry 42 }



		

		-- 1.3.6.1.4.1.16213.2.13.1.2.1.43

		xfsCIMStatusPositionOutputLeft OBJECT-TYPE

			SYNTAX IxfsCIMPositionStatus

			MAX-ACCESS read-only

			STATUS current

			DESCRIPTION

				"Status of the cash tray of the Left Output position.

				xfsCIMPSEmpty(1),

				xfsCIMPSNotEmpty(2),

				xfsCIMPSUnknown(3) ,

				xfsCIMPSNotSupported(4),

				xfsCIMPSForeignItems(5)."

			::= { xfsCIMStatusEntry 43 }



		

		-- 1.3.6.1.4.1.16213.2.13.1.2.1.44

		xfsCIMStatusTransportOutputLeft OBJECT-TYPE

			SYNTAX IxfsCIMTransportStatus

			MAX-ACCESS read-only

			STATUS current

			DESCRIPTION

				"Status of the transport of the Left Output position.

				xfsCIMTPOK(1),

				xfsCIMTPInop(2),

				xfsCIMTPUnknown(3),

				xfsCIMTPNotSupported(4)."

			::= { xfsCIMStatusEntry 44 }



		

		-- 1.3.6.1.4.1.16213.2.13.1.2.1.45

		xfsCIMStatusTransportItemsOutputLeft OBJECT-TYPE

			SYNTAX IxfsCIMTransportItemsStatus

			MAX-ACCESS read-only

			STATUS current

			DESCRIPTION

				"Status of the items on the transport of the Left Output position.

				xfsCIMTPStatEmpty(1),

				xfsCIMTPStatNotEmpty(2),

				xfsCIMTPStatNotEmptyCust(3),

				xfsCIMTPStatNotEmptyUnk(4),

				xfsCIMTPStatNotSupported(5)."

			::= { xfsCIMStatusEntry 45 }



		

		-- 1.3.6.1.4.1.16213.2.13.1.2.1.46

		xfsCIMStatusShutterOutputRight OBJECT-TYPE

			SYNTAX IxfsCIMShutterStatus

			MAX-ACCESS read-only

			STATUS current

			DESCRIPTION

				"Status of the shutter of Right Output position.

				xfsCIMShtClosed(1),

				xfsCIMShtOpen(2),

				xfsCIMShtJammed(3), 

				xfsCIMShtUnknown(4),

				xfsCIMShtNotSupported(5)."

			::= { xfsCIMStatusEntry 46 }



		

		-- 1.3.6.1.4.1.16213.2.13.1.2.1.47

		xfsCIMStatusPositionOutputRight OBJECT-TYPE

			SYNTAX IxfsCIMPositionStatus

			MAX-ACCESS read-only

			STATUS current

			DESCRIPTION

				"Status of the cash tray of the Right Output position.

				xfsCIMPSEmpty(1),

				xfsCIMPSNotEmpty(2),

				xfsCIMPSUnknown(3) ,

				xfsCIMPSNotSupported(4),

				xfsCIMPSForeignItems(5)."

			::= { xfsCIMStatusEntry 47 }



		

		-- 1.3.6.1.4.1.16213.2.13.1.2.1.48

		xfsCIMStatusTransportOutputRight OBJECT-TYPE

			SYNTAX IxfsCIMTransportStatus

			MAX-ACCESS read-only

			STATUS current

			DESCRIPTION

				"Status of the transport of the Right Output position.

				xfsCIMTPOK(1),

				xfsCIMTPInop(2),

				xfsCIMTPUnknown(3),

				xfsCIMTPNotSupported(4)."

			::= { xfsCIMStatusEntry 48 }



		

		-- 1.3.6.1.4.1.16213.2.13.1.2.1.49

		xfsCIMStatusTransportItemsOutputRight OBJECT-TYPE

			SYNTAX IxfsCIMTransportItemsStatus

			MAX-ACCESS read-only

			STATUS current

			DESCRIPTION

				"Status of the items on the transport of the Right Output position.

				xfsCIMTPStatEmpty(1),

				xfsCIMTPStatNotEmpty(2),

				xfsCIMTPStatNotEmptyCust(3),

				xfsCIMTPStatNotEmptyUnk(4),

				xfsCIMTPStatNotSupported(5)."

			::= { xfsCIMStatusEntry 49 }



		

		-- 1.3.6.1.4.1.16213.2.13.1.2.1.50

		xfsCIMStatusShutterOutputTop OBJECT-TYPE

			SYNTAX IxfsCIMShutterStatus

			MAX-ACCESS read-only

			STATUS current

			DESCRIPTION

				"Status of the shutter of top Output position.

				xfsCIMShtClosed(1),

				xfsCIMShtOpen(2),

				xfsCIMShtJammed(3), 

				xfsCIMShtUnknown(4),

				xfsCIMShtNotSupported(5)."

			::= { xfsCIMStatusEntry 50 }



		

		-- 1.3.6.1.4.1.16213.2.13.1.2.1.51

		xfsCIMStatusPositionOutputTop OBJECT-TYPE

			SYNTAX IxfsCIMPositionStatus

			MAX-ACCESS read-only

			STATUS current

			DESCRIPTION

				"Status of the cash tray of the top Output position.

				xfsCIMPSEmpty(1),

				xfsCIMPSNotEmpty(2),

				xfsCIMPSUnknown(3) ,

				xfsCIMPSNotSupported(4),

				xfsCIMPSForeignItems(5)."

			::= { xfsCIMStatusEntry 51 }



		

		-- 1.3.6.1.4.1.16213.2.13.1.2.1.52

		xfsCIMStatusTransportOutputTop OBJECT-TYPE

			SYNTAX IxfsCIMTransportStatus

			MAX-ACCESS read-only

			STATUS current

			DESCRIPTION

				"Status of the transport of the top Output position.

				xfsCIMTPOK(1),

				xfsCIMTPInop(2),

				xfsCIMTPUnknown(3),

				xfsCIMTPNotSupported(4)."

			::= { xfsCIMStatusEntry 52 }



		

		-- 1.3.6.1.4.1.16213.2.13.1.2.1.53

		xfsCIMStatusTransportItemsOutputTop OBJECT-TYPE

			SYNTAX IxfsCIMTransportItemsStatus

			MAX-ACCESS read-only

			STATUS current

			DESCRIPTION

				"Status of the items on the transport of the top Output position.

				xfsCIMTPStatEmpty(1),

				xfsCIMTPStatNotEmpty(2),

				xfsCIMTPStatNotEmptyCust(3),

				xfsCIMTPStatNotEmptyUnk(4),

				xfsCIMTPStatNotSupported(5)."

			::= { xfsCIMStatusEntry 53 }



		

		-- 1.3.6.1.4.1.16213.2.13.1.2.1.54

		xfsCIMStatusShutterOutputBottom OBJECT-TYPE

			SYNTAX IxfsCIMShutterStatus

			MAX-ACCESS read-only

			STATUS current

			DESCRIPTION

				"Status of the shutter of Bottom Output position.

				xfsCIMShtClosed(1),

				xfsCIMShtOpen(2),

				xfsCIMShtJammed(3), 

				xfsCIMShtUnknown(4),

				xfsCIMShtNotSupported(5)."

			::= { xfsCIMStatusEntry 54 }



		

		-- 1.3.6.1.4.1.16213.2.13.1.2.1.55

		xfsCIMStatusPositionOutputBottom OBJECT-TYPE

			SYNTAX IxfsCIMPositionStatus

			MAX-ACCESS read-only

			STATUS current

			DESCRIPTION

				"Status of the cash tray of the Bottom Output position.

				xfsCIMPSEmpty(1),

				xfsCIMPSNotEmpty(2),

				xfsCIMPSUnknown(3),

				xfsCIMPSNotSupported(4),

				xfsCIMPSForeignItems(5)."

			::= { xfsCIMStatusEntry 55 }



		

		-- 1.3.6.1.4.1.16213.2.13.1.2.1.56

		xfsCIMStatusTransportOutputBottom OBJECT-TYPE

			SYNTAX IxfsCIMTransportStatus

			MAX-ACCESS read-only

			STATUS current

			DESCRIPTION

				"Status of the transport of the Bottom Output position.

				xfsCIMTPOK(1),

				xfsCIMTPInop(2),

				xfsCIMTPUnknown(3),

				xfsCIMTPNotSupported(4)."

			::= { xfsCIMStatusEntry 56 }



		

		-- 1.3.6.1.4.1.16213.2.13.1.2.1.57

		xfsCIMStatusTransportItemsOutputBottom OBJECT-TYPE

			SYNTAX IxfsCIMTransportItemsStatus

			MAX-ACCESS read-only

			STATUS current

			DESCRIPTION

				"Status of the items on the transport of the Bottom Output position.

				xfsCIMTPStatEmpty(1),

				xfsCIMTPStatNotEmpty(2),

				xfsCIMTPStatNotEmptyCust(3),

				xfsCIMTPStatNotEmptyUnk(4),

				xfsCIMTPStatNotSupported(5)."

			::= { xfsCIMStatusEntry 57 }



		

		-- 1.3.6.1.4.1.16213.2.13.1.2.1.58

		xfsCIMStatusShutterOutputFront OBJECT-TYPE

			SYNTAX IxfsCIMShutterStatus

			MAX-ACCESS read-only

			STATUS current

			DESCRIPTION

				"Status of the shutter of Front Output position.

				xfsCIMShtClosed(1),

				xfsCIMShtOpen(2),

				xfsCIMShtJammed(3), 

				xfsCIMShtUnknown(4),

				xfsCIMShtNotSupported(5)."

			::= { xfsCIMStatusEntry 58 }



		

		-- 1.3.6.1.4.1.16213.2.13.1.2.1.59

		xfsCIMStatusPositionOutputFront OBJECT-TYPE

			SYNTAX IxfsCIMPositionStatus

			MAX-ACCESS read-only

			STATUS current

			DESCRIPTION

				"Status of the cash tray of the Front Output position.

				xfsCIMPSEmpty(1),

				xfsCIMPSNotEmpty(2),

				xfsCIMPSUnknown(3) ,

				xfsCIMPSNotSupported(4),

				xfsCIMPSForeignItems(5)."

			::= { xfsCIMStatusEntry 59 }



		

		-- 1.3.6.1.4.1.16213.2.13.1.2.1.60

		xfsCIMStatusTransportOutputFront OBJECT-TYPE

			SYNTAX IxfsCIMTransportStatus

			MAX-ACCESS read-only

			STATUS current

			DESCRIPTION

				"Status of the transport of the Front Output position.

				xfsCIMTPOK(1),

				xfsCIMTPInop(2),

				xfsCIMTPUnknown(3),

				xfsCIMTPNotSupported(4)."

			::= { xfsCIMStatusEntry 60 }



		

		-- 1.3.6.1.4.1.16213.2.13.1.2.1.61

		xfsCIMStatusTransportItemsOutputFront OBJECT-TYPE

			SYNTAX IxfsCIMTransportItemsStatus

			MAX-ACCESS read-only

			STATUS current

			DESCRIPTION

				"Status of the items on the transport of the front Output position.

				xfsCIMTPStatEmpty(1),

				xfsCIMTPStatNotEmpty(2),

				xfsCIMTPStatNotEmptyCust(3),

				xfsCIMTPStatNotEmptyUnk(4),

				xfsCIMTPStatNotSupported(5)."

			::= { xfsCIMStatusEntry 61 }



		

		-- 1.3.6.1.4.1.16213.2.13.1.2.1.62

		xfsCIMStatusShutterOutputRear OBJECT-TYPE

			SYNTAX IxfsCIMShutterStatus

			MAX-ACCESS read-only

			STATUS current

			DESCRIPTION

				"Status of the shutter of Rear Output position.

				xfsCIMShtClosed(1),

				xfsCIMShtOpen(2),

				xfsCIMShtJammed(3), 

				xfsCIMShtUnknown(4),

				xfsCIMShtNotSupported(5)."

			::= { xfsCIMStatusEntry 62 }



		

		-- 1.3.6.1.4.1.16213.2.13.1.2.1.63

		xfsCIMStatusPositionOutputRear OBJECT-TYPE

			SYNTAX IxfsCIMPositionStatus

			MAX-ACCESS read-only

			STATUS current

			DESCRIPTION

				"Status of the cash tray of the Rear Output position.

				xfsCIMPSEmpty(1),

				xfsCIMPSNotEmpty(2),

				xfsCIMPSUnknown(3) ,

				xfsCIMPSNotSupported(4),

				xfsCIMPSForeignItems(5)."

			::= { xfsCIMStatusEntry 63 }



		

		-- 1.3.6.1.4.1.16213.2.13.1.2.1.64

		xfsCIMStatusTransportOutputRear OBJECT-TYPE

			SYNTAX IxfsCIMTransportStatus

			MAX-ACCESS read-only

			STATUS current

			DESCRIPTION

				"Status of the transport of the Rear Output position.

				xfsCIMTPOK(1),

				xfsCIMTPInop(2),

				xfsCIMTPUnknown(3),

				xfsCIMTPNotSupported(4)."

			::= { xfsCIMStatusEntry 64 }



		

		-- 1.3.6.1.4.1.16213.2.13.1.2.1.65

		xfsCIMStatusTransportItemsOutputRear OBJECT-TYPE

			SYNTAX IxfsCIMTransportItemsStatus

			MAX-ACCESS read-only

			STATUS current

			DESCRIPTION

				"Status of the items on the transport of the rear Output position.

				xfsCIMTPStatEmpty(1),

				xfsCIMTPStatNotEmpty(2),

				xfsCIMTPStatNotEmptyCust(3),

				xfsCIMTPStatNotEmptyUnk(4),

				xfsCIMTPStatNotSupported(5)."

			::= { xfsCIMStatusEntry 65 }



		

		-- 1.3.6.1.4.1.16213.2.13.1.2.1.66

		xfsCIMStatusGuidancePosInputLeft OBJECT-TYPE

			SYNTAX Integer32

			MAX-ACCESS read-only

			STATUS current

			DESCRIPTION

				"Contains the state of the guidance at left input position."

			::= { xfsCIMStatusEntry 66 }



		

		-- 1.3.6.1.4.1.16213.2.13.1.2.1.67

		xfsCIMStatusGuidancePosInputRight OBJECT-TYPE

			SYNTAX Integer32

			MAX-ACCESS read-only

			STATUS current

			DESCRIPTION

				"Contains the state of the guidance at right input position."

			::= { xfsCIMStatusEntry 67 }



		

		-- 1.3.6.1.4.1.16213.2.13.1.2.1.68

		xfsCIMStatusGuidancePosInputCenter OBJECT-TYPE

			SYNTAX Integer32

			MAX-ACCESS read-only

			STATUS current

			DESCRIPTION

				"Contains the state of the guidance at center input position."

			::= { xfsCIMStatusEntry 68 }



		

		-- 1.3.6.1.4.1.16213.2.13.1.2.1.69

		xfsCIMStatusGuidancePosInputTop OBJECT-TYPE

			SYNTAX Integer32

			MAX-ACCESS read-only

			STATUS current

			DESCRIPTION

				"Contains the state of the guidance at top input position."

			::= { xfsCIMStatusEntry 69 }



		

		-- 1.3.6.1.4.1.16213.2.13.1.2.1.70

		xfsCIMStatusGuidancePosInputBottom OBJECT-TYPE

			SYNTAX Integer32

			MAX-ACCESS read-only

			STATUS current

			DESCRIPTION

				"Contains the state of the guidance at bottom input position."

			::= { xfsCIMStatusEntry 70 }



		

		-- 1.3.6.1.4.1.16213.2.13.1.2.1.71

		xfsCIMStatusGuidancePosInputFront OBJECT-TYPE

			SYNTAX Integer32

			MAX-ACCESS read-only

			STATUS current

			DESCRIPTION

				"Contains the state of the guidance at front input position."

			::= { xfsCIMStatusEntry 71 }



		

		-- 1.3.6.1.4.1.16213.2.13.1.2.1.72

		xfsCIMStatusGuidancePosInputRear OBJECT-TYPE

			SYNTAX Integer32

			MAX-ACCESS read-only

			STATUS current

			DESCRIPTION

				"Contains the state of the guidance at front input position."

			::= { xfsCIMStatusEntry 72 }



		

		-- 1.3.6.1.4.1.16213.2.13.1.2.1.73

		xfsCIMStatusGuidancePosOutputLeft OBJECT-TYPE

			SYNTAX Integer32

			MAX-ACCESS read-only

			STATUS current

			DESCRIPTION

				"Contains the state of the guidance at left output position."

			::= { xfsCIMStatusEntry 73 }



		

		-- 1.3.6.1.4.1.16213.2.13.1.2.1.74

		xfsCIMStatusGuidancePosOutputRight OBJECT-TYPE

			SYNTAX Integer32

			MAX-ACCESS read-only

			STATUS current

			DESCRIPTION

				"Contains the state of the guidance at right output position."

			::= { xfsCIMStatusEntry 74 }



		

		-- 1.3.6.1.4.1.16213.2.13.1.2.1.75

		xfsCIMStatusGuidancePosOutputCenter OBJECT-TYPE

			SYNTAX Integer32

			MAX-ACCESS read-only

			STATUS current

			DESCRIPTION

				"Contains the state of the guidance at center output position."

			::= { xfsCIMStatusEntry 75 }



		

		-- 1.3.6.1.4.1.16213.2.13.1.2.1.76

		xfsCIMStatusGuidancePosOutputTop OBJECT-TYPE

			SYNTAX Integer32

			MAX-ACCESS read-only

			STATUS current

			DESCRIPTION

				"Contains the state of the guidance at top output position."

			::= { xfsCIMStatusEntry 76 }



		

		-- 1.3.6.1.4.1.16213.2.13.1.2.1.77

		xfsCIMStatusGuidancePosOutputBottom OBJECT-TYPE

			SYNTAX Integer32

			MAX-ACCESS read-only

			STATUS current

			DESCRIPTION

				"Contains the state of the guidance at bottom output position."

			::= { xfsCIMStatusEntry 77 }



		

		-- 1.3.6.1.4.1.16213.2.13.1.2.1.78

		xfsCIMStatusGuidancePosOutputFront OBJECT-TYPE

			SYNTAX Integer32

			MAX-ACCESS read-only

			STATUS current

			DESCRIPTION

				"Contains the state of the guidance at front output position."

			::= { xfsCIMStatusEntry 78 }



		

		-- 1.3.6.1.4.1.16213.2.13.1.2.1.79

		xfsCIMStatusGuidancePosOutputRear OBJECT-TYPE

			SYNTAX Integer32

			MAX-ACCESS read-only

			STATUS current

			DESCRIPTION

				"Contains the state of the guidance at rear output position."

			::= { xfsCIMStatusEntry 79 }



		

		-- 1.3.6.1.4.1.16213.2.13.1.2.1.80

		xfsCIMStatusDevicePosition OBJECT-TYPE

			SYNTAX IxfsCIMDevicePositionStatus

			MAX-ACCESS read-only

			STATUS current

			DESCRIPTION

				"Specifies the device position.

				xfsCIMDeviceInPosition(1),

				xfsCIMDeviceNotInPosition(2),

				xfsCIMDevicePosUnknown(3),

				xfsCIMDevicePosNotSupported(4)."

			::= { xfsCIMStatusEntry 80 }



		

-- IxfsCIMStatusPowerSaveRecoveryTime

		-- 1.3.6.1.4.1.16213.2.13.1.2.1.81

		xfsCIMStatusPowerSaveRecoveryTime OBJECT-TYPE

			SYNTAX Integer32

			MAX-ACCESS read-only

			STATUS current

			DESCRIPTION

				"Specifies the actual number of seconds required by the device to resume its normal operational state from the current power saving mode. This value is zero if either the power saving mode has not been activated or no power save control is supported."

			::= { xfsCIMStatusEntry 81 }



		

		-- 1.3.6.1.4.1.16213.2.13.1.2.1.100

		xfsCIMStatusExtraStatus OBJECT-TYPE

			SYNTAX OCTET STRING

			MAX-ACCESS read-only

			STATUS current

			DESCRIPTION

				"Vendor dependent additional device status information."

			::= { xfsCIMStatusEntry 100 }



		

-- ***********************************************************************	

-- CIM Sub Device Status Table                    

--             

-- The ASN.1 prefix for Version 1 of CIM is: 1.3.6.1.4.1.16213.2.13.1.3

-- ***********************************************************************

		-- 1.3.6.1.4.1.16213.2.13.1.3

		xfsCIMSubDeviceTable OBJECT-TYPE

			SYNTAX SEQUENCE OF XfsCIMSubDeviceEntry

			MAX-ACCESS not-accessible

			STATUS current

			DESCRIPTION

				"Define the set of MIB Variables for the CIM status table."

			::= { xfsCIMV1 3 }



		

		-- 1.3.6.1.4.1.16213.2.13.1.3.1

		xfsCIMSubDeviceEntry OBJECT-TYPE

			SYNTAX XfsCIMSubDeviceEntry

			MAX-ACCESS not-accessible

			STATUS current

			DESCRIPTION

				"CIM Sub-Device Status Table Entry."

			INDEX { xfsCIMSubDeviceManagedServiceName, xfsCIMSubDeviceIndex }

			::= { xfsCIMSubDeviceTable 1 }



		

		XfsCIMSubDeviceEntry ::=

			SEQUENCE { 

				xfsCIMSubDeviceManagedServiceName

					DisplayString,

				xfsCIMSubDeviceIndex

					INTEGER,

				xfsCIMSubDeviceCUType

					IxfsCIMCUType,

				xfsCIMSubDeviceCUItemType

					Integer32,

				xfsCIMSubDeviceCULUnitID

					OCTET STRING,

				xfsCIMSubDeviceCUCurrencyID

					OCTET STRING,

				xfsCIMSubDeviceCUValues

					Integer32,

				xfsCIMSubDeviceCUCashInCount

					Integer32,

				xfsCIMSubDeviceCULCount

					Integer32,

				xfsCIMSubDeviceCULMaximum

					Integer32,

				xfsCIMSubDeviceCULogicalStatus

					IxfsCIMCUStatus,

				xfsCIMSubDeviceCUAppLock

					TruthValue,

				xfsCIMSubDeviceCUPhysicalPositionName

					DisplayString,

				xfsCIMSubDeviceCUPUnitID

					OCTET STRING,

				xfsCIMSubDeviceCUPCashInCount

					Integer32,

				xfsCIMSubDeviceCUPCount

					Integer32,

				xfsCIMSubDeviceCUPMaximum

					Integer32,

				xfsCIMSubDeviceCUPhysicalStatus

					IxfsCIMCUStatus,

				xfsCIMSubDeviceCUPHardwareSensors

					TruthValue,

				xfsCIMSubDeviceCUExponent

					Integer32,

				xfsCIMSubDeviceCUPInitialCount

					Integer32,

				xfsCIMSubDeviceCUPDispensedCount

					Integer32,

				xfsCIMSubDeviceCUPPresentedCount

					Integer32,

				xfsCIMSubDeviceCUPRetractedCount

					Integer32,

				xfsCIMSubDeviceCUPRejectCount

					Integer32,

				xfsCIMSubDeviceCUNoteIDs

					Integer32,

				xfsCIMSubDeviceCUCDMType

					Integer32,

				xfsCIMSubDeviceCUName

					Integer32,

				xfsCIMSubDeviceCULInitialCount

					Integer32,

				xfsCIMSubDeviceCULDispensedCount

					Integer32,

				xfsCIMSubDeviceCULPresentedCount

					Integer32,

				xfsCIMSubDeviceCULRetractedCount

					Integer32,

				xfsCIMSubDeviceCULRejectCount

					Integer32,

				xfsCIMSubDeviceCULMinimum

					Integer32,

				xfsCIMSubDeviceExtraStatus

					OCTET STRING,

				xfsCIMSubDeviceCUPExtra

					OCTET STRING

			 }



		-- 1.3.6.1.4.1.16213.2.13.1.3.1.1

		xfsCIMSubDeviceManagedServiceName OBJECT-TYPE

			SYNTAX DisplayString

			MAX-ACCESS read-only

			STATUS current

			DESCRIPTION

				"Instance identifier of the managed service."

			::= { xfsCIMSubDeviceEntry 1 }



		

		-- 1.3.6.1.4.1.16213.2.13.1.3.1.2

		xfsCIMSubDeviceIndex OBJECT-TYPE

			SYNTAX INTEGER (1..65535)

			MAX-ACCESS read-only

			STATUS current

			DESCRIPTION

				"Index into the array of sub devices supported."

			::= { xfsCIMSubDeviceEntry 2 }



		

		-- 1.3.6.1.4.1.16213.2.13.1.3.1.3

		xfsCIMSubDeviceCUType OBJECT-TYPE

			SYNTAX IxfsCIMCUType

			MAX-ACCESS read-only

			STATUS current

			DESCRIPTION

				"Type of cash unit.

				xfsCIMTypeRecycling (2),

				xfsCIMTypeCashIn(3),

				xfsCIMTypeRepContainer (4),

				xfsCIMTypeRetractCassette (5),

				xfsCIMTypeReject(6),

				xfsCIMTypeCDMSpecific(7)."

			::= { xfsCIMSubDeviceEntry 3 }



		

		-- 1.3.6.1.4.1.16213.2.13.1.3.1.4

		xfsCIMSubDeviceCUItemType OBJECT-TYPE

			SYNTAX Integer32

			MAX-ACCESS read-only

			STATUS current

			DESCRIPTION

				"Type of items the cash unit takes.

				These can be a combination of bits as follows:

				Bit 0 set = All(1),

				Bit 1 set = Unfit(2),

				Bit 2 set = Individual(4),

				Bit 3 set = Level3 notes(8),

				Bit 4 set = Level 2 notes(10)."

			::= { xfsCIMSubDeviceEntry 4 }



		

		-- 1.3.6.1.4.1.16213.2.13.1.3.1.5

		xfsCIMSubDeviceCULUnitID OBJECT-TYPE

			SYNTAX OCTET STRING

			MAX-ACCESS read-only

			STATUS current

			DESCRIPTION

				" The Cash Unit Identifier."

			::= { xfsCIMSubDeviceEntry 5 }



		

		-- 1.3.6.1.4.1.16213.2.13.1.3.1.6

		xfsCIMSubDeviceCUCurrencyID OBJECT-TYPE

			SYNTAX OCTET STRING

			MAX-ACCESS read-only

			STATUS current

			DESCRIPTION

				" The ISO format Currency ID."

			::= { xfsCIMSubDeviceEntry 6 }



		

		-- 1.3.6.1.4.1.16213.2.13.1.3.1.7

		xfsCIMSubDeviceCUValues OBJECT-TYPE

			SYNTAX Integer32

			MAX-ACCESS read-only

			STATUS current

			DESCRIPTION

				" The value of a single item in the cash unit."

			::= { xfsCIMSubDeviceEntry 7 }



		

		-- 1.3.6.1.4.1.16213.2.13.1.3.1.8

		xfsCIMSubDeviceCUCashInCount OBJECT-TYPE

			SYNTAX Integer32

			MAX-ACCESS read-only

			STATUS current

			DESCRIPTION

				"Count of items which have entered the cash unit."

			::= { xfsCIMSubDeviceEntry 8 }



		

		-- 1.3.6.1.4.1.16213.2.13.1.3.1.9

		xfsCIMSubDeviceCULCount OBJECT-TYPE

			SYNTAX Integer32

			MAX-ACCESS read-only

			STATUS current

			DESCRIPTION

				"Total number of notes of all types in the cash unit."

			::= { xfsCIMSubDeviceEntry 9 }



		

		-- 1.3.6.1.4.1.16213.2.13.1.3.1.10

		xfsCIMSubDeviceCULMaximum OBJECT-TYPE

			SYNTAX Integer32

			MAX-ACCESS read-only

			STATUS current

			DESCRIPTION

				" Maximum number of notes the Cash Unit can contain before generating an XFS threshold event."

			::= { xfsCIMSubDeviceEntry 10 }



		

		-- 1.3.6.1.4.1.16213.2.13.1.3.1.11

		xfsCIMSubDeviceCULogicalStatus OBJECT-TYPE

			SYNTAX IxfsCIMCUStatus

			MAX-ACCESS read-only

			STATUS current

			DESCRIPTION

				"Status of the cash unit.

				xfsCIMStatCUOK(1),

				xfsCIMStatCUFull(2),

				xfsCIMStatCUHigh(3),

				xfsCIMStatCULow(4),

				xfsCIMStatCUEmpty(5),

				xfsCIMStatCUInop(6), 

				xfsCIMStatCUMissing(7),

				xfsCIMStatCUNoval(8),

				xfsCIMStatCUNoref(9),

				xfsCIMStatCUManip(10)."

			::= { xfsCIMSubDeviceEntry 11 }



		

		-- 1.3.6.1.4.1.16213.2.13.1.3.1.12

		xfsCIMSubDeviceCUAppLock OBJECT-TYPE

			SYNTAX TruthValue

			MAX-ACCESS read-only

			STATUS current

			DESCRIPTION

				"Specifies if the application has locked the Cash Unit."

			::= { xfsCIMSubDeviceEntry 12 }



		

		-- 1.3.6.1.4.1.16213.2.13.1.3.1.13

		xfsCIMSubDeviceCUPhysicalPositionName OBJECT-TYPE

			SYNTAX DisplayString

			MAX-ACCESS read-only

			STATUS current

			DESCRIPTION

				" A name identifiying the physical location of the cash unit within the CIM."

			::= { xfsCIMSubDeviceEntry 13 }



		

		-- 1.3.6.1.4.1.16213.2.13.1.3.1.14

		xfsCIMSubDeviceCUPUnitID OBJECT-TYPE

			SYNTAX OCTET STRING

			MAX-ACCESS read-only

			STATUS current

			DESCRIPTION

				" A string uniquely identifying the physical cash unit."

			::= { xfsCIMSubDeviceEntry 14 }



		

		-- 1.3.6.1.4.1.16213.2.13.1.3.1.15

		xfsCIMSubDeviceCUPCashInCount OBJECT-TYPE

			SYNTAX Integer32

			MAX-ACCESS read-only

			STATUS current

			DESCRIPTION

				" Count of items that have entered the cash in unit."

			::= { xfsCIMSubDeviceEntry 15 }



		

		-- 1.3.6.1.4.1.16213.2.13.1.3.1.16

		xfsCIMSubDeviceCUPCount OBJECT-TYPE

			SYNTAX Integer32

			MAX-ACCESS read-only

			STATUS current

			DESCRIPTION

				" Actual count of items in the physical cash unit."

			::= { xfsCIMSubDeviceEntry 16 }



		

		-- 1.3.6.1.4.1.16213.2.13.1.3.1.17

		xfsCIMSubDeviceCUPMaximum OBJECT-TYPE

			SYNTAX Integer32

			MAX-ACCESS read-only

			STATUS current

			DESCRIPTION

				" Maximum count of items in the physical cash unit."

			::= { xfsCIMSubDeviceEntry 17 }



		

		-- 1.3.6.1.4.1.16213.2.13.1.3.1.18

		xfsCIMSubDeviceCUPhysicalStatus OBJECT-TYPE

			SYNTAX IxfsCIMCUStatus

			MAX-ACCESS read-only

			STATUS current

			DESCRIPTION

				" Supplies the status of the physical cash unit."

			::= { xfsCIMSubDeviceEntry 18 }



		

		-- 1.3.6.1.4.1.16213.2.13.1.3.1.19

		xfsCIMSubDeviceCUPHardwareSensors OBJECT-TYPE

			SYNTAX TruthValue

			MAX-ACCESS read-only

			STATUS current

			DESCRIPTION

				" Specifies whether or not threshold events can be generated based on hardware sensors in the device."

			::= { xfsCIMSubDeviceEntry 19 }



		

		-- 1.3.6.1.4.1.16213.2.13.1.3.1.20

		xfsCIMSubDeviceCUExponent OBJECT-TYPE

			SYNTAX Integer32

			MAX-ACCESS read-only

			STATUS current

			DESCRIPTION

				"The XFS currency exponent."

			::= { xfsCIMSubDeviceEntry 20 }



		

		-- 1.3.6.1.4.1.16213.2.13.1.3.1.21

		xfsCIMSubDeviceCUPInitialCount OBJECT-TYPE

			SYNTAX Integer32

			MAX-ACCESS read-only

			STATUS current

			DESCRIPTION

				"Initial number of items contained in the physical cash unit."

			::= { xfsCIMSubDeviceEntry 21 }



		

		-- 1.3.6.1.4.1.16213.2.13.1.3.1.22

		xfsCIMSubDeviceCUPDispensedCount OBJECT-TYPE

			SYNTAX Integer32

			MAX-ACCESS read-only

			STATUS current

			DESCRIPTION

				"The number of items dispensed from this physical cash unit."

			::= { xfsCIMSubDeviceEntry 22 }



		

		-- 1.3.6.1.4.1.16213.2.13.1.3.1.23

		xfsCIMSubDeviceCUPPresentedCount OBJECT-TYPE

			SYNTAX Integer32

			MAX-ACCESS read-only

			STATUS current

			DESCRIPTION

				"The number of items from this physical cash unit that have been presented to the customer."

			::= { xfsCIMSubDeviceEntry 23 }



		

		-- 1.3.6.1.4.1.16213.2.13.1.3.1.24

		xfsCIMSubDeviceCUPRetractedCount OBJECT-TYPE

			SYNTAX Integer32

			MAX-ACCESS read-only

			STATUS current

			DESCRIPTION

				"The number of items that have been retracted into this physical cash unit."

			::= { xfsCIMSubDeviceEntry 24 }



		

		-- 1.3.6.1.4.1.16213.2.13.1.3.1.25

		xfsCIMSubDeviceCUPRejectCount OBJECT-TYPE

			SYNTAX Integer32

			MAX-ACCESS read-only

			STATUS current

			DESCRIPTION

				"The number of items from this physical cash unit which are in the reject bin."

			::= { xfsCIMSubDeviceEntry 25 }



		

		-- 1.3.6.1.4.1.16213.2.13.1.3.1.26

		xfsCIMSubDeviceCUNoteIDs OBJECT-TYPE

			SYNTAX Integer32

			MAX-ACCESS read-only

			STATUS current

			DESCRIPTION

				"This holds the list of note IDs of the banknotes the cash-in cash unit or recycle unit can take. It is an OCTET STRING with each note ID separated by a NULL terminator, while the field itself is terminated by a double NULL terminator. For example, for a cash unit which can take n number of note IDs, this value will be as follows where <null> is null terminator:

				NoteID1<null>NoteID2<null>……NoteIDn<null><null>

				This field only applies to WFS_CIM_CITYPINDIVIDUAL cassette types. If there are no note IDs defined for the cassette or the cassette is not defined as WFS_CIM_CITYPINDIVIDUAL then the value is as follows where <null> is null terminator:

				<null><null>"

			::= { xfsCIMSubDeviceEntry 26 }



		

		-- 1.3.6.1.4.1.16213.2.13.1.3.1.27

		xfsCIMSubDeviceCUCDMType OBJECT-TYPE

			SYNTAX Integer32

			MAX-ACCESS read-only

			STATUS current

			DESCRIPTION

				"The type of cash unit reported for the corresponding cash unit on the CDM interface. It is a numeric type field. See the CDM MIB specification for details.  For CIM only cash units this value is zero."

			::= { xfsCIMSubDeviceEntry 27 }



		

		-- 1.3.6.1.4.1.16213.2.13.1.3.1.28

		xfsCIMSubDeviceCUName OBJECT-TYPE

			SYNTAX Integer32

			MAX-ACCESS read-only

			STATUS current

			DESCRIPTION

				"An application defined name to help identify the content of the cash unit."

			::= { xfsCIMSubDeviceEntry 28 }



		

		-- 1.3.6.1.4.1.16213.2.13.1.3.1.29

		xfsCIMSubDeviceCULInitialCount OBJECT-TYPE

			SYNTAX Integer32

			MAX-ACCESS read-only

			STATUS current

			DESCRIPTION

				"Initial number of items contained in the logical cash unit. It is a numeric type field."

			::= { xfsCIMSubDeviceEntry 29 }



		

		-- 1.3.6.1.4.1.16213.2.13.1.3.1.30

		xfsCIMSubDeviceCULDispensedCount OBJECT-TYPE

			SYNTAX Integer32

			MAX-ACCESS read-only

			STATUS current

			DESCRIPTION

				"The number of items dispensed from all the physical cash units associated with this logical cash unit."

			::= { xfsCIMSubDeviceEntry 30 }



		

		-- 1.3.6.1.4.1.16213.2.13.1.3.1.31

		xfsCIMSubDeviceCULPresentedCount OBJECT-TYPE

			SYNTAX Integer32

			MAX-ACCESS read-only

			STATUS current

			DESCRIPTION

				"The number of items from all the physical cash units associated with this logical cash unit that have been presented to the customer."

			::= { xfsCIMSubDeviceEntry 31 }



		

		-- 1.3.6.1.4.1.16213.2.13.1.3.1.32

		xfsCIMSubDeviceCULRetractedCount OBJECT-TYPE

			SYNTAX Integer32

			MAX-ACCESS read-only

			STATUS current

			DESCRIPTION

				"The number of items that have been retracted into all physical cash units associated with this logical cash unit."

			::= { xfsCIMSubDeviceEntry 32 }



		

		-- 1.3.6.1.4.1.16213.2.13.1.3.1.33

		xfsCIMSubDeviceCULRejectCount OBJECT-TYPE

			SYNTAX Integer32

			MAX-ACCESS read-only

			STATUS current

			DESCRIPTION

				"The number of items from this logical cash unit which are in the reject bin."

			::= { xfsCIMSubDeviceEntry 33 }



		

		-- 1.3.6.1.4.1.16213.2.13.1.3.1.34

		xfsCIMSubDeviceCULMinimum OBJECT-TYPE

			SYNTAX Integer32

			MAX-ACCESS read-only

			STATUS current

			DESCRIPTION

				"This field is only applicable to CDM cash units which can dispense media items. It is a numeric type field. See the CDM MIB specification for details."

			::= { xfsCIMSubDeviceEntry 34 }



		

		-- 1.3.6.1.4.1.16213.2.13.1.3.1.100

		xfsCIMSubDeviceExtraStatus OBJECT-TYPE

			SYNTAX OCTET STRING

			MAX-ACCESS read-only

			STATUS current

			DESCRIPTION

				"Vendor dependent additional logical cash unit status information."

			::= { xfsCIMSubDeviceEntry 100 }



		

		-- 1.3.6.1.4.1.16213.2.13.1.3.1.101

		xfsCIMSubDeviceCUPExtra OBJECT-TYPE

			SYNTAX OCTET STRING

			MAX-ACCESS read-only

			STATUS current

			DESCRIPTION

				"Vendor dependent additional physical cash unit status information."

			::= { xfsCIMSubDeviceEntry 101 }



		

-- **********************************************************************

-- CIM Error Table

-- **********************************************************************

		-- 1.3.6.1.4.1.16213.2.13.1.4

		xfsCIMErrorTable OBJECT-TYPE

			SYNTAX SEQUENCE OF XfsCIMErrorEntry

			MAX-ACCESS not-accessible

			STATUS current

			DESCRIPTION

				"Define the set of MIB Variables for the CIM Error Table."

			::= { xfsCIMV1 4 }



		

		-- 1.3.6.1.4.1.16213.2.13.1.4.1

		xfsCIMErrorEntry OBJECT-TYPE

			SYNTAX XfsCIMErrorEntry

			MAX-ACCESS not-accessible

			STATUS current

			DESCRIPTION

				"CIM Error Table Entry."

			INDEX { xfsCIMErrorManagedServiceName, xfsCIMErrorCommandCode, xfsCIMErrorResponseCode }

			::= { xfsCIMErrorTable 1 }



		

		XfsCIMErrorEntry ::=

			SEQUENCE { 

				xfsCIMErrorManagedServiceName

					DisplayString,

				xfsCIMErrorCommandCode

					INTEGER,

				xfsCIMErrorResponseCode

					INTEGER,

				xfsCIMErrorCount

					Integer32

			 }



		-- 1.3.6.1.4.1.16213.2.13.1.4.1.1

		xfsCIMErrorManagedServiceName OBJECT-TYPE

			SYNTAX DisplayString

			MAX-ACCESS read-only

			STATUS current

			DESCRIPTION

				"Instance identifier of the managed service."

			::= { xfsCIMErrorEntry 1 }



		

		-- 1.3.6.1.4.1.16213.2.13.1.4.1.2

		xfsCIMErrorCommandCode OBJECT-TYPE

			SYNTAX INTEGER (1301..1400)

			MAX-ACCESS read-only

			STATUS current

			DESCRIPTION

				"The executable command code supported by the Service 

				Provider associated with the error count of interest."

			::= { xfsCIMErrorEntry 2 }



		

		-- 1.3.6.1.4.1.16213.2.13.1.4.1.3

		xfsCIMErrorResponseCode OBJECT-TYPE

			SYNTAX INTEGER (0..99 | 1300..1399)

			MAX-ACCESS read-only

			STATUS current

			DESCRIPTION

				"The response code supported by Service Provider for the 

				corresponding command code associated with the error count 

				of interest."

			::= { xfsCIMErrorEntry 3 }



		

		-- 1.3.6.1.4.1.16213.2.13.1.4.1.4

		xfsCIMErrorCount OBJECT-TYPE

			SYNTAX Integer32

			MAX-ACCESS read-write

			STATUS current

			DESCRIPTION

				"The counter value corresponding to the managed service, 

				command code and response code."

			::= { xfsCIMErrorEntry 4 }



		

-- **********************************************************************

-- CIM Reset Table

-- **********************************************************************

		-- 1.3.6.1.4.1.16213.2.13.1.5

		xfsCIMResetTable OBJECT-TYPE

			SYNTAX SEQUENCE OF XfsCIMResetEntry

			MAX-ACCESS not-accessible

			STATUS current

			DESCRIPTION

				"Defines the set of MIB Variables for the CIM Reset Table."

			::= { xfsCIMV1 5 }



		

		-- 1.3.6.1.4.1.16213.2.13.1.5.1

		xfsCIMResetEntry OBJECT-TYPE

			SYNTAX XfsCIMResetEntry

			MAX-ACCESS not-accessible

			STATUS current

			DESCRIPTION

				"CIM Reset Table Entry."

			INDEX { xfsCIMResetManagedServiceName }

			::= { xfsCIMResetTable 1 }



		

		XfsCIMResetEntry ::=

			SEQUENCE { 

				xfsCIMResetManagedServiceName

					DisplayString,

				xfsCIMResetAll

					Integer32,

				xfsCIMResetTimestamp

					DisplayString

			 }



		-- 1.3.6.1.4.1.16213.2.13.1.5.1.1

		xfsCIMResetManagedServiceName OBJECT-TYPE

			SYNTAX DisplayString

			MAX-ACCESS read-only

			STATUS current

			DESCRIPTION

				"Instance identifier of the managed service."

			::= { xfsCIMResetEntry 1 }



		

		-- 1.3.6.1.4.1.16213.2.13.1.5.1.2

		xfsCIMResetAll OBJECT-TYPE

			SYNTAX Integer32

			MAX-ACCESS read-write

			STATUS current

			DESCRIPTION

				"Returns all counter values for this managed service to 

				zero when set to zero and returns zero when read."

			::= { xfsCIMResetEntry 2 }



		

		-- 1.3.6.1.4.1.16213.2.13.1.5.1.3

		xfsCIMResetTimestamp OBJECT-TYPE

			SYNTAX DisplayString

			MAX-ACCESS read-only

			STATUS current

			DESCRIPTION

				"Date and time the last reset of the counters was 

				performed."

			::= { xfsCIMResetEntry 3 }



		

--    **********************************************************************

-- CIM Reset Device Table

-- **********************************************************************

		-- 1.3.6.1.4.1.16213.2.13.1.6

		xfsCIMResetDeviceTable OBJECT-TYPE

			SYNTAX SEQUENCE OF XfsCIMResetDeviceEntry

			MAX-ACCESS not-accessible

			STATUS current

			DESCRIPTION

				"Define the set of MIB Variables for the CIM Reset Device Table."

			::= { xfsCIMV1 6 }



		

		-- 1.3.6.1.4.1.16213.2.13.1.6.1

		xfsCIMResetDeviceEntry OBJECT-TYPE

			SYNTAX XfsCIMResetDeviceEntry

			MAX-ACCESS not-accessible

			STATUS current

			DESCRIPTION

				"CIM Reset Device Table Entry."

			INDEX { xfsCIMResetDeviceManagedServiceName }

			::= { xfsCIMResetDeviceTable 1 }



		

		XfsCIMResetDeviceEntry ::=

			SEQUENCE { 

				xfsCIMResetDeviceManagedServiceName

					DisplayString,

				xfsCIMResetDeviceAction

					INTEGER,

				xfsCIMResetDeviceMediaControl

					INTEGER,

				xfsCIMResetDeviceStatus

					INTEGER

			 }



		-- 1.3.6.1.4.1.16213.2.13.1.6.1.1

		xfsCIMResetDeviceManagedServiceName OBJECT-TYPE

			SYNTAX DisplayString

			MAX-ACCESS read-only

			STATUS current

			DESCRIPTION

				"Instance identifier of the managed service."

			::= { xfsCIMResetDeviceEntry 1 }



		

		-- 1.3.6.1.4.1.16213.2.13.1.6.1.2

		xfsCIMResetDeviceAction OBJECT-TYPE

			SYNTAX INTEGER { executeReset(1) }

			MAX-ACCESS read-write

			STATUS current

			DESCRIPTION

				"Variable that initiates the device reset"

			::= { xfsCIMResetDeviceEntry 2 }



		

		-- 1.3.6.1.4.1.16213.2.13.1.6.1.3

		xfsCIMResetDeviceMediaControl OBJECT-TYPE

			SYNTAX INTEGER

				{

				mediaDefault(1),

				mediaIn(2),

				mediaOut(3)

				}

			MAX-ACCESS read-only

			STATUS current

			DESCRIPTION

				"Variable that reports the media handling during the device reset"

			::= { xfsCIMResetDeviceEntry 3 }



		

		-- 1.3.6.1.4.1.16213.2.13.1.6.1.4

		xfsCIMResetDeviceStatus OBJECT-TYPE

			SYNTAX INTEGER

				{

				resetIdle(1),

				resetInProgress(2)

				}

			MAX-ACCESS read-only

			STATUS current

			DESCRIPTION

				"Variable that reports the progress of the device reset"

			::= { xfsCIMResetDeviceEntry 4 }



		

--  ***********************************************************************	

-- CIM Device Capabilities Table 

-- ***********************************************************************

		-- 1.3.6.1.4.1.16213.2.13.1.7

		xfsCIMCapabilitiesTable OBJECT-TYPE

			SYNTAX SEQUENCE OF XfsCIMCapabilitiesEntry

			MAX-ACCESS not-accessible

			STATUS current

			DESCRIPTION

				"Define the set of MIB Variables for the CIM capabilities table."

			::= { xfsCIMV1 7 }



		

		-- 1.3.6.1.4.1.16213.2.13.1.7.1

		xfsCIMCapabilitiesEntry OBJECT-TYPE

			SYNTAX XfsCIMCapabilitiesEntry

			MAX-ACCESS not-accessible

			STATUS current

			DESCRIPTION

				"CIM Device Capabilities Table Entry."

			INDEX { xfsCIMCapabilitiesManagedServiceName }

			::= { xfsCIMCapabilitiesTable 1 }



		

		XfsCIMCapabilitiesEntry ::=

			SEQUENCE { 

				xfsCIMCapabilitiesManagedServiceName

					DisplayString,

				xfsCIMCapabilitiesDeviceType

					IxfsCIMCapabilitiesDeviceType,

				xfsCIMCapabilitiesMaxCashItems

					Integer32,

				xfsCIMCapabilitiesCompoundDevice

					TruthValue,

				xfsCIMCapabilitiesShutter

					TruthValue,

				xfsCIMCapabilitiesShutterControl

					TruthValue,

				xfsCIMCapabilitiesSafedoor

					TruthValue,

				xfsCIMCapabilitiesCashbox

					TruthValue,

				xfsCIMCapabilitiesRefill

					TruthValue,

				xfsCIMCapabilitiesIntermediateStacker

					Integer32,

				xfsCIMCapabilitiesItemsTakenSensor

					TruthValue,

				xfsCIMCapabilitiesItemsInsertedSensor

					TruthValue,

				xfsCIMCapabilitiesInputPositions

					INTEGER,

				xfsCIMCapabilitiesOutputPositions

					INTEGER,

				xfsCIMCapabilitiesExchangeTypes

					INTEGER,

				xfsCIMCapabilitiesRetractAreas

					INTEGER,

				xfsCIMCapabilitiesRetractTransportActions

					INTEGER,

				xfsCIMCapabilitiesRetractStackerActions

					INTEGER,

				xfsCIMCapabilitiesGuidancePosInputLeft

					Integer32,

				xfsCIMCapabilitiesGuidancePosInputRight

					Integer32,

				xfsCIMCapabilitiesGuidancePosInputCenter

					Integer32,

				xfsCIMCapabilitiesGuidancePosInputTop

					Integer32,

				xfsCIMCapabilitiesGuidancePosInputBottom

					Integer32,

				xfsCIMCapabilitiesGuidancePosInputFront

					Integer32,

				xfsCIMCapabilitiesGuidancePosInputRear

					Integer32,

				xfsCIMCapabilitiesGuidancePosOutputLeft

					Integer32,

				xfsCIMCapabilitiesGuidancePosOutputRight

					Integer32,

				xfsCIMCapabilitiesGuidancePosOutputCenter

					Integer32,

				xfsCIMCapabilitiesGuidancePosOutputTop

					Integer32,

				xfsCIMCapabilitiesGuidancePosOutputBottom

					Integer32,

				xfsCIMCapabilitiesGuidancePosOutputFront

					Integer32,

				xfsCIMCapabilitiesGuidancePosOutputRear

					Integer32,

				xfsCIMCapabilitiesItemInfoTypes

					Integer32,

				xfsCIMCapabilitiesCompareSignatures

					TruthValue,

				xfsCIMCapabilitiesPowerSaveControl

					TruthValue,

				xfsCIMCapabilitiesExtraCapability

					OCTET STRING

			 }



		-- 1.3.6.1.4.1.16213.2.13.1.7.1.1

		xfsCIMCapabilitiesManagedServiceName OBJECT-TYPE

			SYNTAX DisplayString

			MAX-ACCESS read-only

			STATUS current

			DESCRIPTION

				"Instance identifier of the managed service."

			::= { xfsCIMCapabilitiesEntry 1 }



		

		-- 1.3.6.1.4.1.16213.2.13.1.7.1.2

		xfsCIMCapabilitiesDeviceType OBJECT-TYPE

			SYNTAX IxfsCIMCapabilitiesDeviceType

			MAX-ACCESS read-only

			STATUS current

			DESCRIPTION

				"Number of sub devices supported by the CIM device."

			::= { xfsCIMCapabilitiesEntry 2 }



		

		-- 1.3.6.1.4.1.16213.2.13.1.7.1.3

		xfsCIMCapabilitiesMaxCashItems OBJECT-TYPE

			SYNTAX Integer32

			MAX-ACCESS read-only

			STATUS current

			DESCRIPTION

				"Supplies the maximum number of items that can be accepted in a single cash in operation. Normally reflects hardware limitations of the device. It is an integer variable."

			::= { xfsCIMCapabilitiesEntry 3 }



		

		-- 1.3.6.1.4.1.16213.2.13.1.7.1.4

		xfsCIMCapabilitiesCompoundDevice OBJECT-TYPE

			SYNTAX TruthValue

			MAX-ACCESS read-only

			STATUS current

			DESCRIPTION

				"Specifies if the logical device is part of a compound device in a TruthValue variable as follows."

			::= { xfsCIMCapabilitiesEntry 4 }



		

		-- 1.3.6.1.4.1.16213.2.13.1.7.1.5

		xfsCIMCapabilitiesShutter OBJECT-TYPE

			SYNTAX TruthValue

			MAX-ACCESS read-only

			STATUS current

			DESCRIPTION

				"Specifies if shutter control through the commands WFS_CMD_CIM_OPEN_SHUTTER and WFS_CMD_CIM_CLOSE_SHUTTER is supported in a TruthValue variable as follows."

			::= { xfsCIMCapabilitiesEntry 5 }



		

		-- 1.3.6.1.4.1.16213.2.13.1.7.1.6

		xfsCIMCapabilitiesShutterControl OBJECT-TYPE

			SYNTAX TruthValue

			MAX-ACCESS read-only

			STATUS current

			DESCRIPTION

				"If this TruthValue variable is TRUE the shutter is controlled implicitly by the Service Provider. If set to FALSE the shutter must be controlled explicitly by the application using the WFS_CMD_CIM_OPEN_SHUTTER and the WFS_CMD_CIM_CLOSE_SHUTTER commands. 

				This field is always set to TRUE if the device has no shutter. This field applies to all shutters and 

				all output positions."

			::= { xfsCIMCapabilitiesEntry 6 }



		

		-- 1.3.6.1.4.1.16213.2.13.1.7.1.7

		xfsCIMCapabilitiesSafedoor OBJECT-TYPE

			SYNTAX TruthValue

			MAX-ACCESS read-only

			STATUS current

			DESCRIPTION

				"Specifies whether the WFS_CMD_CIM_OPEN_SAFE_DOOR command is supported in TruthValue format."

			::= { xfsCIMCapabilitiesEntry 7 }



		

		-- 1.3.6.1.4.1.16213.2.13.1.7.1.8

		xfsCIMCapabilitiesCashbox OBJECT-TYPE

			SYNTAX TruthValue

			MAX-ACCESS read-only

			STATUS current

			DESCRIPTION

				"It specifies whether or not the Tellers have been assigned a Cash Box in TruthValue format."

			::= { xfsCIMCapabilitiesEntry 8 }



		

		-- 1.3.6.1.4.1.16213.2.13.1.7.1.9

		xfsCIMCapabilitiesRefill OBJECT-TYPE

			SYNTAX TruthValue

			MAX-ACCESS read-only

			STATUS current

			DESCRIPTION

				"It specifies whether or not the refill feature is supported in TruthValue format."

			::= { xfsCIMCapabilitiesEntry 9 }



		

		-- 1.3.6.1.4.1.16213.2.13.1.7.1.10

		xfsCIMCapabilitiesIntermediateStacker OBJECT-TYPE

			SYNTAX Integer32

			MAX-ACCESS read-only

			STATUS current

			DESCRIPTION

				"Specifies the number of items the intermediate stacker for Cash­In can hold as an integer value. Zero means that there is no intermediate stacker for Cash­In available."

			::= { xfsCIMCapabilitiesEntry 10 }



		

		-- 1.3.6.1.4.1.16213.2.13.1.7.1.11

		xfsCIMCapabilitiesItemsTakenSensor OBJECT-TYPE

			SYNTAX TruthValue

			MAX-ACCESS read-only

			STATUS current

			DESCRIPTION

				"This TruthValue variable specifies whether or not the CIM can detect when items at the exit position are taken by the user. If set to TRUE the Service Provider generates an accompanying WFS_SRVE_CIM_ITEMS_TAKEN event. If set to FALSE this event is not generated. This field relates to all output positions."

			::= { xfsCIMCapabilitiesEntry 11 }



		

		-- 1.3.6.1.4.1.16213.2.13.1.7.1.12

		xfsCIMCapabilitiesItemsInsertedSensor OBJECT-TYPE

			SYNTAX TruthValue

			MAX-ACCESS read-only

			STATUS current

			DESCRIPTION

				"This TruthValue variable specifies whether the CIM has the ability to detect when items have been inserted by the user. If set to TRUE the Service Provider generates an accompanying WFS_SRVE_CIM_ITEMSINSERTED event. If set to FALSE this event is not generated. This field relates to all input positions."

			::= { xfsCIMCapabilitiesEntry 12 }



		

		-- 1.3.6.1.4.1.16213.2.13.1.7.1.13

		xfsCIMCapabilitiesInputPositions OBJECT-TYPE

			SYNTAX INTEGER

				{

				xfsCIMPositionNull(1),

				xfsCIMPositionLeft(2),

				xfsCIMPositionRight(3),

				xfsCIMPositionCenter(4),

				xfsCIMPositionTop(5),

				xfsCIMPositionBottom(6),

				xfsCIMPositionFront(7),

				xfsCIMPositionRear(8)

				}

			MAX-ACCESS read-only

			STATUS current

			DESCRIPTION

				"This integer variable specifies the CIM input positions which are available as a combination of the following flags."

			::= { xfsCIMCapabilitiesEntry 13 }



		

		-- 1.3.6.1.4.1.16213.2.13.1.7.1.14

		xfsCIMCapabilitiesOutputPositions OBJECT-TYPE

			SYNTAX INTEGER

				{

				xfsCIMPositionLeft(1),

				xfsCIMPositionRight(2),

				xfsCIMPositionCenter(3),

				xfsCIMPositionTop(4),

				xfsCIMPositionBottom(5),

				xfsCIMPositionFront(6),

				xfsCIMPositionRear(7)

				}

			MAX-ACCESS read-only

			STATUS current

			DESCRIPTION

				"This integer variable specifies the CIM output positions which are available as a combination of the following flags."

			::= { xfsCIMCapabilitiesEntry 14 }



		

		-- 1.3.6.1.4.1.16213.2.13.1.7.1.15

		xfsCIMCapabilitiesExchangeTypes OBJECT-TYPE

			SYNTAX INTEGER

				{

				xfsCIMExByHand(1),

				xfsCIMExToCassettes(2),

				xfsCIMClearRecycler(3),

				xfsCIMDepositInfo(4)

				}

			MAX-ACCESS read-only

			STATUS current

			DESCRIPTION

				"This integer variable specifies the type of cash unit exchange operations supported by the CIM. Values are a combination of the following flags."

			::= { xfsCIMCapabilitiesEntry 15 }



		

		-- 1.3.6.1.4.1.16213.2.13.1.7.1.16

		xfsCIMCapabilitiesRetractAreas OBJECT-TYPE

			SYNTAX INTEGER

				{

				xfsCIMRARetract(1),

				xfsCIMRATransport(2),

				xfsCIMRAStacker(3),

				xfsCIMRABillCassettes(4),

				xfsCIMRANotSupported(5),

				xfsCIMRAReject(6)

				}

			MAX-ACCESS read-only

			STATUS current

			DESCRIPTION

				"This integer variable specifies the areas to which items may be retracted. This field will be set to a combination of the following flags."

			::= { xfsCIMCapabilitiesEntry 16 }



		

		-- 1.3.6.1.4.1.16213.2.13.1.7.1.17

		xfsCIMCapabilitiesRetractTransportActions OBJECT-TYPE

			SYNTAX INTEGER

				{

				xfsCIMRetract(1),

				xfsCIMNotSupported(2)

				}

			MAX-ACCESS read-only

			STATUS current

			DESCRIPTION

				"This integer variable specifies the actions which may be performed on items which have been retracted to the transport. This field will be set to a combination of the following flags."

			::= { xfsCIMCapabilitiesEntry 17 }



		

		-- 1.3.6.1.4.1.16213.2.13.1.7.1.18

		xfsCIMCapabilitiesRetractStackerActions OBJECT-TYPE

			SYNTAX INTEGER

				{

				xfsCIMPresent(1),

				xfsCIMRetract(2),

				xfsCIMNotSupported(3)

				}

			MAX-ACCESS read-only

			STATUS current

			DESCRIPTION

				"This integer variable specifies the actions which may be performed on items which have been retracted to the stacker. This field will be set to a combination of the following flags."

			::= { xfsCIMCapabilitiesEntry 18 }



		

		-- 1.3.6.1.4.1.16213.2.13.1.7.1.19

		xfsCIMCapabilitiesGuidancePosInputLeft OBJECT-TYPE

			SYNTAX Integer32

			MAX-ACCESS read-only

			STATUS current

			DESCRIPTION

				"It contains the capability of the left input position guidelight. Allowed values are as follows as a combination flag."

			::= { xfsCIMCapabilitiesEntry 19 }



		

		-- 1.3.6.1.4.1.16213.2.13.1.7.1.20

		xfsCIMCapabilitiesGuidancePosInputRight OBJECT-TYPE

			SYNTAX Integer32

			MAX-ACCESS read-only

			STATUS current

			DESCRIPTION

				"Contains the capability of the right input position guidelight. Allowed values are the same as variable xfsCIMCapabilitiesGuidancePosInputLeft (19)."

			::= { xfsCIMCapabilitiesEntry 20 }



		

		-- 1.3.6.1.4.1.16213.2.13.1.7.1.21

		xfsCIMCapabilitiesGuidancePosInputCenter OBJECT-TYPE

			SYNTAX Integer32

			MAX-ACCESS read-only

			STATUS current

			DESCRIPTION

				"Contains the capability of the center input position guidelight. Allowed values are the same as variable xfsCIMCapabilitiesGuidancePosInputLeft (19)."

			::= { xfsCIMCapabilitiesEntry 21 }



		

		-- 1.3.6.1.4.1.16213.2.13.1.7.1.22

		xfsCIMCapabilitiesGuidancePosInputTop OBJECT-TYPE

			SYNTAX Integer32

			MAX-ACCESS read-only

			STATUS current

			DESCRIPTION

				"Contains the capability of the top input position guidelight. Allowed values are the same as variable xfsCIMCapabilitiesGuidancePosInputLeft (19)."

			::= { xfsCIMCapabilitiesEntry 22 }



		

		-- 1.3.6.1.4.1.16213.2.13.1.7.1.23

		xfsCIMCapabilitiesGuidancePosInputBottom OBJECT-TYPE

			SYNTAX Integer32

			MAX-ACCESS read-only

			STATUS current

			DESCRIPTION

				"Contains the capability of the bottom input position guidelight. Allowed values are the same as variable xfsCIMCapabilitiesGuidancePosInputLeft (19)."

			::= { xfsCIMCapabilitiesEntry 23 }



		

		-- 1.3.6.1.4.1.16213.2.13.1.7.1.24

		xfsCIMCapabilitiesGuidancePosInputFront OBJECT-TYPE

			SYNTAX Integer32

			MAX-ACCESS read-only

			STATUS current

			DESCRIPTION

				"Contains the capability of the front input position guidelight. Allowed values are the same as variable xfsCIMCapabilitiesGuidancePosInputLeft (19)."

			::= { xfsCIMCapabilitiesEntry 24 }



		

		-- 1.3.6.1.4.1.16213.2.13.1.7.1.25

		xfsCIMCapabilitiesGuidancePosInputRear OBJECT-TYPE

			SYNTAX Integer32

			MAX-ACCESS read-only

			STATUS current

			DESCRIPTION

				"Contains the capability of the rear input position guidelight. Allowed values are the same as variable xfsCIMCapabilitiesGuidancePosInputLeft (19)."

			::= { xfsCIMCapabilitiesEntry 25 }



		

		-- 1.3.6.1.4.1.16213.2.13.1.7.1.26

		xfsCIMCapabilitiesGuidancePosOutputLeft OBJECT-TYPE

			SYNTAX Integer32

			MAX-ACCESS read-only

			STATUS current

			DESCRIPTION

				"Contains the capability of the left output position guidelight. Allowed values are the same as variable xfsCIMCapabilitiesGuidancePosInputLeft (19)."

			::= { xfsCIMCapabilitiesEntry 26 }



		

		-- 1.3.6.1.4.1.16213.2.13.1.7.1.27

		xfsCIMCapabilitiesGuidancePosOutputRight OBJECT-TYPE

			SYNTAX Integer32

			MAX-ACCESS read-only

			STATUS current

			DESCRIPTION

				"Contains the capability of the right output position guidelight. Allowed values are the same as variable xfsCIMCapabilitiesGuidancePosInputLeft (19)."

			::= { xfsCIMCapabilitiesEntry 27 }



		

		-- 1.3.6.1.4.1.16213.2.13.1.7.1.28

		xfsCIMCapabilitiesGuidancePosOutputCenter OBJECT-TYPE

			SYNTAX Integer32

			MAX-ACCESS read-only

			STATUS current

			DESCRIPTION

				"Contains the capability of the center output position guidelight. Allowed values are the same as variable xfsCIMCapabilitiesGuidancePosInputLeft (19)."

			::= { xfsCIMCapabilitiesEntry 28 }



		

		-- 1.3.6.1.4.1.16213.2.13.1.7.1.29

		xfsCIMCapabilitiesGuidancePosOutputTop OBJECT-TYPE

			SYNTAX Integer32

			MAX-ACCESS read-only

			STATUS current

			DESCRIPTION

				"Contains the capability of the top output position guidelight. Allowed values are the same as variable xfsCIMCapabilitiesGuidancePosInputLeft (19)."

			::= { xfsCIMCapabilitiesEntry 29 }



		

		-- 1.3.6.1.4.1.16213.2.13.1.7.1.30

		xfsCIMCapabilitiesGuidancePosOutputBottom OBJECT-TYPE

			SYNTAX Integer32

			MAX-ACCESS read-only

			STATUS current

			DESCRIPTION

				"Contains the capability of the bottom output position guidelight. Allowed values are the same as variable xfsCIMCapabilitiesGuidancePosInputLeft (19)."

			::= { xfsCIMCapabilitiesEntry 30 }



		

		-- 1.3.6.1.4.1.16213.2.13.1.7.1.31

		xfsCIMCapabilitiesGuidancePosOutputFront OBJECT-TYPE

			SYNTAX Integer32

			MAX-ACCESS read-only

			STATUS current

			DESCRIPTION

				"Contains the capability of the front output position guidelight. Allowed values are the same as variable xfsCIMCapabilitiesGuidancePosInputLeft (19)."

			::= { xfsCIMCapabilitiesEntry 31 }



		

		-- 1.3.6.1.4.1.16213.2.13.1.7.1.32

		xfsCIMCapabilitiesGuidancePosOutputRear OBJECT-TYPE

			SYNTAX Integer32

			MAX-ACCESS read-only

			STATUS current

			DESCRIPTION

				"Contains the capability of the rear output position guidelight. Allowed values are the same as variable xfsCIMCapabilitiesGuidancePosInputLeft (19)."

			::= { xfsCIMCapabilitiesEntry 32 }



		

		-- 1.3.6.1.4.1.16213.2.13.1.7.1.33

		xfsCIMCapabilitiesItemInfoTypes OBJECT-TYPE

			SYNTAX Integer32

			MAX-ACCESS read-only

			STATUS current

			DESCRIPTION

				"This integer variable specifies the the types of information that can be retrieved as a combination of the following flags."

			::= { xfsCIMCapabilitiesEntry 33 }



		

		-- 1.3.6.1.4.1.16213.2.13.1.7.1.34

		xfsCIMCapabilitiesCompareSignatures OBJECT-TYPE

			SYNTAX TruthValue

			MAX-ACCESS read-only

			STATUS current

			DESCRIPTION

				"This TruthValue variable specifies whether or not the Service Provider has the ability to compare signatures through the WFS_CMD_CIM_COMPARE_P6_SIGNATURE command."

			::= { xfsCIMCapabilitiesEntry 34 }



		

		-- 1.3.6.1.4.1.16213.2.13.1.7.1.35

		xfsCIMCapabilitiesPowerSaveControl OBJECT-TYPE

			SYNTAX TruthValue

			MAX-ACCESS read-only

			STATUS current

			DESCRIPTION

				"This TruthValue variable specifies whether or not power saving control is available."

			::= { xfsCIMCapabilitiesEntry 35 }



		

		-- 1.3.6.1.4.1.16213.2.13.1.7.1.100

		xfsCIMCapabilitiesExtraCapability OBJECT-TYPE

			SYNTAX OCTET STRING

			MAX-ACCESS read-only

			STATUS current

			DESCRIPTION

				"Vendor dependant extra capabilities."

			::= { xfsCIMCapabilitiesEntry 100 }



		

		-- 1.3.6.1.4.1.16213.3.0

		xfsTrapV2 OBJECT-IDENTITY

			STATUS current

			DESCRIPTION 

				"Root node for the converted TRAP-TYPEs."

			::= { xfsTrap 0 }



		

--  **********************************************************************

-- Trap definitions

-- **********************************************************************    

		-- 1.3.6.1.4.1.16213.3.0.113

		xfsCIMDetailedDSCTrap NOTIFICATION-TYPE

			OBJECTS { xfsCommonTrapSysName, xfsCommonTrapManagedServiceName, xfsCommonTrapManagedServiceClass, xfsCommonTrapManagedServiceClassName, xfsCommonTrapManagedServiceType, 

				xfsCommonTrapManagedServiceOid, xfsCommonTrapPhysicalDeviceName, xfsCommonTrapDeviceVendor, xfsCommonTrapMIBVersion, xfsCommonTrapEvent, 

				xfsCommonTrapDate, xfsCommonTrapSPVersion, xfsCIMStatusDevice, xfsCIMStatusNumberSubDevices, xfsCIMStatusSafeDoor, 

				xfsCIMStatusAcceptor, xfsCIMStatusIntermediateStacker, xfsCIMStatusStackerItems, xfsCIMStatusBankNoteReader, xfsCIMStatusDropBox, 

				xfsCIMStatusShutterInputCenter, xfsCIMStatusPositionInputCenter, xfsCIMStatusTransportInputCenter, xfsCIMStatusTransportItemsInputCenter, xfsCIMStatusShutterInputLeft, 

				xfsCIMStatusPositionInputLeft, xfsCIMStatusTransportInputLeft, xfsCIMStatusTransportItemsInputLeft, xfsCIMStatusShutterInputRight, xfsCIMStatusPositionInputRight, 

				xfsCIMStatusTransportInputRight, xfsCIMStatusTransportItemsInputRight, xfsCIMStatusShutterInputTop, xfsCIMStatusPositionInputTop, xfsCIMStatusTransportInputTop, 

				xfsCIMStatusTransportItemsInputTop, xfsCIMStatusShutterInputBottom, xfsCIMStatusPositionInputBottom, xfsCIMStatusTransportInputBottom, xfsCIMStatusTransportItemsInputBottom, 

				xfsCIMStatusShutterInputFront, xfsCIMStatusPositionInputFront, xfsCIMStatusTransportInputFront, xfsCIMStatusTransportItemsInputFront, xfsCIMStatusShutterInputRear, 

				xfsCIMStatusPositionInputRear, xfsCIMStatusTransportInputRear, xfsCIMStatusTransportItemsInputRear, xfsCIMStatusShutterOutputCenter, xfsCIMStatusPositionOutputCenter, 

				xfsCIMStatusTransportOutputCenter, xfsCIMStatusTransportItemsOutputCenter, xfsCIMStatusShutterOutputLeft, xfsCIMStatusPositionOutputLeft, xfsCIMStatusTransportOutputLeft, 

				xfsCIMStatusTransportItemsOutputLeft, xfsCIMStatusShutterOutputRight, xfsCIMStatusPositionOutputRight, xfsCIMStatusTransportOutputRight, xfsCIMStatusTransportItemsOutputRight, 

				xfsCIMStatusShutterOutputTop, xfsCIMStatusPositionOutputTop, xfsCIMStatusTransportOutputTop, xfsCIMStatusTransportItemsOutputTop, xfsCIMStatusShutterOutputBottom, 

				xfsCIMStatusPositionOutputBottom, xfsCIMStatusTransportOutputBottom, xfsCIMStatusTransportItemsOutputBottom, xfsCIMStatusShutterOutputFront, xfsCIMStatusPositionOutputFront, 

				xfsCIMStatusTransportOutputFront, xfsCIMStatusTransportItemsOutputFront, xfsCIMStatusShutterOutputRear, xfsCIMStatusPositionOutputRear, xfsCIMStatusTransportOutputRear, 

				xfsCIMStatusTransportItemsOutputRear, xfsCIMStatusExtraStatus, xfsCIMStatusGuidancePosInputLeft, xfsCIMStatusGuidancePosInputRight, xfsCIMStatusGuidancePosInputCenter, xfsCIMStatusGuidancePosInputTop, 

				xfsCIMStatusGuidancePosInputBottom, xfsCIMStatusGuidancePosInputFront, xfsCIMStatusGuidancePosInputRear, xfsCIMStatusGuidancePosOutputLeft, xfsCIMStatusGuidancePosOutputRight, 

				xfsCIMStatusGuidancePosOutputCenter, xfsCIMStatusGuidancePosOutputTop, xfsCIMStatusGuidancePosOutputBottom, xfsCIMStatusGuidancePosOutputFront, xfsCIMStatusGuidancePosOutputRear, 

				xfsCIMStatusDevicePosition, xfsCIMStatusPowerSaveRecoveryTime }

			STATUS current

			DESCRIPTION 

				"This trap indicates a change in the status of a managed

				service."

			::= { xfsTrapV2 113 }



		

		-- 1.3.6.1.4.1.16213.3.0.213

		xfsCIMSubDeviceTrap NOTIFICATION-TYPE

			OBJECTS { xfsCommonTrapManagedServiceName, xfsCommonTrapManagedServiceClass, xfsCommonTrapManagedServiceClassName, xfsCommonTrapManagedServiceType, xfsCommonTrapManagedServiceOid, 

				xfsCommonTrapPhysicalDeviceName, xfsCommonTrapDeviceVendor, xfsCommonTrapMIBVersion, xfsCommonTrapEvent, xfsCommonTrapDate, 

				xfsCommonTrapSPVersion, xfsCIMSubDeviceIndex, xfsCIMSubDeviceCUType, xfsCIMSubDeviceCUItemType, xfsCIMSubDeviceCULUnitID, 

				xfsCIMSubDeviceCUCurrencyID, xfsCIMSubDeviceCUValues, xfsCIMSubDeviceCUCashInCount, xfsCIMSubDeviceCULCount, xfsCIMSubDeviceCULMaximum, 

				xfsCIMSubDeviceCULogicalStatus, xfsCIMSubDeviceCUAppLock, xfsCIMSubDeviceCUPhysicalPositionName, xfsCIMSubDeviceCUPUnitID, xfsCIMSubDeviceCUPCashInCount, 

				xfsCIMSubDeviceCUPCount, xfsCIMSubDeviceCUPMaximum, xfsCIMSubDeviceCUPhysicalStatus, xfsCIMSubDeviceCUPHardwareSensors, xfsCIMSubDeviceCUExponent, xfsCIMSubDeviceExtraStatus,

				xfsCIMSubDeviceCUPInitialCount, xfsCIMSubDeviceCUPDispensedCount, xfsCIMSubDeviceCUPPresentedCount, xfsCIMSubDeviceCUPRetractedCount, xfsCIMSubDeviceCUPRejectCount, 

				xfsCIMSubDeviceCUNoteIDs, xfsCIMSubDeviceCUCDMType, xfsCIMSubDeviceCUName, xfsCIMSubDeviceCULInitialCount, xfsCIMSubDeviceCULDispensedCount, 

				xfsCIMSubDeviceCULPresentedCount, xfsCIMSubDeviceCULRetractedCount, xfsCIMSubDeviceCULRejectCount, xfsCIMSubDeviceCULMinimum, xfsCIMSubDeviceCUPExtra

				 }

			STATUS current

			DESCRIPTION 

				"This trap indicates a change in the status of sub-device within

				a managed service."

			::= { xfsTrapV2 213 }



		

		-- 1.3.6.1.4.1.16213.3.0.313

		xfsCIMResetDeviceCompleteTrap NOTIFICATION-TYPE

			OBJECTS { xfsCommonTrapResetDeviceResult, xfsCommonTrapManagedServiceName, xfsCommonTrapManagedServiceClass, xfsCommonTrapManagedServiceClassName, xfsCommonTrapManagedServiceType, 

				xfsCommonTrapManagedServiceOid, xfsCommonTrapPhysicalDeviceName, xfsCommonTrapDeviceVendor, xfsCommonTrapMIBVersion, xfsCommonTrapDate, 

				xfsCommonTrapSPVersion, xfsCIMStatusDevice, xfsCIMStatusNumberSubDevices, xfsCIMStatusSafeDoor, xfsCIMStatusAcceptor, 

				xfsCIMStatusIntermediateStacker, xfsCIMStatusStackerItems, xfsCIMStatusBankNoteReader, xfsCIMStatusDropBox, xfsCIMStatusShutterInputCenter, 

				xfsCIMStatusPositionInputCenter, xfsCIMStatusTransportInputCenter, xfsCIMStatusTransportItemsInputCenter, xfsCIMStatusShutterInputLeft, xfsCIMStatusPositionInputLeft, 

				xfsCIMStatusTransportInputLeft, xfsCIMStatusTransportItemsInputLeft, xfsCIMStatusShutterInputRight, xfsCIMStatusPositionInputRight, xfsCIMStatusTransportInputRight, 

				xfsCIMStatusTransportItemsInputRight, xfsCIMStatusShutterInputTop, xfsCIMStatusPositionInputTop, xfsCIMStatusTransportInputTop, xfsCIMStatusTransportItemsInputTop, 

				xfsCIMStatusShutterInputBottom, xfsCIMStatusPositionInputBottom, xfsCIMStatusTransportInputBottom, xfsCIMStatusTransportItemsInputBottom, xfsCIMStatusShutterInputFront, 

				xfsCIMStatusPositionInputFront, xfsCIMStatusTransportInputFront, xfsCIMStatusTransportItemsInputFront, xfsCIMStatusShutterInputRear, xfsCIMStatusPositionInputRear, 

				xfsCIMStatusTransportInputRear, xfsCIMStatusTransportItemsInputRear, xfsCIMStatusShutterOutputCenter, xfsCIMStatusPositionOutputCenter, xfsCIMStatusTransportOutputCenter, 

				xfsCIMStatusTransportItemsOutputCenter, xfsCIMStatusShutterOutputLeft, xfsCIMStatusPositionOutputLeft, xfsCIMStatusTransportOutputLeft, xfsCIMStatusTransportItemsOutputLeft, 

				xfsCIMStatusShutterOutputRight, xfsCIMStatusPositionOutputRight, xfsCIMStatusTransportOutputRight, xfsCIMStatusTransportItemsOutputRight, xfsCIMStatusShutterOutputTop, 

				xfsCIMStatusPositionOutputTop, xfsCIMStatusTransportOutputTop, xfsCIMStatusTransportItemsOutputTop, xfsCIMStatusShutterOutputBottom, xfsCIMStatusPositionOutputBottom, 

				xfsCIMStatusTransportOutputBottom, xfsCIMStatusTransportItemsOutputBottom, xfsCIMStatusShutterOutputFront, xfsCIMStatusPositionOutputFront, xfsCIMStatusTransportOutputFront, 

				xfsCIMStatusTransportItemsOutputFront, xfsCIMStatusShutterOutputRear, xfsCIMStatusPositionOutputRear, xfsCIMStatusTransportOutputRear, xfsCIMStatusTransportItemsOutputRear, xfsCIMStatusExtraStatus, 

				xfsCIMStatusGuidancePosInputLeft, xfsCIMStatusGuidancePosInputRight, xfsCIMStatusGuidancePosInputCenter, xfsCIMStatusGuidancePosInputTop, xfsCIMStatusGuidancePosInputBottom, 

				xfsCIMStatusGuidancePosInputFront, xfsCIMStatusGuidancePosInputRear, xfsCIMStatusGuidancePosOutputLeft, xfsCIMStatusGuidancePosOutputRight, xfsCIMStatusGuidancePosOutputCenter, 

				xfsCIMStatusGuidancePosOutputTop, xfsCIMStatusGuidancePosOutputBottom, xfsCIMStatusGuidancePosOutputFront, xfsCIMStatusGuidancePosOutputRear, xfsCIMStatusDevicePosition, 

				xfsCIMStatusPowerSaveRecoveryTime }

			STATUS current

			DESCRIPTION 

				"This trap indicates the Reset action has complete and reports the

				state of the device after the reset."

			::= { xfsTrapV2 313 }
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